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REVISION:
(Consent Agenda Item I1-6¢ moved to New Business 1V-10)

FINAL
CITY COUNCIL

CITYOFWICHITA
KANSAS

City Council Meeting City Council Chambers
09:00 a.m. December 4, 2012 455 North Main

OPENING OF REGULAR MEETING

-- Call to Order
-- Invocation
-- Pledge of Allegiance

- Approve the minutes of the regular meeting on November 20, 2012

AWARDS AND PROCLAMATIONS

-- Proclamation:

Community Day of Giving

I. PUBLIC AGENDA

NOTICE:No action will be taken relative to items on this agenda other than referral for information. Requests to appear will be placed on a “first-
come, first-served” basis. This portion of the meeting is limited to thirty minutes and shall be subject to a limitation of five minutes for
each presentation with no extension of time permitted. No speaker shall be allowed to appear more frequently than once every fourth
meeting. Members of the public desiring to present matters to the Council on the public agenda must submit a request in writing to the
office of the city manager prior to twelve noon on the Tuesday preceding the council meeting. Matter pertaining to personnel, litigation
and violations of laws and ordinances are excluded from the agenda. Rules of decorum as provided in this code will be observed.

None

1. CONSENT AGENDAS (ITEMS 1 THROUGH 24)

NOTICE: Items listed under the “Consent Agendas” will be enacted by one motion with no separate discussion. If discussion on an item is desired,
the item will be removed from the “Consent Agendas” and considered separately

(The Council will be considering the City Council Consent Agenda as well as the Planning, Housing, and Airport Consent
Agendas. Please see “ATTACHMENT 1 - CONSENT AGENDA ITEMS” for a listing of all Consent Agenda Items.)
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COUNCIL BUSINESS

1. UNFINISHED COUNCIL BUSINESS

None

V. NEW COUNCIL BUSINESS

1. Ordinance Changes to Wichita’s Water Ordinance (Title 17 of the City Code).

RECOMMENDED ACTION: Approve the first reading of the ordinance amending the Water Ordinance (Title
17 of the Code of the City of Wichita).

2. Joint Policy Resolution Wichita-Sedgwick County Unified Building and Trade Code.

RECOMMENDED ACTION: Approve the Joint Policy Resolution and place the ordinances which adopt the
unified code on second reading.

3. Mt. Vernon and Oliver Intersection Improvement. (District I11)

RECOMMENDED ACTION: Approve the project and the revised budget, adopt the amending resolution, and
authorize the necessary signatures. State/Federal funding administered through
the Kansas Department of Transportation will require standard agreements to be
signed throughout the course of the project. Design needs may require the
acquisition and/or granting of easements, the signing of utility relocation and
railroad agreements and/or compensation for the same, and the signing of
required permits and/or compensation for the same.

4. Petition for Paving Hoover Court, south of Harry, west of Hoover.(District IV)

RECOMMENDED ACTION: Approve the petition, adopt the resolution, and authorize the necessary
signatures.

5. Impacts of Multi-Year Flex Accounts Created by Senate Bill 272.

RECOMMENDED ACTION: Approve the agreement, authorize the necessary budget adjustments, and
authorize the necessary signatures.

6. 2013 Performer contract for Wichita Flight Festival.

RECOMMENDED ACTION: Approve the funding for the contract and allow staff to negotiate details of the
contract for the performance of the Tora! Tora! Tora! Show during the execution
of the 2013 Wichita Flight Festival.
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7. Redbud Multi-Use Path, 1-135 to Oliver. (District I)

8.

RECOMMENDED ACTION:

Approve the project and the revised budget, adopt the amending resolution, and
authorize the necessary signatures. State/Federal funding administered through
the Kansas Department of Transportation will require standard agreements to be
signed throughout the course of the project. Design needs may require the
acquisition and/or granting of easements, the signing of utility relocation and
railroad agreements and/or compensation for the same, and the signing of
required permits and/or compensation for the same.

Approval of Bond Counsel Contract.

RECOMMENDED ACTION:

Approve the contract and authorize the necessary signatures.

Repair or Removal of Dangerous and Unsafe Structure. (District 1V)

Property Address
a. 1818 South Shefford Circle

RECOMMENDED ACTION:

Council District
v

Close the public hearing, adopt the resolution declaring the building to be a
dangerous and unsafe structure, and accept the BCSA recommended action to
proceed with condemnation, allowing 10 days to start demolition and 10 days to
complete removal of the structure. Any extensions of time granted to repair any
structure would be contingent on the following: (1) All taxes have been paid to
date as of December 4, 2012; (2) the structure has been secured as of December
4, 2012, and will continue to be kept secured; and (3) the premise is mowed and
free of debris as of December 4, 2012, and will be so maintained during
renovation.

10. Change Order No. 1 — Storm Water Sewer No. 663 to Serve Glenview Addition. (District I1)

RECOMMENDED ACTION: Approve Change Order No.1., approve budget adjustments as required and

authorize the necessary signatures.
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COUNCIL BUSINESS SUBMITTED BY CITY AUTHORITIES

PLANNING AGENDA

NOTICE:Public hearing on planning items is conducted by the MAPC under provisions of State law. Adopted policy is that additional hearing on
zoning applications will not be conducted by the City Council unless a statement alleging (1) unfair hearing before the MAPC, or (2)
alleging new facts or evidence has been filed with the City Clerk by 5p.m. on the Wednesday preceding this meeting. The Council will
determine from the written statement whether to return the matter to the MAPC for rehearing.

V. NON-CONSENT PLANNING AGENDA

1. ZON2012-00024 and CUP2012-00021 — City zone change from SF-5 Single-Family Residential (“SF-5") to LC
Limited Commercial (“LC™) and creation of the Maize and 29th Commercial Community Unit Plan, CUP DP-
327; generally located on the northeast corner of 29th Street North and Maize Road. (District V)

RECOMMENDED ACTION: 1) Adopt the findings of the MAPC and approve the request subject to the
recommended conditions of approval (three-fourths majority vote required
because of protests) and instruct the Planning Department to forward the
ordinance for first reading when the plat is completed; 2) deny the request (two-
thirds majority vote required), or; 3) return the application to the MAPC for
reconsideration (simple majority vote required).

HOUSING AGENDA

NOTICE:The City Council is meeting as the governing body of the Housing Authority for consideration and action on the items on this Agenda,
pursuant to State law, HUD, and City ordinance. The meeting of the Authority is deemed called to order at the start of this Agenda and
adjourned at the conclusion.

Fern Griffith, Housing Member is also seated with the City Council.

VI. NON-CONSENT HOUSING AGENDA

None

AIRPORT AGENDA

NOTICE: The City Council is meeting as the governing body of the Airport Authority for consideration and action on items on this Agenda,
pursuant to State law and City ordinance. The meeting of the Authority is deemed called to order at the start of this Agenda and
adjourned at the conclusion.

VIiI. NON-CONSENT AIRPORT AGENDA

None
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COUNCIL AGENDA

VI COUNCIL MEMBER AGENDA

1. Procedure for filling vacancy in City Council District IV.

RECOMMENDED ACTION:

Initiate the vacancy procedure as set out in the City Code, or temporarily suspend
the ordinance in order to expedite the procedure.

1. Consider motion to temporarily suspend the vacancy rules of procedure
in Section 2.04.040 of the City Code for the purpose of filling the vacancy in
City Council District IV in an expedited manner for a temporary term of office
ending on April 9, 2013, and allowing the remaining unexpired two-year term of
office to be filled by the voters in the April 2, 2013 general election. (Requires
unanimous vote)

Motions to initiate the procedure (Requires 4 votes). | move that:

2. The City Council hereby announces the Notice of VVacancy for the
position of City Council Member for District 1V, because of the resignation of
City Council Member Michael O’Donnell that is effective as of December 31,
2012.

3. Set (date) , 2012, at noon, as the deadline for
candidate petitions to be filed with the City Clerk of the City of Wichita,

4. Designate the District Advisory Board for City Council District Number
IV to conduct a public forum after the above candidate petition deadline to screen
all candidates who file a lawful petition for candidacy and forward to the City
Council in writing the names of the candidates nominated in alphabetical order,
and

5. Set (date) December ___, 2012 for interviews of the candidates by City
Council members;

6. All other procedures for filing for the vacant position and filling the
vacancy will be in accordance with City Code Section 2.04.040, unless otherwise
designated by the City Council.

IX. COUNCIL MEMBER APPOINTMENTS

1. Board Appointments.

RECOMMENDED ACTION:

Adjournment

Approve the Appointments.
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(ATTACHMENT 1 - CONSENT AGENDA ITEMS 1 THROUGH 24)

1. CITY COUNCIL CONSENT AGENDA ITEMS

1. Report of Board of Bids and Contracts dated December 3, 2012.
a. Board of Bids

RECOMMENDED ACTION: Receive and file report; approve Contracts;
authorize necessary signatures.

2. Applications for Licenses to Retail Cereal Malt Beverages:

Renewal 2012 (Consumption on Premises)

Eugene J Vitarelli Sierra Hills Golf Club** 13420 East Pawnee

Renewal 2012 (Consumption off Premises)
Julia Jackowski Casey’s General Store #2965*** 11931 West Central

**General/Restaurant (need 50% or more gross revenue from sale of food.
***Retailer (Grocery stores, convenience stores, etc.)

RECOMMENDED ACTION: Approve licenses subject to Staff review and approval.

3. Preliminary Estimates:
a. Preliminary Estimates.

RECOMMENDED ACTION: Receive and file.

4. Statement of Costs:
a. Statement of Costs.

RECOMMENDED ACTION: Approve and file.

5. Agreements/Contracts:
a. Laboratory Contractual Services for Brooks Landfill.
b. Laboratory Contractual Services.

RECOMMENDED ACTION: Approve Agreements/Contracts; authorize the necessary signatures.

6. Change Orders:
a. Change Order No. 1- 3rd Street Water Main Replacement from Wabash to 1-135. (District I)

b. Change Order No. 5- Hydraulic Improvement, between Harry and Kellogg. (District I)

RECOMMENDED ACTION: Approve the Change Orders and authorize the necessary signatures.

10
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a. Acquisition of an Easement at 2500 North 135th Street West for the 135th Street West Sanitary Sewer
Force Main Project. (District V)

b. Acquisition of Easements in the 2800 Block of North 135th Street West for the 135th Street West
Sanitary Sewer Force Main Project. (District V)

RECOMMENDED ACTION:

Approve budgets and Contracts; authorize necessary signatures.

8. Minutes of Advisory Boards/Commissions

Wichita Historic Preservation, October 8, 2012
Deferred Compensation Board of Trustees, August 16, 2012
Wichita Public Library, October 16, 2012

RECOMMENDED ACTION:

Receive and file.

9. Repair or Removal of Dangerous and Unsafe Structures. (Districts I, 111, and V)

Property Address

a. 2003 North Chautauqua
b. 2935 East Maplewood
c. 4628 East Gilbert

d. 735 West 59th South

RECOMMENDED ACTION:

Council District
I
I
Il
v

Adopt the attached resolutions to schedule public hearings before the City
Council on January 15, 2013 at 09:30 a.m. or as soon as possible thereafter, to
consider condemnation of structures deemed dangerous and unsafe per Kansas
State Statutes and local ordinances.

10. Supplemental Agreement No. 1 for Design Services for Mt. Vernon and Oliver Intersection. (District 111)

RECOMMENDED ACTION:

Approve Supplemental Agreement No. 1 and authorize the necessary signatures.
State/Federal funding administered through the Kansas Department of
Transportation will require standard agreements to be signed throughout the
course of the project. Design needs may require the acquisition and/or granting
of easements, the signing of utility relocation and railroad agreements and/or
compensation for the same, and the signing of required permits and/or
compensation for the same.

11. Acquisition by Eminent Domain of Tracts Required for the Meridian Outfall Project. (District 1V)

RECOMMENDED ACTION:

Adopt and place on first reading the ordinance providing for the acquisition by
eminent domain of certain real property; and directing the City Attorney to file
the appropriate proceedings in the District Court to accomplish such acquisitions.

11
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12.

13.

Authorize Design/Build Project for Floating Stage in WaterWalk. (District I)

RECOMMENDED ACTION: Authorize the solicitation of proposals for the floating stage project in
WaterWalk utilizing the design/build procurement model as outlined in Charter
Ordinance No. 111.

Second Reading Ordinances: (First Read November 20, 2012)
a. List of Second Reading Ordinances.

RECOMMENDED ACTION: Adopt the Ordinances.

11. CONSENT PLANNING AGENDA ITEMS

NOTICE:Public hearing on planning items is conducted by the MAPC under provisions of State law. Adopted policy is that additional hearing on

14.

15.

16.

17.

18.

zoning applications will not be conducted by the City Council unless a statement alleging (1) unfair hearing before the MAPC, or (2)
alleging new facts or evidence has been filed with the City Clerk by 5p.m. on the Wednesday preceding this meeting. The Council will
determine from the written statement whether to return the matter to the MAPC for rehearing.

*Z0N2012-28 and CUP2012-31 City zone change from SF-5 Single-family Residential to LC Limited
Commercial associated with a Commercial CUP, Tyler Pointe DP-329, generally located south of 13th Street
North and east of Tyler, 1220 N. Tyler. (District V)

RECOMMENDED ACTION: Adopt the findings of the MAPC and approve the zone change and the CUP,
subject to the recommended conditions; instruct the Planning Department to
forward the ordinance for first reading when the re-plat is completed (simple
majority required).

*VAC2012-00010 - Request to vacate a portion of a platted street side yard setback; generally located midway
between Douglas Avenue and Kellogg Street, west of Oliver Avenue, on the southeast corner of Dellrose and
Pershing Avenues. (District 1)

RECOMMENDED ACTION: Approve the Vacation Order, and authorize the necessary signatures.

*VAC2012-00012 - Request to vacate a portion of a platted alley right-of-way; generally located between Kansas
Avenue and 1-135 and north of 2nd Street. (District I)

RECOMMENDED ACTION: Approve the Vacation Order, and authorize the necessary signatures.

*VAC2012-00022 - Request to vacate platted setbacks, street, reserve and easements; generally located south of
21st Street North, north of the rails to trails bike path, west of 143rd Street East and south of the Burning Tree and
Rock Hill Streets intersection. (District I1)

RECOMMENDED ACTION: Approve the Vacation Order, and authorize the necessary signatures.

*DED2012-00014 Dedication of Utility Easement for property located on the east side of Webb Road, north of
13th Street North. (District 1)

RECOMMENDED ACTION: Accept the Dedication.

12
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19. *A12-08 - Request by Ritchie Associates, Inc. to annex lands generally located south of 21st Street North and
west of 159th Street East. (District I1)

RECOMMENDED ACTION: Approve the annexation request, place the ordinance on first reading, authorize
the necessary signatures and instruct the City Clerk to publish the ordinance after
approval on second reading.

1. CONSENT HOUSING AGENDA ITEMS

NOTICE:The City Council is meeting as the governing body of the Housing Authority for consideration and action on the items on this Agenda,
pursuant to State law, HUD, and City ordinance. The meeting of the Authority is deemed called to order at the start of this Agenda and
adjourned at the conclusion.

Fern Griffith, Housing Member is also seated with the City Council.

None

11. CONSENT AIRPORT AGENDA ITEMS

NOTICE:The City Council is meeting as the governing body of the Airport Authority for consideration and action on items on this Agenda, pursuant
to State law and City ordinance. The meeting of the Authority is deemed called to order at the start of this Agenda and adjourned at the
conclusion.

20. *Federal Express Corporation - Use of Land Lease - First Amendment - Wichita Mid-Continent Airport.

RECOMMENDED ACTION: Approve the First Amendment and authorize the necessary signatures.

21. *Pavement Rehabilitation - Supplemental Agreement No. 2 - Colonel James Jabara Airport.

RECOMMENDED ACTION: Approve the supplemental agreement and authorize the necessary signatures.

22. *Taxiway "H" Site Development - Wichita Mid-Continent Airport.

RECOMMENDED ACTION: Approve the supplemental agreement and authorize the necessary signatures.

23. *Rockwell Collins, Inc. - Supplemental Agreement No. 6 - Wichita Mid-Continent Airport.

RECOMMENDED ACTION: Approve the Supplemental Agreement No. 6 and authorize the necessary
signatures.

24. *WAA Board of Bids dated December 2, 2012.

RECOMMENDED ACTION: Receive and file report, approve contracts, and authorize the necessary
signatures.

13



Agenda Item No. V-1
City of Wichita
City Council Meeting
December 4, 2012
TO: Mayor and City Council
SUBJECT: Ordinance Changes to Wichita’s Water Ordinance (Title 17 of the City Code)
INITIATED BY: Office of Central Inspection

AGENDA: New Business

Recommendation: Approve first reading of the ordinance amending the City of Wichita’s Water and
Backflow/Cross Contamination Ordinance (Title 17 of the Code of the City of Wichita).

Background: Presently, the City of Wichita is enforcing back flow and cross contamination
requirements out of Title 21.12 of the Plumbing Code of Wichita. Central Inspection and Public Works &
Utilities would like to move Title 21.12 out of the plumbing code and insert it as section 17.10 of
Wichita’s water ordinance. It was determined that this section belongs in Title 17 with the rest of the
requirements for customers that are supplied by Wichita’s potable water system.

Analysis: If approved, the changes that are presented will encompass several clean up amendments that
have been approved by the Office of Central Inspection, Public Works & Utilities and the Plumbing and
Gas Fitters Board. This will also provide the necessary changes for the following titles: “Metropolitan
Area Building & Construction Department” and “Public Works & Utilities Department”. This adoption
change will have little effect on the public or industry and is mainly an update and clarification.

Financial Considerations: There are no costs to the City associated with the adoption of the amended
ordinance. Fees for permits, contractor licenses or certificates will not change.

Legal Considerations: The recommended ordinance revisions have been approved as to legal form by
the Legal Department.

Recommendations/Actions: The Office of Central Inspection recommends that City Council approve
the first reading of the ordinance amending the Water Ordinance (Title 17 of the Code of the City of
Wichita).

Attachment: Delineated Ordinance and Clean Ordinance.

14



First Published in The Wichita Eagle on December 14, 2012

Clean 12/04/2012

ORDINANCE NO. 49-403

AN ORDINANCE AMENDING SECTIONS 17.08.010, 17.08.015, 17.08.017,
17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030, 17.12.040, 17.12.050,
17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100, 17.12.180, 17.12.250,
17.12.260, 17.12.300, 17.12.330, CREATING SECTIONS 17.10.010, 17.10.020,
17.10.030, 17.10.040, 17.10.050, 17.10.060, 17.10.070, 17.10.080, 17.10.090,
17.10.100, 17.10.110, 17.10.120, 17.10.130, 17.10.140, 17.10.150, 17.10.160,
17.10.170, 17.10.180, 17.10.190, 17.12.255 AND REPEALING THE
ORIGINALS OF SECTIONS 17.08.010, 17.08.015, 17.08.016, 17.08.017,
17.08.020, 17.08.030, 17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030,
17.12.040, 17.12.050, 17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100,
17.12.180, 17.12.250, 17.12.260, 17.12.300, 17.12.330 AND CHAPTER 21.12
OF THE CODE OF THE CITY OF WICHITA.

BE IT ORDAINED BY THE GOVERNING BODY OF THE CITY OF WICHITA,
KANSAS:
Section 1. Section 17.08.010 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Definitions. ‘Administrative authority’ for the purpose of this chapter, means
the administrative authority duly appointed to enforce this Code, shall be the Metropolitan Area

Building and Construction Department, and for unsanitary conditions of any plumbing system or

portion thereof, including back-siphonage and cross connection, shall also include the Director of
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Public Works & Utilities. The administrative authority shall make decisions as are necessary to
administer and enforce the code. The administrative authority shall have the authority to refer to
the board of appeals of plumbers and gas fitters any matter relating to the approval of plumbing
material and methods as the same relates to this Code.

‘Apprentice’ means any person who installs, alters, repairs or replaces lawn sprinkler
systems under the direct on-job-site supervision of either a journeyman or master lawn sprinkler
installer. An apprentice may repair or replace sprinkler heads only downstream of the backflow
device.

‘Certified installer/tester’ for the purpose of this chapter, means any individual who has
been duly qualified by the Director of Public Works & Utilities to install, alter, repair, replace
and test approved backflow prevention devices.

‘Contractor’ for the purpose of this chapter means any individual who has been duly
qualified by the Metropolitan Area Building and Construction Department to engage in or work
at the trade of installing lawn sprinkler systems. A master and/or journeyman plumber is deemed
to be a certified lawn sprinkler installer by definition.

‘Director of Public Works & Utilities” means the Director of Wichita Public Works &
Utilities, or the director's authorized representative.

‘Excavation’ for the purpose of this chapter means any opening in the surface of a public
property made in any manner whatsoever.

‘Journeyman lawn sprinkler installer’ means any individual or person who has been
approved by the Metropolitan Area Building and Construction Department showing him or her

to be qualified to install, alter, repair or replace any lawn sprinkler system for a qualified master
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lawn sprinkler installer. He or she shall have a current certificate showing him/her to be so
qualified.

‘Master lawn sprinkler installer’ means a person who has been approved by the
Metropolitan Area Building and Construction Department_showing him/her to be qualified to
engage in the business of installing, altering, servicing, repairing, winterizing or replacing lawn
sprinkler systems. He or she shall have a current certificate showing him/her to be so qualified.

‘Public property’ for the purpose of this chapter means portion of street right-of-way
which is not intended for use by the traveling public for the passage of vehicles; and in areas
which have been platted, that area which is indicated to the public for public purposes.

‘Testable backflow preventers’ are approved, pressure vacuum breakers, spill - resistant
vacuum breakers, double check valve assemblies and reduced pressure principle type assemblies.

This chapter shall apply to the installation of lawn sprinkler systems or devices which are
installed in a permanent manner and connected to the public water supply.”

SECTION 2.  Section 17.08.015 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Liability, certificates, examinations, cancellations, licenses and permits.

(@) It is unlawful for any person to engage in the business or work at the trade of installing lawn
sprinkler systems in the city unless and until a contractor's license and/or certificate has been
obtained therefore.

(b) Each individual shall make application to the Metropolitan Area Building and Construction
Department and shall at such time and place as directed be subject to an examination as to his or
her qualifications, and if satisfied as to the competency of the applicant shall thereupon direct

that said certificate be issued to the applicant. Examinations may be made in whole or in part in
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writing, but sufficiently broad to test the qualifications of the applicant. In order to qualify to sit
for the journeyman examination one shall have a minimum of two years documented practical
experience of working at the trade of installing, altering, repairing or replacing lawn sprinkler
systems for a qualified master lawn sprinkler installer. In order to qualify to sit for the masters
examination one shall have a minimum of two years documented practical experience of
working at the trade of installing, altering, repairing or replacing lawn sprinkler systems as a
journeyman lawn sprinkler installer. The fee for each examination and original certificate of a
lawn sprinkler installer shall be established by the Director of the Metropolitan Area Building
and Construction Department to cover the administrative costs of issuing such certificates.

All certificates shall be renewed annually upon payment of a fee established by the Director of
the Metropolitan Area Building and Construction Department to cover the administrative costs of
issuing such certificates. All such certificates shall expire on the thirty-first day of December of
each year, and no reduction shall be made for part of the year being elapsed. All holders of
certificates not renewed by March 1st after their expiration shall be subject to reexamination
and/or board appearance prior to re-issuance of a certificate.

(c) Any person engaging or desiring to engage in the business of installing lawn sprinkler
systems, before obtaining any permit or transacting business, shall procure a license therefore
from the Director of the Metropolitan Area Building and Construction Department and a
backflow certification registration card from the Director of Public Works & Utilities, which
license and registration card shall expire on the thirty-first day of December of the year in which
it was so issued. Any such person holding a current master lawn sprinkler installer's certificate
shall be entitled to only one lawn sprinkler license unless otherwise authorized by the board of

appeals of plumbers and gas fitters, and each such business shall obtain a license. No license
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shall be transferred from one person to another. Permits shall be obtained for such work as
required in this code and Article 3 of the Sedgwick County Code, and the same shall be issued to
the person who possesses the lawn sprinkler license.

1. A lawn sprinkler license may be issued to any firm, association, limited liability company,
eepartnership or corporation of which at least one active member or officer who devotes fulltime
to that firm, association, limited liability company, copartnership or corporation has a master
lawn sprinkler installer's certificate. The fee for such license shall be one hundred dollars. Each
license shall be renewed annually by December 31st.

(d) The board of appeals of plumbers and gas fitters is authorized to cancel and recall the
certificate of any lawn sprinkler installer, and the license of any sprinkler contractor for any of
the following reasons:

1.  Abandonment of any contract without legal cause;

2. Division of funds or property received for performance or completion of a specific
contract, or for a specified purpose in performance or completion of any other contract,
obligation or purpose, or the failure, neglect or refusal to use such funds or property for the
performance or completion of such contract;

3. The committing of any act in violation of any provisions of this Code or Article 3 of the
Sedgwick County Code or the failure or refusal to comply with any lawful order of the
administrative authority;

4, Misrepresentation of a material fact by the applicant in obtaining a license;

5. The failure of any such lawn sprinkler installer or lawn sprinkler contractor to fully
satisfy all claims for labor and materials used in the performance of any work for which he has

been engaged and for which he has been paid;
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6. Use of license to obtain permits for another;

7. Carelessness or negligence in providing reasonable safety measures for the protection of
workmen and the public;

8. Failure to obtain permits;

9. Unreasonable delay in the performance and carrying out of any contract.

(e) It is unlawful for any person to install or cause to be installed any connection to the
public water supply and/or any testable backflow prevention device in a building or premises
without first obtaining a permit from the administrative authority to do such work. Licensed lawn
sprinkler contractors are the only persons to obtain such permits; provided, that the owner-
occupant of a single-family dwelling may obtain such permits to install, replace, repair or
maintain the existing lawn sprinkler system in such single-family dwelling occupied by him, so
long as such owner-occupant performs all such work and that the work so performed is in
accordance with this Code or Article 3 of the Sedgwick County Code as verified by an inspection
request by such owner-occupant and performed by the administrative authority. Testing of
backflow devices installed and registration of same shall be the responsibility of the owner of the
device installed in accordance with this code.

Owner-occupants applying for permits for installation as outlined above shall first qualify
themselves by successfully passing a simplified open book examination dealing with relevant
provisions of this title. The fee for said examination shall be established by the Director of the
Metropolitan Area Building and Construction Department to cover the administrative costs for
administering such examination. Such owner-occupants shall be required to have necessary
testable backflow prevention device(s) installed by a duly certified installer/tester as required by

the current codes of the city.
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Prior to permit approval, the owner-occupant shall also submit a plan of the installation drawn
in a format acceptable to and drawn in sufficient detail as to satisfy the Director of the
Metropolitan Area Building and Construction Department of the overall code compliance of the
anticipated installation. The fee for such plan review shall be established by the Director of the
Metropolitan Area Building and Construction Department to cover the administrative costs of
said plan review.

Plans submissions requiring extensive revision and/or modification shall be billed at the rate
established by the Director of the Metropolitan Area Building and Construction Department for
each additional half-hour or portion thereof beyond the original half-hour upon notification of
the owner-occupant of such additional charges.

Permits for owner-occupant installations shall be limited to one in three years to each owner-
occupant unless a waiver is obtained, upon written application, from the Metropolitan Area
Building and Construction Department.

Minor street privilege permits shall be obtained from the Director of Public Works & Utilities-
Engineering prior to performing any excavation and installation work on public property, said
permit to be obtained in accordance with the terms of Chapters 10.20 and 10.08 of the Code of
the City of Wichita, Kansas.

1. A separate permit shall be obtained for each connection to public water supply or for any
additional work other than authorized in the permit.

2. No licensed contractor shall allow any person to do or cause to be done any work under a
permit secured by the permittee except persons in his/her employ.”

SECTION 3. Section 17.08.017 of the Code of the City of Wichita, Kansas, is hereby

amended to read as follows:
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“Truth in advertising requirements. Any person, firm, association, limited liability
company or corporation required by this title to obtain a lawn sprinkler system contractor's
license shall be subject to the following:

@ It is unlawful for any such person, firm, association, limited liability company or
corporation to advertise as a lawn sprinkler system contractor unless, at the time such
advertisement occurs, such person, firm or corporation has a then valid lawn sprinkler system
contractor's license issued under the provisions of this chapter;

(b) Any advertisement by such person, firm, association, limited liability company or
corporation as a lawn sprinkler system contractor which is placed or published in any publication
or other print medium circulated, displayed or distributed within the city limits or which is
broadcast by radio or television or any other means to persons within the city limits shall include
the full name of the licensed person, firm, association, limited liability company or corporation
and the license number assigned by the Metropolitan Area Building and Construction
Department to such person, firm, association, limited liability company or corporation.

(c) As used in this section, the words "advertised” or "advertisement™ shall include, but
not be limited to, a business card, contract bid proposal form, printed letterhead, any other
printed or written material designed to inform persons of the services offered by the advertising
person, firm or corporation and to solicit business from such persons, or any broadcast statement
designed to inform persons of the services offered by the advertising person, firm, association,
limited liability company or corporation and to solicit business from such persons. Such words
are intended to include telephone directory display ads but not basic white and yellow page

listings.”
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SECTION 4. Section 17.08.040 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
"Location, maintenance and installation of lines and heads.

(@  Sprinkler heads shall be located and maintained in the manner provided for in Section
17.10 of the code of the city of Wichita and Article 3 of the Sedgwick County Code so as not to
spray over any public sidewalk or street pavement, and further, so not in any manner to
constitute a nuisance or hazard to the public. Any sprinkler system or any part thereof, located in
or on a public right-of-way, shall be removed therefrom at the owner's expense, upon notice from
the city.

(b) Installation. All water piping shall be adequately supported to the satisfaction of the
administrative authority. Burred ends shall be reamed to the full bore of the pipe. Changes in
direction shall be made by the appropriate use of fittings, except that changes in direction in
copper, PE (3406) and polybutylene tubing may be made with bends having a radius of not less
than six diameters of the tubing, providing that such bends are made by the use of forming
equipment which does not deform or create a loss in cross-sectional area of the tubing. The
depth of the water service line shall be at least thirty-six inches below finished grade, and shall
be inspected before being covered. Such service shall not be less than five feet from any tree on
public property. The water service pipe shall be laid in a ditch separate from other underground
pipes or conduits. There shall be not less than eighteen inches of solid undisturbed earth between
water service pipes and other underground pipes and conduits. All piping, equipment
appurtenances, and devices shall be installed in a workmanlike manner in conformity with the

provisions and intent of the code.
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Water pipe and fittings shall be of brass, copper, cast iron, galvanized steel, asbestos-cement,
PE(3406), PVC (sch. 40), or polybutylene manufactured to recognized standards for use outside
a building. All materials used in the water supply system, except valves and similar devices, shall
be of a like material except where otherwise approved by the administrative authority. The
connection of galvanized steel piping to a copper water meter setter is prohibited.

(c) Backflow prevention devices, control valves, and other appurtenances and their
enclosures, with the exception of points of connection to domestic water supply lines and the
manual shutoff valve, shall not be installed in the public right-of-way without prior approval of
the Director of Public Works & Utilities or his/her designee.”

SECTION 5.  Section 17.08.050 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Backflow prevention. No person shall install any water-operated equipment or
mechanism, or use any water treating chemical or substance if it is found that such equipment,
mechanism or substance may cause pollution of the domestic water supply. Such equipment or
mechanism may be permitted only when equipped with an approved backflow prevention device.
Said backflow prevention device shall be installed by a certified installer/tester. All backflow
and/or cross-connections shall be eliminated and/or protected by means of an airgap or backflow
preventer as determined and required by the Director of Public Works & Utilities. Such airgaps
or backflow preventers shall be of such arrangement, location and design as determined by and
subject to approval of the Director of Public Works & Utilities and Table 4 in Chapter 17.10 of
the code of the City of Wichita. If any backflow and/or cross-connection is not adequately
protected, the Director of Public Works & Utilities shall discontinue such water service. Water

service may be reinstated upon determination that the hazard has been eliminated or adequately

-10 -
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protected. The Director of Public Works & Utilities may supplement this Code with guidelines to
provide information for typical backflow prevention and/or cross-connection control and
acceptable methods of eliminating and/or protecting such connections which are in accordance
with the intent and requirements of Section 17.10 and Article 3 of the Sedgwick County Code.
Lawn sprinkler systems shall be equipped with an approved backflow prevention device.
Pressure type vacuum breakers shall be installed at least twelve inches above the highest

sprinkler head and all downstream piping.

SECTION 6.  Section 17.08.060 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Violation--Penalty. Any person, firm, association, limited liability company,
partnership, or corporation violating any provision of this chapter or any part thereof, shall be
deemed guilty of a misdemeanor and, upon conviction thereof, shall be punished by a fine of not
to exceed five hundred dollars, or by imprisonment not to exceed thirty days, or by both such
fine and imprisonment.”

SECTION 7.  Section 17.10.010 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

"Definitions.  In addition to those terms defined in the Chapter 17.08 of the code
of the City of Wichita as adopted in this Code, for the purpose of this chapter, the following
terms shall be defined to mean:

‘Air gap’ means a physical separation between a supply and the flood level rim of the receptor,

of at least twice the supply outlet diameter, but never less than one inch.
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‘Backflow’ means the unwanted reverse flow of water, other liquids, gases, mixtures or other
substances into the distributing pipes of a potable water supply from any source or sources. For
specific conditions of backflow, see ‘back-siphonage’ and ‘back-pressure.’

‘Backflow preventer, reduced pressure principle type’ means an assembly of two internally
loaded, specially designed, and independently operated check valves including an intermediate
relief valve specially designed to maintain a zone of reduced pressure between these check
valves, with an automatically open spillage port to the atmosphere. This assembly is also
incomplete without tightly closing, resilient seating shutoff valves immediately upstream and
downstream of the device (i.e.; ball valve shutoffs, resilient wedge gate or butterfly valves).
‘Back-pressure’ means pressure in a plumbing system higher than the supply pressure which
causes a reversal of flow. (Example- pumps, thermal expansion from boilers.)

‘Back-siphonage’ means a backflow resulting from negative or sub-atmospheric pressures in the
distributing pipes of a potable water supply.

‘Barometric loop’ means a loop of pipe rising at least thirty-four feet, at its topmost point, above
the highest fixture it supplies.

‘Board’ means the board of appeals of plumbers and gas fitters of the City of Wichita &
Sedgwick County.

‘Certified installer/tester,” for the purpose of this chapter, means any individual who has been
duly certified by the Director of Public Works & Utilities to install, alter, repair, replace and test
approved testable backflow prevention devices.

‘Contaminant’ means any substance that, upon entering a potable water supply, would render it a

danger to life and health, as determined by the Director of Public Works & Utilities.
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‘Cross-connection’” means any physical connection or arrangement between two otherwise
separate piping systems, one of which contains potable water, and the other, water of unknown
or questionable safety, or steam, gases or chemicals, whereby there may be a flow from one
system to the other. (Note: No physical cross-connection shall be permitted between public and
private water distribution systems without prior approval of the board, approval of the director of
water utilities and protection by an approved backflow prevention device.)

‘Director of Public Works & Utilities’ means the Director of Public Works & Utilities
department or the director's authorized representative.

‘Double check valve assembly’ means a device consisting of two independently acting,
internally loaded soft seated check valves with resilient seated, positive shutoff valves (ball
valve, resilient wedge gate or butterfly valves) on both upstream and downstream ends, and
properly located test ports.

‘Free water surface’ means a water surface that is at atmospheric pressure.

‘Plumbing’ means the practice, materials and fixtures used in the installation, maintenance,
extension and alteration of all piping fixtures, appliances and appurtenances in connection with
any of the following: sanitary drainage, venting system, storm drainage facilities, and the on-site
water supply systems, within or beyond the supply point to any building, structure or
conveyance; also, the practice and materials used in the installation, maintenance, extension, or
alteration of storm water, liquid waste or sewage, and water supply systems of any premises to
their connection with any point of public disposal or other acceptable terminal.

‘Pollutant” means any foreign substance (organic, inorganic, radiological or biological) in water
that tends to degrade its quality, but does not constitute a health hazard, as determined by the

Director of Public Works & Utilities.
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‘Pressure vacuum breaker’ means a device consisting of both upstream and downstream resilient
seated shutoff valves, and at least one tight-seating check valve with an air inlet to atmosphere.
The valve member opening to atmosphere shall be gravity or spring loaded to open under
backsiphonage conditions.
‘Spill-resistant vacuum breaker’ means a device consisting of both upstream and downstream
resilient seated shutoff valves, and at least one tight-seating check valve with an air inlet
atmosphere. The valve member opening to atmosphere shall be gravity or spring loaded to open
under backsiphonage conditions.
‘Testable backflow preventers’ are approved, pressure vacuum breakers, spill resistant vacuum
breakers, double check valve assemblies, and reduced pressure principle type assemblies.
“Vacuum’ means any absolute pressure less than that exerted by the atmosphere.
“Vacuum breaker’ means a device that permits air into a water supply distribution line to prevent
back-siphonage.”

SECTION 8.  Section 17.10.020 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“General requirements. The potable water supply system of the City of

Wichita and the potable water system of private users shall be designed, installed and maintained
to best prevent contamination or pollution by non-potable liquids, solids or gases from being
introduced into the potable water supply through cross-connections or any other piping
connections to the system. Any water being directly provided by Wichita water utilities will fall
under the rules and regulations of the cross-connection program. All public or private users
being supplied city water directly shall conform to standards set by the City of Wichita.”

SECTION 9.  Section 17.10.030 of the Code of the City of Wichita, Kansas, is hereby

-14 -
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created to read as follows:

“Prohibited connections of fixtures and equipment. Connection to the potable
water supply system for the following is prohibited unless protected against backflow:
(1) Bidets;
(2) Operating, dissection, embalming and mortuary tables or similar equipment. In such
installation the hose connected to the public water supply shall terminate at least twelve inches
away from every point of the table or attachments;
(3) Pumps for non-potable water, chemicals or other substances. Priming connections shall be
made through an air gap or an approved reduced pressure principle assembly;
(4) Building drainage, sewer or vent systems;
(5) Commercial buildings or industrial plants using a contaminating or polluting s substance,

(6) Any other fixture of similar hazard.”

SECTION 10. Section 17.10.040 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:
"Refrigerating unit condensers and cooling jackets.

1) That except when potable water provided for a refrigerator condenser or
cooling jacket is entirely outside the piping or tank containing a toxic refrigerant, the inlet
connection shall be provided with an approved high hazard backflow preventer. Heat exchangers
used to heat water for potable purposes shall be of the double wall type.

(@) Where a commercial ice machine, which has a refrigerant volume not to
exceed two pounds and is water-cooled, a dual check valve with intermediate atmospheric vent

may be used as isolation protection of the potable water line. Devices, in excess of the two-
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pound limit, shall require a reduced pressure principal assembly (RP) backflow prevention
device or air gap to protect the potable water.”
SECTION 11.  Section 17.10.050 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:

“Approval of devices. Before any device for the prevention of backflow or
back-siphonage is installed, it shall have first been certified by a recognized testing laboratory
acceptable to the board. Devices installed in a building potable water supply distribution system
for protection against backflow shall be maintained in good working condition by the person
responsible for the maintenance of the system. The Director of Public Works & Utilities or his
designated representative shall inspect such devices and if found defective or inoperative shall
require the repair or replacement thereof. Upon installation of a reduced pressure principle
assembly, double check valve assembly or pressure vacuum breaker, the installer shall inform
the Director of Public Works & Utilities department. The Director of Public Works & Utilities
or his/her designated representative will then register the device for scheduled testing.”

SECTION 12. Section 17.10.060 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:
“Installation of devices. Devices for the prevention of backflow shall be installed as
follows:

(1) Vacuum Breakers. Atmospheric vacuum breakers (AVB) shall be installed with
the critical level at least six inches above all downstream piping and the flood level rim of the
fixture they serve and on the discharge side of the last control valve to the fixture. No shutoff
valve or automatic control valves shall be installed in downstream piping after an atmospheric

vacuum breaker.
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Pressure vacuum breakers and spill-resistant vacuum breakers shall be installed with the
critical level at least twelve inches above all downstream piping and the flood level rim but may
have control valves downstream of the vacuum breaker. Pressure vacuum breakers should only
be installed in locations where adequate drainage is provided and property damage as a result of
spillage can be avoided. Spill-resistant vacuum breakers shall be installed with the critical level
at least twelve inches above all downstream piping and the flood level rim, but may have
control valves downstream of the vacuum breaker. Spill-resistant vacuum breakers should be
installed in locations where adequate drainage is provided and property damage as a result of
spillage can be minimized.

(2) Reduced Pressure Principle Backflow Preventer. A reduced pressure principle
type backflow preventer may be installed subject to full static pressure at least twelve inches
above grade and no more than 60 inches above grade unless an approved permanent platform or
dedicated access device is provided as approved by the Director of Public Works & Utilities.

(3) Devices for Domestic Service. Backflow and back-siphonage preventing devices
shall be accessibly located preferably in the same room with the fixture they serve. Installation
in the utility or service spaces, provided they are readily accessible, is also permitted. No
installation shall be made in pits or any other location not properly drained, unless approved by
the Director of Public Works & Utilities.”

SECTION 13. Section 17.10.070 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:
“Protective devices required.
(1) Installation.  Approved devices to protect against backflow back-siphonage

shall be installed at all fixtures and equipment where backflow or back-siphonage may occur
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and where a minimum air gap cannot be provided between the water outlet to the fixture or
equipment and its flood-level rim.

(2)  Connections not Subject to Backpressure. Where a water connection is not
subject to backpressure, an atmospheric vacuum breaker shall be installed on the discharge side
of the last valve on the line serving the fixture or equipment. A list of some conditions
requiring protective devices of this kind is given in Table 1, Cross-Connections Where
Protective Devices Are Required and Critical Level (C-L) Settings for Atmospheric Vacuum
Breakers.

Table 1

CROSS-CONNECTIONS WHERE PROTECTIVE DEVICES ARE
REQUIRED AND

CRITICAL LEVEL (C-L) SETTINGS FOR ATMOSPHERIC VACUUM
BREAKERS

Fixture or Equipment Method of Installation

. . C-L at least 6 inches above flood level of receptacle served.
Aspirators and ejectors

On models without built-in vacuum breakers--C-L at least 6

Dental units inches above flood level rim of bowl.

C-L at least 6 inches above flood level of machines. Install

Dishwashing machines on both hot and cold water supply line.

C-L at least 6 inches above flood level of machine. Install
Garbage can cleaning on both hot and cold water supply lines.
machines

Fixture or Equipment (cont’d) | Method of Installation (Cont’d)

Hose outlets C-L at least 6 inches above highest point on hose line.

C-L at least 6 inches above flood level of machine. Install

Laundry machines on both hot and cold water supply lines.

-18 -
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Steam tables

C-L at least 6 inches above flood level.

Tanks and vats

C-L at least 6 inches above flood level rim or line.

Trough urinals

C-L at least 30 inches above perforated flush pipe.

Fixture urinals

C-L at least 6 inches above top of urinal fixture.

Flush tanks

Equip with Approved Anti - Siphon Ball Cock, installed
according to manufacturer's instructions.

Hose bibs

C-L at least 6 inches above flood level of receptacle served.

Critical level (C-L) is defined as

the level to which the vacuum breaker may be submerged

before backflow will occur. Where C-L is not shown on the preventer, the bottom of the

device shall be taken as the C-L.

(3) Connections

to a line, fixture, tank, vat, pump or other equipment with a hazard of backpressure or
backsiphonage, and an air gap cannot be installed, the Director of Public Works & Utilities may

require the use of an approved reduced pressure principle backflow preventer assembly or

Subject to Backflow. Where a potable water connection is made

double check valve assembly. A partial list of such connections is shown in Table 2.

Table 2
PARTIAL LIST OF CROSS-CONNECTIONS WHICH MAY BE SUBJECT TO BACKFLOW
TABLE INSET:
Chemical lines Pumps
Dock water outlets Steam lines

Individual water supplies

Swimming pools

Chemical lines (Cont’d)

Pumps (Cont’d)

Industrial process water lines

Tanks and vats--bottom inlets

Pressure tanks

Hose bibbs

The following is a partial list but not limited to those facilities where backflow protection will be

required at the service connection as well as within the building, due to extreme hazard, to both

the public and private piping system:
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1. Hospitals--RP

2. Funeral homes, morgues and mortuaries--RP

3. Medical and dental clinics*--RP

4. Industrial, medical and institutional laboratories--RP

5. Plating and chemical plants--RP

6. Metal manufacturing, cleaning and fabricating--RP

7. Oil and gas production, storage and transmission facilities--RP
8. Breweries and beverage bottling plants--RP

9. Radioactive materials plants—Air Gap

10. Aircraft plants--RP

11. Plastic injection and molding plants--RP

12. Multi-storied buildings with booster pump--DC

13. Fire Systems:

Contamination hazard—RP

Pollution hazard —DC

14. Car wash facilities--RP

15. Restricted, classified or other closed facilities--RP

16. Facilities in which the piping system cannot be traced--RP

* Dental Clinics may submit to professional review approved by the Director of Public Works & Utilities
for exception to this requirement if facilities convert to modern dry connections for x-ray, suction, and
dental chair applications provided that a professional compliance review shall be completed annually at
standard inspection rates.

Note: RP = Reduced pressure backflow assembly

DC = Double check valve assembly
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4) Air gap requirements are contained in Table 3.

Table 3

AIR GAP REQUIREMENTS

Fixture

When not
Affected by Near
Wall (a), (inches)

When Affected
by Near Wall (b),
(inches)

Lavatories and other fixtures with effective opening

not greater than 1/2 inch diameter. ! 1172
Sink, laundry trays, gooseneck back, faucets and

other fixtures with effective openings not greater 11/2 2172
than 3/4 inch diameter.

Over rim bath fillers and other fixtures with 9 3
effective openings not greater than 1 inch.

Drinking water fountains, single orifice not greater

than 7/16 inch diameter or multiple orifices having 1 11/2

total area of 0.150 square inches (area of circle 7/16
inch diameter).

Effective openings greater than one inch.

2 x diameter of
effective opening

3 x diameter of
effective
opening

a. Side walls, ribs or similar obstructions do not affect air gaps when spaced
from inside edge of spout opening a distance greater than three times the diameter of the

effective opening for a single wall, or a distance greater than four times the diameter of the

effective opening for two intersection walls.

b. Vertical walls, ribs or similar obstructions extending from the water surface to or above the
horizontal plane of the spout opening require a greater air gap when spaced closer to the nearest
inside edge of spout opening than specified in Note (a) above. In the case of three or more such
vertical walls or ribs, the air gap shall be measured from the top of the wall.

(5) Backflow prevention devices which are acceptable for the prevention of cross-connection

hazards are contained in Table 4.
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Table 4

BACKFLOW PREVENTION DEVICES ACCEPTABLE FOR THE
PREVENTION OF CROSS-CONNECTION HAZARDS

Potential Type of Cross Connection Degree of ACCEPTABLE PROTECTION
Hazard
High Low AIR Reduced Double Atmospheric Pressure/Spill
GAP Pressure Check Vacuum Resistant
Zone Valve Breaker Vacuum Breaker
Direct Water Connections Subject to Back
Pressure
1. Tanks and lines:
a. Sewage and lethal substances X X X®
b. Toxic substances ) X X X®
¢. Non-toxic substance @ X X X X
d. Water connection to boiler X X X
Not Subject to Back Pressure
(Back siphonage only)
1. Water connected to receptacles X X X® X® X@
containing toxic substances
X X X X X X
2. Water connected to receptacles
containing non-toxic substances @
3. Water connected to open tanks X X X X X
used for non-potable purposes
4. Lawn sprinkler systems X X X X
5. Coils or jackets used as heat
exchangers in compressors,
degreasers or other equipment:
a. For waste lines X X X
b. For toxic substances ¢ X X X X @ X®
c. For non-toxic substances @ X X X X X
6. Flush valve toilets & urinals X X X
7. Tank toilet and urinal tanks X X X
8. Valved outlets or fixtures with
hose attachments which may
constitute a cross-connection:
a. Toxic substances @ X X X X*
b. Non-toxic substances @ X X X X* X

*Non-removable Type.

Footnotes to Table 4

1) Toxic Substance: Materials containing contaminants.
) Non-toxic Substance: Materials containing pollutants.
?3) Subject to prior approval.
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SECTION 14. Section 17.10.080 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:
“Barometric Loop. Water connections where an actual or potential back-siphonage
hazard exists may in lieu of devices specified in Section 17.10.060 be provided with a barometric
loop. Barometric loops shall precede the point of connection. There shall be no source of

backpressure on a barometric loop.”

SECTION 15. Section 17.10.090 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Double check valves.  The Director of Public Works & Utilities may authorize
installation of approved double check valve assemblies with test cocks as protective devices
against backflow in connections between a potable water system and other fluid systems which
present no significant health hazard in the judgment of the Director of Public Works &
Utilities.”

SECTION 16. Section 17.10.100 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Other Devices. No other devices may be used for the prevention of backflow or

backsiphonage unless approved by the board, as being in their judgment equally effective.

SECTION 17. Section 17.10.110 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Maintenance requirements, general. It shall be the responsibility of building and
premise owners to maintain all backflow preventers and vacuum breakers within the building or
on the premises in good working order and to make no piping or other arrangements for the
purpose of bypassing or removing backflow devices.
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SECTION 18. Section 17.10.120 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:

“Testing of backflow devices. The City of Wichita and the Metropolitan
Area building and Construction Department shall verify proper installation of backflow
prevention devices, and refer them to the Director of Public Works & Utilities for registration.
Program costs will be recovered from the device owner in accordance with a fee schedule
established by the Director Public Works & Utilities. Testing intervals shall not exceed one (1)
year beginning with testing on the date of installation, and overhaul (rebuild) intervals shall not
exceed five (5) years. The testing procedures shall be in accordance with the manufacturer's
instructions and nationally accepted practices. Testing and repair of the backflow devices will be
done by certified installer/testers that meet the requirements set up by the board. Maintenance
workers, trained and certified as installers/testers can service backflow preventers in their place
of employment. All installer/testers shall have completed a course approved by the board and be
registered by the Wichita Public Works & Utilities department. Certified installer/testers shall be
tested and recertified every three years. Recertification tests shall be to the latest accepted
practice methods. Administrative costs will be assessed to the installer/tester applicant in
accordance with a fee schedule established by the Director of Public Works & Utilities through
issuance of a Public Works & Utilities department registration card. All installer/tester
registration cards shall be renewed annually upon payment of a fee established by the Director of
Public Works & Utilities. All such registration cards shall expire on the 31st of December of

each year, and no reduction shall be made for part of the year being elapsed.”
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SECTION 19. Section 17.10.130 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Testing devices, approval. All testing devices shall be approved by the
Director of Public Works & Utilities, and shall be compared for accuracy at least once per year

and recalibrated every three years.”
SECTION 20. Section 17.10.140 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Cessation of water delivery to avoid contamination. The Director of Public Works
& Utilities may refuse to deliver water through pipes and mains to any premises where a
condition exists which might lead to the contamination of the public water supply system and
may continue to refuse the delivery of water to the premises until the condition is remedied.”

SECTION 21. Section 17.10.150 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Hazard to potable water supply. If the Director of Public Works & Utilities
determines that the condition of the plumbing constitutes an extreme hazard to the potable
water supply, the director shall notify the owner of the premises of the hazardous conditions.
Immediate action, within twenty-four hours, to correct that condition shall be taken or water
service will be shut off until that condition no longer exists. In the event of any addition, repair,
replacement, or alteration, other than routine maintenance, the entire system shall be brought
into compliance with provisions of this chapter.”

SECTION 22. Section 17.10.160 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:
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“Automatic fire suppression systems. All new installations of automatic fire
suppression systems of thirty heads or more, or having a fire department connection, other than
dry systems, shall be protected from backflow with an approved double check valve assembly.
Any portion of a fire suppression system into which toxic chemicals of any type (corrosion, anti-
bacterial, etc.) are added, shall be individually protected with an approved reduced pressure
principle assembly in addition to proper fire service line protection. All piping upstream of the
backflow preventer or unprotected fire suppression system shall be of material approved for
contact with potable water.”

SECTION 23. Section 17.10.170 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Existing Fire Suppression Systems. All existing fire suppression systems shall
be retro-fitted by licensed fire protection systems contractors within five (5) years of the passage
of this ordinance to meet the requirements provided herein. Flow rates shall be recalculated to
ensure compliance with Wichita Fire Department requirements if the backflow device is of
smaller line size than the underground supply.”

SECTION 24. Section 17.10.180 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Construction Water Services. All temporary water services for projects
under construction shall be protected from backflow. Services for two or less story buildings
may be protected with an approved double check valve assembly. Buildings of three or more
stories shall have an approved reduced pressure principle backflow preventer installed on the
construction water service.”

SECTION 25. Section 17.10.190 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:
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“Penalty. Any corporation, railway, common carrier, company or individual
violating any of the provisions of this chapter is guilty of a misdemeanor, and upon conviction,
shall be punished by a fine not to exceed Five Hundred Dollars ($500.00) or by imprisonment of
not more than six (6) months, or by both such fine and imprisonment. Each day any violation
hereof is found to exist or continues to exist shall be a separate offense and punishable as such

hereunder.

SECTION 26. Section 17.12.010 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

"Definitions.  Unless the context specifically indicates otherwise, the following
terms shall, for the purpose of this chapter, have the meanings indicated in this section:

@) ‘Customer’ means a person, firm, corporation, or governmental unit furnished
water by the department.

(b) ‘Customer’s service line” means a supply pipe installed, maintained and owned
by the customer extending from the meter setting to the premises served.

(© ‘Department service line’ means a pipe with appurtenances connected to a water
main for the purpose of controlling the flow of water and extending from the water main to the
inlet side of the meter yoke.

(d) ‘Master meter’ means one meter measuring the water furnished to serve two or
more premises.

(e) ‘Meter’ means a mechanical device which measures and records the quantity of
water furnished to a customer.

()] ‘Meter setting” means a box, vault or tile, with covering, containing a meter,

meter yoke and connecting appurtenances.
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(9) ‘Pigtail’ means that portion of the meter service connection extending from the
meter setter out from the meter vault for the purpose of connection to private consumer
plumbing.

() ‘Premises’ means an inhabited building or buildings on a tract of land.

M ‘Special Acquisition Service Area’ means any area whereby the Water Utility
acquires the right to provide water and/or sanitary sewer services by purchase, release, or any
other mean and in which the City or Water Utility pays compensation to another governmental,
quasi-governmental, or private entity for such service area directly or indirectly through reduced
rates or in-kind services.

()] ‘Special Acquisition Service Area Fees’ means the fees assessed to property
owners or customers in a Special Acquisition Service Area in order for the City or Water Utility
to recover all or part of the costs of acquiring the right to provide water and/or sanitary sewer
services to the area.

(k)  “Special service’ means any water service that involves the installation of
facilities and equipment other than designated as standard service in subsection (i) of this
section or which involves a use of water other than for normal residential, commercial or
industrial purposes.

() ‘Standard service’ means facilities normally installed for residential, commercial
or industrial usage not requiring special or unusual methods of installation, construction and
engineering.

(m)  “Water utilities’ (hereinafter called department) means an administrative unit
consisting of city personnel headed by the Director of Public Works & Utilities designated by

the city manager to conduct all operations in connection with the supplying and furnishing of
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water, and sewer service by the city to customers in the city and environs pursuant to the
provisions of this chapter.

(n) ‘Water main’ means a water pipe owned by the city, located in public right-of-
way or utility easement, to which department service lines may be connected.

(0) ‘Water service connection means that portion of the consumer plumbing where
connection is made to the public utility meter box connection for the purpose of supplying water
to the consumer’s premises.”

SECTION 27. Section 17.12.030 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Form and contents of application for water service. Applications for
water service shall be made at the office of the water department by or on behalf of the
customer requesting water and water service. The application shall be in such form as shall be
prescribed by the department. Every customer using water from the waterworks system shall
be deemed to have consented and agreed to the terms and provisions of this chapter and all
reasonable rules and regulations as shall be promulgated by the Director of Public Works &
Utilities in implementation of this chapter. In all instances where the Director of Public Works
& Utilities shall deem it necessary, customers shall make a deposit of monies with the
department as security for service to be furnished that customer.”

SECTION 28. Section 17.12.040 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Requirements of applicants for new service. If an application is for water

service to premises not previously served, the following requirements shall be met:
@ Meter Settings and Service Lines in Areas Served by Existing Water Mains. In

areas where water mains exist adjacent to property to be served, the applicant, upon submission
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of information to the department as to the location and nature of the premises, will be provided
with information as to the proposed location of the meter setting. If the customer's service line
has been installed prior to the application for service, it shall be the applicant's responsibility to
clearly mark the location thereof. The department shall have sole jurisdiction, however, to
determine the location of the department service line, and the feasibility of a connection to the
customer's service line. It shall be the applicant's responsibility at his/her own expense to run
his/her service line from the premises being served to the meter setting at or near the curb line.
The department service line meter setting and meter shall be placed within public right-of-way or
such other locations as determined by the Director of Public Works & Utilities, and will be
installed and maintained by the department and kept within its exclusive control.

(b) Areas Not Served by Existing Water Mains. Applications for service in areas not
served by existing water mains shall be governed by the provisions of Section 17.12.270.

(c) Installation and Maintenance of Customer's Service Line. The customer shall be
responsible for the maintenance, repair, and any leakage in the piping from the meter to place of
use. Installation of the customer's service line shall be done by a master plumber and in
accordance with the building code and the plumbing code of the city.

(d) Size of Meters. The department shall determine the size of the meter to be
installed, based upon information furnished by the applicant. Any change in meter size requested
by a customer after the initial meter installation shall be granted insofar as is reasonable but the
entire cost shall be borne by the customer unless determined otherwise by the Director of Public
Works & Utilities. In cases of dispute as to meter size, the department shall have sole

jurisdiction.
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(e) Size of Department Service Line. The size of the department service line shall be
determined by the department, based upon information furnished by the applicant. However, in
no case shall the department service line be the same size or any greater size than the water main
to which it is connected. Any change in size or location of the department service line after the
original installation shall be done at customer's expense unless determined otherwise by the
Director of Public Works & Utilities.

() Special Vaults to House Meters--Cost of Construction; Location of Meter Settings
and Vaults. In cases where the size of the meter is one and one-half inches or larger, or other
special circumstances make it necessary to construct a special vault in which to house the meter,
all costs of construction of such vault shall be borne by the applicant. Outside building meter
settings and vaults shall be installed whenever possible and inside building meter installations
must be approved in writing by the Director of Public Works & Utilities or his/her
representative.

(9) Same--Responsibility of Customer for Installation, Maintenance, etc. With respect
to all premises served by the department, whether located within
or without the corporate limits of the city, it shall be the responsibility of the customer to install
or have installed thereon, such special vaults as are prescribed by the department according to
and in conformity with specifications and drawings which shall be furnished the applicant by the
department. All such special vaults so constructed and installed on the customer premises,
adjacent to the property line shall be the property of the customer. The customer shall be
responsible for all maintenance and adjustment to grade of the special vault.

In instances where circumstances necessitate the location of special vaults in a public right-

of-way for street, alley or similar public uses, the construction and installation of the special
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vault shall be accomplished by the customer at locations approved by the city engineer. All such
special vaults, however, located in public rights-of-way shall be wholly and exclusively owned
by the city through its water department and it shall be solely responsible for all maintenance,
repair and relocation as may be necessary.

(h) Connection Fees. Prior to the installation of a standard service, the applicant shall
pay in advance a connection fee for the installation by the department of the standard service
line. The connection fee shall be determined by the Director of Public Works & Utilities, and
shall be based on the actual costs of similar installation work.

For a standard service line four inches or larger, the connection fee will be based upon an
estimate of cost prepared by the department.”

SECTION 29. Section 17.12.050 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Measurement of water furnished. All water furnished to consumers shall be
metered, except in cases where the Director of Public Works & Utilities shall determine that the
nature of a particular usage necessitates a measurement by other means.”

SECTION 30. Section 17.12.060 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Specifications for installation of meters and department service lines.

The installation of meters and department service lines shall be in accordance with the
following specifications and requirements:

(@  Number of Installations for Each Premise. One department service line, meter
setting and meter shall be installed for each premise. Additional meters, meter settings,

department service lines and other appurtenances may be installed as approved by the Director
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of Public Works & Utilities and all such additional costs shall be borne by the applicant unless
determined otherwise by the Director of Public Works & Utilities.

(b)  Location of Department Service Lines; Obstruction to Installations. Department
service lines shall be at right angles to the water main and shall not be installed by the
department unless sufficient footage of water main exists adjacent to the premises requesting
service to allow meter setting installation free of obstructions such as fences, trees, driveways,
culverts, mail boxes, etc.

(c)  Ownership of Meters; Location of Meters; Obstructing Access to Prohibited. All
meters now in service and hereafter installed shall remain the sole property of the department.
Meters other than those in special vaults shall be installed only in public ways and it shall be
unlawful for any person to obstruct access thereto by the department.

(d)  Separate Service and Meter Required for Each Unit: With Certain Exceptions;
Exception as to Existing Meters. Each and every unit, business or place of business, shall be on
a separate service and meter. The department shall permit no master metering of water except
for the following conditions:

(1) A building or group of buildings under single ownership and consisting of family
units;

(2) A multi-story building used for commercial or industrial purposes;

(3) Rural water districts;

(4)  Any other structure or structures, public or private, where due to unusual

circumstances approval is given by the Director of Public Works & Utilities.
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Where water has been supplied through one service to more than one premise, the
Director of Public Works & Utilities may, at his/her discretion, refuse to furnish water until
separate services are provided.”

SECTION 31. Section 17.12.065 of the Code of the City of Wichita, Kansas, is hereby

amended to read as follows:

“Payment for connection to water system for properties not included in benefit
districts. Properties not included in a benefit district which request connection to the water
system shall pay an amount as determined to be appropriate by the Director of Public Works &
Utilities and the city engineer. This amount shall be representative of the recent historical costs
of constructing water service lines of a similar or representative type as those serving the
connecting property, calculated on a square foot or frontage foot basis.

If, in the opinion of the Director of Public Works & Utilities, the connecting property
constitutes an extraordinary use and/or is likely to place an extraordinary demand on the water
system, the director is empowered to calculate an appropriate charge commensurate with this
extraordinary use or demand and to assess this charge against the connecting property.

If the cost of the connection to the water system has been financed by a private entity,
and if the cost of the connection has been included in the purchase price of the lot and
improvements thereon, then no fees as called for in this section shall be assessed.

The appropriateness of the application of the ordinance provision codified in this section
shall be discretionary and shall be based on the interpretation of written policy guidelines by the
Director of Public Works & Utilities, the city engineer, and the director of planning and/or other

parties as designated by the city manager.”
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SECTION 32. Section 17.12.070 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Requirements of applicants for special service.  Application for special service
shall be made in the same manner as required for standard service and shall, in addition, conform
to the following requirements:

@) Private Fire Service Connections. Applications for private fire service connections
shall be completed and returned to the Director of Public Works & Utilities or his designee. The
applicant shall be required to pay the entire cost of the installation, including the connection to
the main and necessary appurtenances. All new private fire service connections with the
exception of the so-called "dry-type" may be metered and require or be exempted from the
installation of a double check detector check valve backflow preventer as determined by the
Director of Public Works & Utilities or his/her designee. Such facilities exempted from the
requirement for a detector meter shall be equipped with a double check valve backflow preventer
subject to the material and outlet specifications outlined in section 17.10.170. All materials and
appurtenances shall be approved by the department. The shutoff valve installed at the water main
shall be under the exclusive control of the department. All fire service lines shall be used
exclusively for extinguishment of fires and no connection for any other use may be attached
thereto. All installations of fire service connections shall be accomplished in such manner as
shall be approved by the department. In the event a main extension is required for private fire
service connection, the cost of the same shall be borne by the applicant subject to the provisions
of Section 17.12.270.

(b) Miscellaneous Special Service. All miscellaneous special service shall be installed

and maintained at the sole cost of the applicant and an advance of the estimated costs of
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installation shall be required as a condition precedent to the granting of the application. The
billing for such service shall be as determined by the Director of Public Works & Utilities”.

SECTION 33. Section 17.12.095 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Authority to collect fees, taxes and charges for other governmental entities. In
addition to the rates and charges set forth in this chapter, the Director of Public Works &
Utilities and water pollution control, subject to the approval of the city council, shall have the
authority to add to the bill of each customer the appropriate assessment of such water protection
fees, taxes, and other fees and charges as the department is required to collect for or pay to any
other governmental entity.”

SECTION 34. Section 17.12.100 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Rendering and payment of bills--Delinquent accounts. (a) All water bills shall be
paid at the office of the treasury division of the city or at such other places designated by the city
treasurer. The Director of Public Works & Utilities shall render bills for water service charges to
all flat rate residential customers or the owners of record of property connected to the water
system. Bills so rendered shall include a charge for each month the premises were connected to
the water system without regard to whether the premises were occupied or unoccupied during all
or part of the billing period. All water bins rendered in accordance with the regular schedule of
meter rates and flat rates are due and payable when rendered and shall be deemed delinquent if

not paid on or before twenty-five days thereafter.
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(b) A delinquency and termination notice shall be issued five days after a bill is
delinquent. The delinquency and termination notice shall provide the customer of record with
the following information:

@ The amount due on the unpaid balance plus interest;

2 The customer's right to a hearing before the department;

3) Notice that service will be terminated in five days if the bill remains unpaid.

If the customer of record is not the occupant where water service is provided then the
department shall provide similar notice to the occupant. The request for a hearing must be no
later than three working days before the date of discontinuance. Such hearings shall be
conducted by one or more of the following persons: Director of Public Works & Utilities,
assistant to the director, customer service manager, customer services supervisor, or such other
representative of similar management grade as may be appointed by the Director of Public
Works & Utilities. The department is authorized to discontinue and disconnect water service for
any customer who is delinquent in the payment of bills. Customers are responsible for furnishing
the department with their correct addresses for billing purposes. Until paid, flat rate delinquent
bills shall constitute a lien against the property served and collected in the same manner as other
special assessments are collected.”

SECTION 35. Section 17.12.180 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Private service line leaks.
@ Water leaks in private water service lines are declared to be a public nuisance

which must be repaired according to the terms of this section. It is unlawful for any water
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customer and/or occupant of private property to fail to repair a service line leak upon proper
notice to do so.

(b) Upon discovery of a leak in a private water service line the Public Works &
Utilities department shall serve a notice to repair the leak within seven days of the date on the
notice. Such notice shall be served upon the water customer or occupant personally or by
registered mail. Failure to repair the leak within seven days as directed will result in the
disconnection of water service. Service shall not be reconnected until the leak is repaired and a
disconnect/reconnect fee has been paid. Any person wishing to contest the notice of repair has
the right to a hearing before the department. Such hearing must be requested in writing and the
request must be received no later than three working days prior to the seven-day deadline for
repair.

(c) Director of Public Works & Utilities department has the right to disconnect water
service without notice if a leak has been discovered and (1) the water is flowing beyond the
private property line in such a way that a hazard to public safety exists; or (2) a water emergency
has been declared pursuant to Section 17.14.020. A notice of disconnection shall be left at the
property. In addition, a notice of repair shall be given according to the requirements of
subsection (b). Service shall not be reconnected until the leak has been repaired. However, no
disconnect/reconnect fee will be charged for disconnection pursuant to this subsection.

(d) Failure to repair a water leak in a private water service line as required herein
shall not be a criminal violation of the city code.”

SECTION 36. Section 17.12.250 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Only authorized persons permitted to shut off or turn on city water.
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It is unlawful for any person, other than an authorized representative of the water
department or of the fire department of the city, to shut off or turn on water from any part of the
city's waterworks system, including fire hydrants; provided however, that nothing in this section
contained shall be construed as prohibiting plumbing certificate holders, duly licensed under
this Code or other ordinance of the city, from turning on or shutting off water service if such is
necessary in the course of the work in which they are engaged or as required in the event of an
emergency.

SECTION 37. Section 17.12.255 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Irrigation connections to the water meter service.

@ Dedicated irrigation water meters shall have a shut-off/isolation valve
downstream of the water meter and before the backflow prevention valve installed 36 below
grade. Using the Water Utility meter angle valve as the shut-off/isolation valve for a sprinkler
system shall be prohibited and tampering with water meter connections is expressly prohibited.
Composition of the shut-off valve should be of brass/bronze or ductile iron material. The shut-
off/isolation valve may be located in the public right of way so long as it is not installed within
18” of the water meter vault, is located after the water meter pig tail, and the outgoing side of the
shut-off/isolation valve is point toward the owner’s property. Any other installation method shall
not be allowed without the prior approval of the Director of Public Works & Utilities or his/her
designee.

(b) Service connections to the water meter service shall be installed after the services

pigtail on the consumer line connection.”
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SECTION 38. Section 17.12.260 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Authority to refuse to deliver water when contamination of supply may result.

The water department, pursuant to the provisions of K.S.A. 65-163(a) and amendments
thereof, may refuse to deliver water to any premises whereon any condition exists which might
lead to the contamination of the public water supply and may continue to refuse such delivery of
water to any such premises until such condition is remedied.”

SECTION 39. Section 17.12.300 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Same--Plans for extensions or enlargements to be submitted to planning
department and city engineer.

In instances where he deems it necessary, the Director of Public Works & Utilities shall,
before ordering any main extension or other enlargement of the city waterworks system, first
submit plans therefor to the Wichita-Sedgwick County metropolitan area planning department
for review and comment concerning the effort on contemplated future street, highway and other
public improvements and to the city engineer for the establishment of the proper grade and
location for the proposed installations which will conform to and avoid interferences with
existing and future planned curbs, streets and drainage, and sewer facilities in the area.”

SECTION 40. Section 17.12.330 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Rules and regulations. The Director of Public Works & Utilities is authorized to
promulgate such rules and regulations as shall be reasonably necessary to carry out the

provisions of this chapter according to its terms and intent.”

-40 -
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SECTION 41. The originals of Sections 17.08.010, 17.08.015, 17.08.016, 17.08.017,
17.08.020, 17.08.030, 17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030, 17.12.040,
17.12.050, 17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100, 17.12.180, 17.12.250,
17.12.260, 17.12.300, 17.12.330, and Chapter 21.12 of the Code of the City of Wichita, Kansas,
are hereby repealed.

SECTION 42. This ordinance shall be included in the Code of the City of Wichita,
Kansas, and shall be effective upon its passage and publication once in the official city paper.

PASSED by the governing body of the City of Wichita, Kansas, this 11th day of

December, 2012.

Carl Brewer, Mayor
ATTEST:

Karen Sublett, City Clerk

Approved as to Form:

Gary E. Rebenstorf
Director of Law
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55



First Published in The Wichita Eagle on

DELINEATED 12/04/2012

ORDINANCE NO.

AN ORDINANCE AMENDING SECTIONS 17.08.010, 17.08.015, 17.08.017,
17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030, 17.12.040, 17.12.050,
17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100, 17.12.180, 17.12.250,
17.12.260, 17.12.300, 17.12.330, CREATING SECTIONS 17.10.010, 17.10.020,
17.10.030, 17.10.040, 17.10.050, 17.10.060, 17.10.070, 17.10.080, 17.10.090,
17.10.100, 17.10.110, 17.10.120, 17.10.130, 17.10.140, 17.10.150, 17.10.160,
17.10.170, 17.10.180, 17.10.190, 17.12.255 AND REPEALING THE
ORIGINALS OF SECTIONS 17.08.010, 17.08.015, 17.08.016, 17.08.017,
17.08.020, 17.08.030, 17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030,
17.12.040, 17.12.050, 17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100,
17.12.180, 17.12.250, 17.12.260, 17.12.300, 17.12.330 AND CHAPTER 21.12
OF THE CODE OF THE CITY OF WICHITA.

BE IT ORDAINED BY THE GOVERNING BODY OF THE CITY OF WICHITA,
KANSAS:
Section 1. Section 17.08.010 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Definitions. ‘Administrative authority’ for the purpose of this chapter, means

the administrative authority duly appointed to enforce this Code, shall be the superintendent-of

central—nspection_the Metropolitan Area Building and Construction Department, and for

unsanitary conditions of any plumbing system or portion thereof, including back-siphonage and

cross connection, shall also include the Director of water and-sewer utHities Public Works &
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Utilities. The administrative authority shall make decisions as are necessary to administer and
enforce the code. The administrative authority shall have the authority to refer to the board of
appeals of plumbers and gas fitters any matter relating to the approval of plumbing material and
methods as the same relates to this Code.

‘Apprentice’ means any person who installs, alters, repairs or replaces lawn sprinkler
systems under the direct on-job-site supervision of either a journeyman or master lawn sprinkler
installer. An apprentice may repair or replace sprinkler heads only downstream of the backflow
device.

‘Certified installer/tester’ for the purpose of this chapter, means any individual who has

been duly qualified by the Director of water and-sewer utiities Public Works & Utilities to

install, alter, repair, replace and test approved backflow prevention devices.

‘Contractor’ for the purpose of this chapter means any individual who has been duly

qualified by the effice—ofcentral-inspection Metropolitan Area Building and Construction

Department to engage in or work at the trade of installing lawn sprinkler systems. A master

and/or journeyman plumber is deemed to be a certified lawn sprinkler installer by definition.

‘Director of water-and-sewer utHlities Public Works & Utilities’ means the director of the

Wichita water, utilities and sewer, departments or the director's authorized representative.

‘Excavation’ for the purpose of this chapter means any opening in the surface of a public
property made in any manner whatsoever.
‘Journeyman lawn sprinkler installer’ means any individual or person who has been

approved by the office—ofcentralinspection Metropolitan Area Building and Construction

Department showing him or her to be qualified to install, alter, repair or replace any lawn
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sprinkler system for a qualified master lawn sprinkler installer. He or she shall have a current
certificate showing him/her to be so qualified.
‘Master lawn sprinkler installer’ means a person who has been approved by the Office-of

CentralHnspection Metropolitan Area Building and Construction Department showing him/her

to be qualified to engage in the business of installing, altering, servicing, repairing, winterizing
or replacing lawn sprinkler systems. He or she shall have a current certificate showing him/her to
be so qualified.

‘Public property’ for the purpose of this chapter means portion of street right-of-way
which is not intended for use by the traveling public for the passage of vehicles; and in areas
which have been platted, that area which is indicated to the public for public purposes.

‘Testable backflow preventers’ are approved, pressure vacuum breakers, spill - resistant

vacuum breakers, double check valve assemblies and reduced pressure principle type assemblies.

This chapter shall apply to the installation of lawn sprinkler systems or devices which are
installed in a permanent manner and connected to the public water supply.”

SECTION 2.  Section 17.08.015 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Liability, certificates, examinations, cancellations, licenses and permits.

(@) It is unlawful for any person to engage in the business or work at the trade of installing lawn
sprinkler systems in the city unless and until a contractor's license and/or certificate has been

obtained therefor.

(b) Each individual shall make application to the effice-of-central-inspection Metropolitan Area

Building and Construction Department and shall at such time and place as directed be subject to

an examination as to his or her qualifications, and if satisfied as to the competency of the
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applicant shall thereupon direct that said certificate be issued to the applicant. Examinations may
be made in whole or in part in writing, but sufficiently broad to test the qualifications of the
applicant. In order to qualify to sit for the journeyman examination one shall have a minimum of
two years documented practical experience of working at the trade of installing, altering,
repairing or replacing lawn sprinkler systems for a qualified master lawn sprinkler installer. In
order to qualify to sit for the masters examination one shall have a minimum of two years
documented practical experience of working at the trade of installing, altering, repairing or
replacing lawn sprinkler systems as a journeyman lawn sprinkler installer. The fee for each

examination and original certificate of a lawn sprinkler installer shall be established by the

superintendent-ef-central-inspection Director of the Metropolitan Area Building and Construction

Department to cover the administrative costs of issuing such certificates.

All certificates shall be renewed annually upon payment of a fee established by the

superintendent-ef-central-inspection Director of the Metropolitan Area Building and Construction

Department to cover the administrative costs of issuing such certificates. All such certificates
shall expire on the thirty-first day of December of each year, and no reduction shall be made for
part of the year being elapsed. All holders of certificates not renewed by March 1st after their
expiration shall be subject to reexamination and/or board appearance prior to re-issuance of a
certificate.

(c) Any person engaging or desiring to engage in the business of installing lawn sprinkler

systems, before obtaining any permit or transacting business, shall procure a license therefor

from the office—of-the superintendent-of-central-tnspection Director of the Metropolitan Area

Building and Construction Department and a backflow certification certificate reqistration card

from the director of water-and-sewer Public Works & Utilities, which license and ecertificate
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registration card shall expire on the thirty-first day of December of the year in which it was so

issued. Any such person holding a current master lawn sprinkler installer's certificate shall be
entitled to only one lawn sprinkler license unless otherwise authorized by the board of appeals of
plumbers and gas fitters, and each such business shall obtain a license. No license shall be
transferred from one person to another. Permits shall be obtained for such work as required in
this Code, and the same shall be issued to the person who possesses the lawn sprinkler license.

1. A lawn sprinkler license may be issued to any firm, association, limited liability company,

eepartnership or corporation of which at least one active member or officer who devotes fulltime

to that firm, association, limited liability company, eepartnership or corporation has a master

lawn sprinkler installer's certificate. The fee for such license shall be one hundred dollars. Each
license shall be renewed annually by December 31st.

(d) The board of appeals of plumbers and gas fitters is authorized to cancel and recall the
certificate of any lawn sprinkler installer, and the license of any sprinkler contractor for any of
the following reasons:

1.  Abandonment of any contract without legal cause;

2. Division of funds or property received for performance or completion of a specific
contract, or for a specified purpose in performance or completion of any other contract,
obligation or purpose, or the failure, neglect or refusal to use such funds or property for the
performance or completion of such contract;

3. The committing of any act in violation of any provisions of this Code or the failure or
refusal to comply with any lawful order of the administrative authority;

4. Misrepresentation of a material fact by the applicant in obtaining a license;
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5. The failure of any such lawn sprinkler installer or lawn sprinkler contractor to fully
satisfy all claims for labor and materials used in the performance of any work for which he has
been engaged and for which he has been paid;

6. Use of license to obtain permits for another;

7. Carelessness or negligence in providing reasonable safety measures for the protection of
workmen and the public;

8. Failure to obtain permits;

9. Unreasonable delay in the performance and carrying out of any contract.

(e) It is unlawful for any person to install or cause to be installed any connection to the
public water supply and/or any testable backflow prevention device in a building or premises
without first obtaining a permit from the administrative authority to do such work. Licensed lawn
sprinkler contractors are the only persons to obtain such permits; provided, that the owner-
occupant of a single-family dwelling may obtain such permits to install, replace, repair or
maintain the existing lawn sprinkler system in such single-family dwelling occupied by him, so
long as such owner-occupant performs all such work and that the work so performed is in
accordance with this Code as verified by an inspection request by such owner-occupant and

performed by the administrative authority. Testing of backflow devices installed and registration

of same shall be the responsibility of the owner of the device installed in accordance with this

code.

Owner-occupants applying for permits for installation as outlined above shall first qualify
themselves by successfully passing a simplified open book examination dealing with relevant
provisions of this title. The fee for said examination shall be established by the superintendent-of

central-inspection Director of the Metropolitan Area Building and Construction Department to
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cover the administrative costs for administering such examination. Such owner-occupants shall
be required to have necessary testable backflow prevention device(s) installed by a duly certified
installer/tester as required by the current codes of the city.

Prior to permit approval, the owner-occupant shall also submit a plan of the installation drawn
in a format acceptable to and drawn in sufficient detail as to satisfy the superintendent-of-central

inspection Director of the Metropolitan Area Building and Construction Department of the

overall code compliance of the anticipated installation. The fee for such plan review shall be

established by the superintendent—of—central-inspection Director of the Metropolitan Area

Building and Construction Department to cover the administrative costs of said plan review.

Plans submissions requiring extensive revision and/or modification shall be billed at the rate

established by the superintendent—of—central-inspection Director of the Metropolitan Area

Building and Construction Department for each additional half-hour or portion thereof beyond

the original half-hour upon notification of the owner-occupant of such additional charges.
Permits for owner-occupant installations shall be limited to one in three years to each owner-

occupant unless a waiver is obtained, upon written application, from the effice—of—central

inspection Metropolitan Area Building and Construction Department.

Minor street privilege permits shall be obtained from the Director of Public Works & Utilities-
engineering prior to performing any excavation and installation work on public property, said
permit to be obtained in accordance with the terms of Chapters 10.20 and 10.08 of the Code of
the City of Wichita, Kansas.

1. A separate permit shall be obtained for each connection to public water supply or for any

additional work other than authorized in the permit.
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2. No licensed contractor shall allow any person to do or cause to be done any work under a
permit secured by the permittee except persons in his employ.”
SECTION 3. Section 17.08.017 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Truth in advertising requirements.  On-erafterJuly-1-1993Any person, firm,

association, limited liability company or corporation required by this title to obtain a lawn

sprinkler system contractor's license shall be subject to the following:

@) It is unlawful for any such person, firm, association, limited liability company or

corporation to advertise as a lawn sprinkler system contractor unless, at the time such
advertisement occurs, such person, firm or corporation has a then valid lawn sprinkler system

contractor's license issued under the provisions of this chapter;

(b) Any advertisement by such person, firm,association, limited liability company or
corporation as a lawn sprinkler system contractor which is placed or published in any publication
or other print medium circulated, displayed or distributed within the city limits or which is
broadcast by radio or television or any other means to persons within the city limits shall include

the full name of the licensed person, firm, association, limited liability company or corporation

and the license number assigned by the effice-of-central-inspection Metropolitan Area Building

and Construction Department to such person, firm, association, limited liability company or

corporation.

(c) As used in this section, the words "advertised” or "advertisement™ shall include, but
not be limited to, a business card, contract bid proposal form, printed letterhead, any other
printed or written material designed to inform persons of the services offered by the advertising

person, firm or corporation and to solicit business from such persons, or any broadcast statement
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designed to inform persons of the services offered by the advertising person, firm, association

limited liability company or corporation and to solicit business from such persons. Such words

are intended to include telephone directory display ads but not basic white and yellow page
listings.”
SECTION 4. Section 17.08.040 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
"Location, maintenance and installation of lines and heads.
(@)  Sprinkler heads shall be located and maintained in the manner provided for in this chapter

and Article 3 of the Sedgwick County Code so as not to spray over any public sidewalk or street

pavement, and further, so not in any manner to constitute a nuisance or hazard to the public. Any
sprinkler system or any part thereof, located in or on a public right-of-way, shall be removed
therefrom at the owner's expense, upon notice from the city.

(b) Installation. All water piping shall be adequately supported to the satisfaction of the
administrative authority. Burred ends shall be reamed to the full bore of the pipe. Changes in
direction shall be made by the appropriate use of fittings, except that changes in direction in
copper, PE (3406) and polybutylene tubing may be made with bends having a radius of not less
than six diameters of the tubing, providing that such bends are made by the use of forming
equipment which does not deform or create a loss in cross-sectional area of the tubing. The
depth of the water service line shall be at least thirty-six inches below finished grade, and shall
be inspected before being covered. Such service shall not be less than five feet from any tree on
public property. The water service pipe shall be laid in a ditch separate from other underground
pipes or conduits. There shall be not less than eighteen inches of solid undisturbed earth between

water service pipes and other underground pipes and conduits. All piping, equipment
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appurtenances, and devices shall be installed in a workmanlike manner in conformity with the
provisions and intent of the code.

Water pipe and fittings shall be of brass, copper, cast iron, galvanized steel, asbestos-cement,
PE(3406), PVC (sch. 40), or polybutylene manufactured to recognized standards for use outside
a building. All materials used in the water supply system, except valves and similar devices, shall
be of a like material except where otherwise approved by the administrative authority. The
connection of galvanized steel piping to a copper water meter setter is prohibited.

(c) Efective-with-the-passage-of-the-ordinancecodified-n-this-chapter-Backflow prevention
devices, control valves, and other appurtenances and their enclosures, with the exception of
points of connection to domestic water supply lines and the manual shutoff valve, shall not be
installed in the public right-of-way without prior approval of the Director of water and-sewer

Public Works & Utilities or his/her designee.”

SECTION 5.  Section 17.08.050 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Backflow prevention. No person shall install any water-operated equipment or
mechanism, or use any water treating chemical or substance if it is found that such equipment,
mechanism or substance may cause pollution of the domestic water supply. Such equipment or
mechanism may be permitted only when equipped with an approved backflow prevention device.
Said backflow prevention device shall be installed by a certified installer/tester. All backflow
and/or cross-connections shall be eliminated and/or protected by means of an airgap or backflow
preventer as determined and required by the director of water and sewer. Such airgaps or
backflow preventers shall be of such arrangement, location and design as determined by and

subject to approval of the Director of waterand-sewer Public Works & Utilities and Table 4 in

-10 -
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Chapter 17.10 of the code of the City of Wichita. If any backflow and/or cross-connection is not

adequately protected, the Director of water-and-sewer Public Works & Utilities shall discontinue

such water service. Water service may be reinstated upon determination that the hazard has been

eliminated or adequately protected. The director of waterand-sewer Public Works & Utilities

may supplement this Code with guidelines to provide information for typical backflow and/or

cross-connection and acceptable methods of eliminating and/or protecting such connections

which are in accordance with the intent and requirements of this Code and Chapter 2332 17.10.

Lawn sprinkler systems shall be equipped with an approved backflow prevention device.

Pressure type vacuum breakers shall be installed at least twelve inches above the highest

sprinkler head.
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SECTION 6.  Section 17.08.060 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Violation--Penalty. Any person, firm, association, limited liability company,

partnership, or corporation violating any provision of this chapter or any part thereof, shall be
deemed guilty of a misdemeanor and, upon conviction thereof, shall be punished by a fine of not
to exceed five hundred dollars, or by imprisonment not to exceed thirty days, or by both such

fine and imprisonment.”
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SECTION 7.  Section 17.10.010 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

"Definitions. In addition to those terms defined in the Chapter 17.08 of the code

of the City of Wichita as adopted in this Code, for the purpose of this chapter, the following

terms shall be defined to mean:

‘Air gap’ means a physical separation between a supply and the flood level rim of the receptor,

of at least twice the supply outlet diameter, but never less than one inch.

‘Backflow’ means the unwanted reverse flow of water, other liquids, gases, mixtures or other

substances into the distributing pipes of a potable water supply from any source or sources. For

specific conditions of backflow, see ‘back-siphonage’ and ‘back-pressure.’

‘Backflow preventer, reduced pressure principle type’ means an assembly of two internally

loaded, specially designed, and independently operated check valves including an intermediate

relief valve specially designed to maintain a zone of reduced pressure between these check

valves, with an automatically open spillage port to the atmosphere. This assembly is also

incomplete without tightly closing, resilient seating shutoff valves immediately upstream and

downstream of the device (i.e.; ball valve shutoffs, resilient wedge gate or butterfly valves).

‘Back-pressure’ means pressure in a plumbing system higher than the supply pressure which

causes a reversal of flow. (Example- pumps, thermal expansion from boilers.)

‘Back-siphonage’ means a backflow resulting from negative or sub-atmospheric pressures in the

distributing pipes of a potable water supply.

‘Barometric loop’ means a loop of pipe rising at least thirty-five feet, at its topmost point, above

the highest fixture it supplies.

-13-
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‘Board’ means the board of appeals of plumbers and gas fitters of the City of Wichita &

Sedgwick County.

‘Certified installer/tester,” for the purpose of this chapter, means any individual who has been

duly certified by the Director of Public Works & Utilities to install, alter, repair, replace and test

approved testable backflow prevention devices.

‘Contaminant’ means any substance that, upon entering a potable water supply, would render it a

danger to life and health, as determined by the Director of Public Works & Utilities.

‘Cross-connection’ means any physical connection or arrangement between two otherwise

separate piping systems, one of which contains potable water, and the other, water of unknown

or guestionable safety, or steam, gases or chemicals, whereby there may be a flow from one

system to the other. (Note: No physical cross-connection shall be permitted between public and

private water distribution systems without prior approval of the board, approval of the director of

water utilities and protection by an approved backflow prevention device.)

‘Director of Public Works & Utilities’ means the Director of the Wichita Water & Utilities

department or the director's authorized representative.

‘Double check valve assembly’ means a device consisting of two independently acting,

internally loaded soft seated check valves with resilient seated, positive shutoff valves (ball

valve, resilient wedge gate or butterfly valves) on both upstream and downstream ends, and

properly located test ports.

‘Free water surface’ means a water surface that is at atmospheric pressure.

‘Plumbing’ means the practice, materials and fixtures used in the installation, maintenance,

extension and alteration of all piping fixtures, appliances and appurtenances in connection with

any of the following: sanitary drainage, venting system, storm drainage facilities, and the on-site
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water supply systems, within or beyond the supply point to any building, structure or

convevyance; also, the practice and materials used in the installation, maintenance, extension, or

alteration of storm water, liguid waste or sewage, and water supply systems of any premises to

their connection with any point of public disposal or other acceptable terminal.

‘Pollutant’ means any foreign substance (organic, inorganic, radiological or biological) in water

that tends to degrade its quality, but does not constitute a health hazard, as determined by the

Director of Public Works & Utilities.

‘Pressure vacuum breaker’ means a device consisting of both upstream and downstream resilient

seated shutoff valves, and at least one tight-seating check valve with a relief zone to atmosphere.

The valve member opening to atmosphere shall be spring loaded to open under backsiphonage

conditions.

‘Spill-resistant vacuum breaker’ means a device consisting of both upstream and downstream

resilient seated shutoff valves, and at least one tight-seating check valve with an air inlet

atmosphere. The valve member opening to atmosphere shall be gravity or spring loaded to open

under backsiphonage conditions.

‘Testable backflow preventers’ are approved, pressure vacuum breakers, double check valve

assemblies, and reduced pressure principle type assemblies.

‘VVacuum’ means any absolute pressure less than that exerted by the atmosphere.

“VVacuum breaker’ means a device that permits air into a water supply distribution line to prevent

back-siphonage.”

SECTION 8.  Section 17.10.020 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“General requirements. The potable water supply system of the City of
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Wichita and the potable water system of private users shall be designed, installed and maintained

to best prevent contamination or pollution by non-potable liquids, solids or gases from being

introduced into the potable water supply through cross-connections or any other piping

connections to the system. Any water being directly provided by Wichita water utilities will fall

under the rules and requlations of the cross-connection program. All public or private users

being supplied city water directly shall conform to standards set by the City of Wichita.”

SECTION 9.  Section 17.10.030 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Prohibited connections of fixtures and equipment. Connection to the potable

water supply system for the following is prohibited unless protected against backflow:

(1) Bidets;

(2) Operating, dissection, embalming and mortuary tables or similar equipment. In such

installation the hose connected to the public water supply shall terminate at least twelve inches

away from every point of the table or attachments;

(3) Pumps for non-potable water, chemicals or other substances. Priming connections shall be

made through an air gap or an approved reduced pressure principle assembly:;

(4) Building drainage, sewer or vent systems:;

(5) Commercial buildings or industrial plants using a contaminating or polluting s substance,

(6) Any other fixture of similar hazard.”

SECTION 10. Section 17.10.040 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

"Refrigerating unit condensers and cooling jackets.
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(1) That except when potable water provided for a refrigerator condenser or

cooling jacket is entirely outside the piping or tank containing a toxic refrigerant, the inlet

connection shall be provided with an approved high hazard backflow preventer. Heat exchangers

used to heat water for potable purposes shall be of the double wall type.

(2) Where a commercial ice machine, which has a refrigerant volume not to

exceed two pounds and is water-cooled, a dual check valve with intermediate atmospheric vent

may be used as isolation protection of the potable water line. Devices, in excess of the two-

pound limit, shall require a reduced pressure principal assembly (RP) backflow prevention

device or air gap to protect the potable water.”

SECTION 11. Section 17.10.050 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Approval of devices. Before any device for the prevention of backflow or

back-siphonage is installed, it shall have first been certified by a recognized testing laboratory

acceptable to the board. Devices installed in a building potable water supply distribution system

for protection against backflow shall be maintained in good working condition by the person

responsible for the maintenance of the system. The Director of Public Works & Utilities or his

designated representative shall inspect such devices and if found defective or inoperative shall

require the repair or replacement thereof. Upon installation of a reduced pressure principle

assembly, double check valve assembly or pressure vacuum breaker, the installer shall inform

the Director of Public Works & Utilities department. The Director of Public Works & Utilities

or his designated representative will then register the device for scheduled testing.”

SECTION 12. Section 17.10.060 of the Code of the City of Wichita, Kansas, is hereby

created to read as follows:
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“Installation of devices. Devices for the prevention of backflow shall be installed as

follows:

(1)  Vacuum Breakers. Atmospheric vacuum breakers (AVB) shall be installed with

the critical level at least six inches above all downstream piping and the flood level rim of the

fixture they serve and on the discharge side of the last control valve to the fixture. No shutoff

valve or automatic control valves shall be installed in downstream piping after an atmospheric

vacuum breaker.

Pressure vacuum breakers shall be installed with the critical level at least twelve inches

above all downstream piping and the flood level rim but may have control valves downstream

of the vacuum breaker. Pressure vacuum breakers should only be installed in locations where

adequate drainage is provided and property damage as a result of spillage can be avoided. Spill-

resistant vacuum breakers shall be installed with the critical level at least twelve inches above

all downstream piping and the flood level rim, but may have control valves downstream of the

vacuum breaker. Spill-resistant vacuum breakers should be installed in locations where

adequate drainage is provided and property damage as a result of spillage can be minimized.

(2) Reduced Pressure Principle Backflow Preventer. A reduced pressure principle

type backflow preventer may be installed subject to full static pressure at least twelve inches

above grade and no more than 60 inches above grade unless an approved permanent platform or

dedicated access device is provided.

(3)  Devices for Domestic Service. Backflow and back-siphonage preventing devices

shall be accessibly located preferably in the same room with the fixture they serve. Installation

in the utility or service spaces, provided they are readily accessible, is also permitted. No
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installation shall be made in pits or any other location not properly drained, unless approved by

the Director of Public Works & Utilities.”

SECTION 13. Section 17.10.070 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Protective devices required.

[€0)] Installation. ~ Approved devices to protect against backflow back-siphonage

shall be installed at all fixtures and equipment where backflow or back-siphonage may occur

and where a minimum air gap cannot be provided between the water outlet to the fixture or

equipment and its flood-level rim.

(2) Connections not Subject to Backpressure. Where a water connection is not

subject to backpressure, an atmospheric vacuum breaker shall be installed on the discharge side

of the last valve on the line serving the fixture or equipment. A list of some conditions

requiring protective devices of this kind is given in Table 1, Cross-Connections Where

Protective Devices Are Required and Critical Level (C-L) Settings for Atmospheric Vacuum

Breakers.

Table 1

CROSS-CONNECTIONS WHERE PROTECTIVE DEVICES ARE
REQUIRED AND

CRITICAL LEVEL (C-L) SETTINGS FOR ATMOSPHERIC VACUUM
BREAKERS

Fixture or Equipment Method of Installation

C-L at least 6 inches above flood level of receptacle served.

Aspirators and ejectors

On models without built-in vacuum breakers--C-L at least 6
inches above flood level rim of bowl.

Dental units

Dishwashing machines C-L at least 6 inches above flood level of machines. Install
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on both hot and cold water supply line.

Garbage can cleaning
machines

C-L at least 6 inches above flood level of machine. Install
on both hot and cold water supply lines.

Fixture or Equipment (cont’d)

Method of Installation (Cont’d)

Hose outlets

C-L at least 6 inches above highest point on hose line.

Laundry machines

C-L at least 6 inches above flood level of machine. Install

on both hot and cold water supply lines.

Steam tables

C-L at least 6 inches above flood level.

Tanks and vats

C-L at least 6 inches above flood level rim or line.

Trough urinals

C-L at least 30 inches above perforated flush pipe.

Fixture urinals

C-L at least 6 inches above top of urinal fixture.

Flush tanks

Equip with Approved Anti - Siphon Ball Cock, installed

according to manufacturer's instructions.

Hose bibs

C-L at least 6 inches above flood level of receptacle served.

Critical level (C-L) is defined as the level to which the vacuum breaker may be submerged

before backflow will occur. Where C-L is not shown on the preventer, the bottom of the

device shall be taken as the C-L.

(3) Connections Subject to Backflow. Where a potable water connection is made

to a line, fixture, tank, vat, pump or other equipment with a hazard of backpressure or

backsiphonage, and an air gap cannot be installed, the Director of Public Works & Utilities may

require the use of an approved reduced pressure principle backflow preventer assembly or

double check valve assembly. A partial list of such connections is shown in Table 2.

Table 2
PARTIAL LIST OF CROSS-CONNECTIONS WHICH MAY BE SUBJECT TO BACKFLOW
TABLE INSET:
Chemical lines Pumps
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Dock water outlets Steam lines

Individual water supplies Swimming pools

Chemical lines (Cont’d) Pumps (Cont’d)

Industrial process water lines Tanks and vats--bottom inlets
Pressure tanks Hose bibbs

The following is a partial list but not limited to those facilities where backflow protection will be

required at the service connection as well as within the building, due to extreme hazard, to both

the public and private piping system:

1. Hospitals--RP

2. Funeral homes, morgues and mortuaries--RP

3. Maedical and dental clinics*--RP

4. Industrial, medical and institutional laboratories--RP

5. Plating and chemical plants--RP

6. Metal manufacturing, cleaning and fabricating--RP

7. Oil and gas production, storage and transmission facilities--RP

8. Breweries and beverage bottling plants--RP

9. Radioactive materials plants--RP

10. Aircraft plants--RP

11. Plastic injection and molding plants--RP

12. Multi-storied buildings with booster pump--DC

13. Fire Systems:

Contamination hazard—RP

Pollution hazard —DC

14. Car wash facilities--RP
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15. Restricted, classified or other closed facilities--RP

16. Facilities in which the piping system cannot be traced--RP

* Dental Clinics may submit to professional review approved by the director of water utilities for

exception to this requirement if facilities convert to modern dry connections for x-ray, suction, and dental

chair applications provided that a professional compliance review shall be completed annually at standard

inspection rates.

Note: RP = Reduced pressure backflow assembly

DC = Double check valve assembly

(4) Air gap requirements are contained in Table 3.

Table 3

AIR GAP REQUIREMENTS

When not
) Affected by Near When Affected
Fixture wall (a). (inches) by Near Wall (b),
; (inches)
Lavatories and other fixtures with effective opening 1 11/2
not greater than 1/2 inch diameter. = e
Sink, laundry trays, gooseneck back, faucets and
other fixtures with effective openings not greater 11/2 21/2
than 3/4 inch diameter.
Over rim bath fillers and other fixtures with 5 3
effective openings not greater than 1 inch. = —
Drinking water fountains, single orifice not greater
than 7/16 inch diameter or multiple orifices having 1 11/2
total area of 0.150 square inches (area of circle 7/16 | =— I
inch diameter).
2 x diameter of 3 x diameter of
Effective openings greater than one inch. effective opening | effective
opening

a. Side walls, ribs or similar obstructions do not affect air gaps when spaced

from inside edge of spout opening a distance greater than three times the
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diameter of the effective opening for a single wall, or a distance greater than four

times the diameter of the effective opening for two intersection walls.

b. Vertical walls, ribs or similar obstructions extending from the water surface

to or above the horizontal plane of the spout opening require a greater air gap when spaced

closer to the nearest inside edge of spout opening than specified in Note (a) above. In the case

of three or more such vertical walls or ribs, the air gap shall be measured from the top of the

wall.

(5) Backflow prevention devices which are acceptable for the prevention of

cross-connection hazards are contained in Table 4.

Table 4

BACKFLOW PREVENTION DEVICES ACCEPTABLE FOR THE

PREVENTION OF CROSS-CONNECTION HAZARDS

78

Potential Type of Cross Connection Degree of ACCEPTABLE PROTECTION
Hazard
High Low AIR Reduced Double Atmospheric Pressure/Spill
GAP Pressure Check Vacuum Resistant
Zone Valve Breaker Vacuum Breaker
Direct Water Connections Subject to Back
Pressure
1. Tanks and lines:
a. Sewage and lethal substances X X X @
b. Toxic substances & X X X @
c._Non-toxic substance @ X X X X
d. Water connection to boiler X X X
Not Subject to Back Pressure
(Back siphonage only)
1. Water connected to receptacles X X X @ X @ X&
containing toxic substances &
_X X X X X X
2. Water connected to receptacles
containing non-toxic substances
3. Water connected to open tanks X X X X X
used for non-potable purposes
4. Lawn sprinkler systems X X X X
5. Coils or jackets used as heat
exchangers in compressors
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Potential Type of Cross Connection Degree of ACCEPTABLE PROTECTION
Hazard
degreasers or other equipment:
a. For waste lines X X X
b. For toxic substances & X X X X @ X&
c._For non-toxic substances @ X X X X X
6. Flush valve toilets & urinals X X X
7. Tank toilet and urinal tanks X X X
8. Valved outlets or fixtures with
hose attachments which may
constitute a cross-connection:
a. Toxic substances ® | X X X X*
b. Non-toxic substances @ X X X X* X

*Non-removable Type.

Footnotes to Table 4

(1) Toxic Substance: Materials containing contaminants.
(2) Non-toxic Substance: Materials containing pollutants.
3) Subject to prior approval.

SECTION 14. Section 17.10.080 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Barometric Loop. Water connections where an actual or potential back-siphonage

hazard exists may in lieu of devices specified in Section 17.10.060 be provided with a barometric

loop. Barometric loops shall precede the point of connection. There shall be no source of

backpressure on a barometric loop.”

SECTION 15. Section 17.10.090 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Double check valves. The Director of Public Works & Utilities may authorize

installation of approved double check valve assemblies with test cocks as protective devices

against backflow in connections between a potable water system and other fluid systems which

present no significant health hazard in the judgment of the director of water utilities.”
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SECTION 16. Section 17.10.100 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Other Devices. No other devices may be used for the prevention of backflow or

backsiphonage unless approved by the board, as being in their judgment equally effective.

SECTION 17. Section 17.10.110 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Maintenance requirements, general. It shall be the responsibility of building and

premise owners to maintain all backflow preventers and vacuum breakers within the building or

on the premises in good working order and to make no piping or other arrangements for the

purpose of bypassing or removing backflow devices.

SECTION 18. Section 17.10.120 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Testing of backflow devices. The City of Wichita and the Metropolitan

Area building and Construction Department shall verify proper installation of backflow

prevention devices, and refer them to the Director of Public Works & Urtilities for registration.

Program costs will be recovered from the device owner in accordance with a fee schedule

established by the Director Public Works & Utilities. Testing intervals shall not exceed one (1)

year, and overhaul (rebuild) intervals shall not exceed five (5) years. The testing procedures shall

be in accordance with the manufacturer's instructions and nationally accepted practices. Testing

and repair of the backflow devices will be done by certified installer/testers that meet the

requirements set up by the board. Maintenance workers, trained and certified as installers/testers

can service backflow preventers in their place of employment. All installer/testers shall have

completed a course approved by the board and be registered by the Wichita Public Works &
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Utilities department. Certified installer/testers shall be tested and recertified every three years.

Recertification tests shall be to the latest accepted practice methods. Actual program costs will

be assessed to the installer/tester applicant in accordance with a fee schedule established by the

Director of Public Works & Utilities through issuance of a Public Works & Utilities department

registration card. All installer/tester registration cards shall be renewed annually upon payment

of a fee established by the Director of Public Works & Utilities. All such registration cards shall

expire on the 31st of December of each year, and no reduction shall be made for part of the year

being elapsed.”

SECTION 19. Section 17.10.130 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Testing devices, approval. All testing devices shall be approved by the

Director of Public Works & Utilities, and shall be compared for accuracy at least once per year

and recalibrated every three years.”

SECTION 20. Section 17.10.140 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Cessation of water delivery to avoid contamination. The Director of Public Works

& Utilities may refuse to deliver water through pipes and mains to any premises where a

condition exists which might lead to the contamination of the public water supply system and

may continue to refuse the delivery of water to the premises until the condition is remedied.”

SECTION 21. Section 17.10.150 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Hazard to potable water supply. If the Director of Public Works & Utilities

determines that the condition of the plumbing constitutes an extreme hazard to the potable
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water supply, the director shall notify the owner of the premises of the hazardous conditions.

Immediate action, within twenty-four hours, to correct that condition shall be taken or water

service will be shut off until that condition no longer exists. In the event of any addition, repair,

replacement, or alteration, other than routine maintenance, the entire system shall be brought

into compliance with provisions of this chapter.”

SECTION 22. Section 17.10.160 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Automatic fire suppression systems. All new installations of automatic fire

suppression systems of thirty heads or more, or having a fire department connection, other than

dry systems, shall be protected from backflow with an approved double check valve assembly.

Any portion of a fire suppression system into which toxic chemicals of any type (corrosion, anti-

bacterial, etc.) are added, shall be individually protected with an approved reduced pressure

principle assembly in addition to proper fire service line protection. All piping upstream of the

backflow preventer or unprotected fire suppression system shall be of material approved for

contact with potable water.”

SECTION 23. Section 17.10.170 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Existing Fire Suppression Systems. All existing fire suppression systems shall

be retro-fitted by licensed fire protection systems contractors within five (5) years of the passage

of this ordinance to meet the requirements provided herein. Flow rates shall be recalculated to

ensure compliance with Wichita Fire Department requirements if the backflow device is of

smaller line size than the underground supply.”

-27 -

82



SECTION 24. Section 17.10.180 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Construction Water Services. All temporary water services for projects

under construction shall be protected from backflow. Services for two or less story buildings

may be protected with an approved double check valve assembly. Buildings of three or more

stories shall have an approved reduced pressure principle backflow preventer installed on the

construction water service.”

SECTION 25. Section 17.10.190 of the Code of the City of Wichita, Kansas, is hereby
created to read as follows:

“Penalty. Any corporation, railway, common carrier, company or individual

violating any of the provisions of this chapter is quilty of a misdemeanor, and upon conviction,

shall be punished by a fine not to exceed Five Hundred Dollars ($500.00) or by imprisonment of

not more than six (6) months, or by both such fine and imprisonment. Each day any violation

hereof is found to exist or continues to exist shall be a separate offense and punishable as such

hereunder.

SECTION 26. Section 17.12.010 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
"Definitions.  Unless the context specifically indicates otherwise, the following
terms shall, for the purpose of this chapter, have the meanings indicated in this section:
@) ‘Customer’ means a person, firm, corporation, or governmental unit furnished
water by the department.
(b) ‘Customer's service line’ means a supply pipe installed, maintained and owned

by the customer extending from the meter setting to the premises served.
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(c) ‘Department service line’ means a pipe with appurtenances connected to a water
main for the purpose of controlling the flow of water and extending from the water main to the
inlet side of the meter yoke.

(d) ‘Master meter’ means one meter measuring the water furnished to serve two or
more premises.

(e) ‘Meter’ means a mechanical device which measures and records the quantity of
water furnished to a customer.

()] ‘Meter setting” means a box, vault or tile, with covering, containing a meter,
meter yoke and connecting appurtenances.

(9) ‘Pigtail’ means that portion of the meter service connection extending from the

meter setter out from the meter vault for the purpose of connection to private consumer

plumbing.
— g} (h) *Premises’ means an inhabited building or buildings on a tract of land.

¢h) (1) *Special Acquisition Service Area’ means any area whereby the Water Utility
acquires the right to provide water and/or sanitary sewer services by purchase, release, or any
other mean and in which the City or Water Utility pays compensation to another governmental,
quasi-governmental, or private entity for such service area directly or indirectly through reduced
rates or in-kind services.

& (1) ‘Special Acquisition Service Area Fees’ means the fees assessed to property
owners or customers in a Special Acquisition Service Area in order for the City or Water Utility
to recover all or part of the costs of acquiring the right to provide water and/or sanitary sewer

services to the area.
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& (k) “Special service’ means any water service that involves the installation of
facilities and equipment other than designated as standard service in subsection (i) of this
section or which involves a use of water other than for normal residential, commercial or
industrial purposes.

&) () *Standard service’ means facilities normally installed for residential, commercial
or industrial usage not requiring special or unusual methods of installation, construction and
engineering.

& (m) ‘Water department utilities’ (hereinafter called department) means an

administrative unit consisting of city personnel headed by a Director of Public Works &

Utilities designated by the city manager to conduct all operations in connection with the
supplying and furnishing of water, sewer and water service by the city to customers in the city
and environs pursuant to the provisions of this chapter.

) (n) “Water main’ means a water pipe owned by the city, located in public right-of-
way or utility easement, to which department service lines may be connected.

(0) ‘Water service connection means that portion of the consumer plumbing where

connection is made to the public utility meter box connection for the purpose of supplying water

to the consumer’s premises.”

SECTION 27. Section 17.12.030 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Form and contents of application for water service. Applications for
water service shall be made at the office of the water department by or on behalf of the
customer requesting water and water service. The application shall be in such form as shall be
prescribed by the department. Every customer using water from the waterworks system shall

be deemed to have consented and agreed to the terms and provisions of this chapter and all
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reasonable rules and regulations as shall be promulgated by the Director of Public Works &

Utilities in implementation of this chapter. In all instances where the Director of Public Works

& Utilities shall deem it necessary, customers shall make a deposit of moneys with the
department as security for service to be furnished that customer.”
SECTION 28. Section 17.12.040 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Requirements of applicants for new service. If an application is for water
service to premises not previously served, the following requirements shall be met:

@ Meter Settings and Service Lines in Areas Served by Existing Water Mains. In
areas where water mains exist adjacent to property to be served, the applicant, upon submission
of information to the department as to the location and nature of the premises, will be provided
with information as to the proposed location of the meter setting. If the customer's service line
has been installed prior to the application for service, it shall be the applicant's responsibility to
clearly mark the location thereof. The department shall have sole jurisdiction, however, to
determine the location of the department service line, and the feasibility of a connection to the
customer's service line. It shall be the applicant's responsibility at his own expense to run his
service line from the premises being served to the meter setting at or near the curb line. The
department service line meter setting and meter shall be placed within public right-of-way or

such other locations as determined by the Director of Public Works & Utilities, and will be

installed and maintained by the department and kept within its exclusive control.
(b) Areas Not Served by Existing Water Mains. Applications for service in areas not

served by existing water mains shall be governed by the provisions of Section 17.12.270.
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(c) Installation and Maintenance of Customer's Service Line. The customer shall be
responsible for the maintenance, repair, and any leakage in the piping from the meter to place of
use. Installation of the customer's service line shall be done by a master plumber and in
accordance with the building code and the plumbing code of the city.

(d) Size of Meters. The department shall determine the size of the meter to be
installed, based upon information furnished by the applicant. Any change in meter size requested
by a customer after the initial meter installation shall be granted insofar as is reasonable but the
entire cost shall be borne by the customer unless determined otherwise by the director of water.
In cases of dispute as to meter size, the department shall have sole jurisdiction.

(e) Size of Department Service Line. The size of the department service line shall be
determined by the department, based upon information furnished by the applicant. However, in
no case shall the department service line be the same size or any greater size than the water main
to which it is connected. Any change in size or location of the department service line after the
original installation shall be done at customer's expense unless determined otherwise by the
director of water.

() Special Vaults to House Meters--Cost of Construction; Location of Meter Settings
and Vaults. In cases where the size of the meter is one and one-half inches or larger, or other
special circumstances make it necessary to construct a special vault in which to house the meter,
all costs of construction of such vault shall be borne by the applicant. Outside building meter
settings and vaults shall be installed whenever possible and inside building meter installations

must be approved in writing by the Director of Public Works & Utilities or his representative.

(9) Same--Responsibility of Customer for Installation, Maintenance, etc. With respect

to all premises served by the department, whether located within
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or without the corporate limits of the city, it shall be the responsibility of the customer to install
or have installed thereon, such special vaults as are prescribed by the department according to
and in conformity with specifications and drawings which shall be furnished the applicant by the
department. All such special vaults so constructed and installed on the customer premises,
adjacent to the property line shall be the property of the customer. The customer shall be
responsible for all maintenance and adjustment to grade of the special vault.

In instances where circumstances necessitate the location of special vaults in a public right-
of-way for street, alley or similar public uses, the construction and installation of the special
vault shall be accomplished by the customer at locations approved by the city engineer. All such
special vaults, however, located in public rights-of-way shall be wholly and exclusively owned
by the city through its water department and it shall be solely responsible for all maintenance,
repair and relocation as may be necessary.

(h) Connection Fees. Prior to the installation of a standard service, the applicant shall
pay in advance a connection fee for the installation by the department of the standard service

line. The connection fee shall be determined by the Director of Public Works & Utilities, and

shall be based on the actual costs of similar installation work.
For a standard service line four inches or larger, the connection fee will be based upon an
estimate of cost prepared by the department.”
SECTION 29. Section 17.12.050 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Measurement of water furnished. All water furnished to consumers shall be

metered, except in cases where the Director of Public Works & Utilities shall determine that the

nature of a particular usage necessitates a measurement by other means.”
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SECTION 30. Section 17.12.060 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Specifications for installation of meters and department service lines.

The installation of meters and department service lines shall be in accordance with the
following specifications and requirements:

(@  Number of Installations for Each Premises. One department service line, meter
setting and meter shall be installed for each premises. Additional meters, meter settings,
department service lines and other appurtenances may be installed as approved by the director
of water and all such additional costs shall be borne by the applicant unless determined
otherwise by the director of water.

(b)  Location of Department Service Lines; Obstruction to Installations. Department
service lines shall be at right angles to the water main and shall not be installed by the
department unless sufficient footage of water main exists adjacent to the premises requesting
service to allow meter setting installation free of obstructions such as fences, trees, driveways,
culverts, mail boxes, etc.

(c)  Ownership of Meters; Location of Meters; Obstructing Access to Prohibited. All
meters now in service and hereafter installed shall remain the sole property of the department.
Meters other than those in special vaults shall be installed only in public ways and it shall be
unlawful for any person to obstruct access thereto by the department.

(d) Separate Service and Meter Required for Each Unit: With Certain Exceptions;
Exception as to Existing Meters. Each and every unit, business or place of business, shall be on
a separate service and meter. The department shall permit no master metering of water except

for the following conditions:
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(1) A building or group of buildings under single ownership and consisting of family
units;

(2) A multi-story building used for commercial or industrial purposes;

(3) Rural water districts;

(4) Any other structure or structures, public or private, where due to unusual

circumstances approval is given by the director-ef-water—utiities Director of Public Works &

Utilities.
Where water has been supplied through one service to more than one premises, the

director-of-water-utiities Director of Public Works & Utilities may, at his discretion, refuse to

furnish water until separate services are provided.”
SECTION 31. Section 17.12.065 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Payment for connection to water system for properties not included in benefit
districts. Properties not included in a benefit district which request connection to the water

system shall pay an amount as determined to be appropriate by the Director of Public Works &

Utilities and the city engineer. This amount shall be representative of the recent historical costs
of constructing water service lines of a similar or representative type as those serving the
connecting property, calculated on a square foot or frontage foot basis.

If, in the opinion of the Director of Public Works & Utilities, the connecting property

constitutes an extraordinary use and/or is likely to place an extraordinary demand on the water
system, the director is empowered to calculate an appropriate charge commensurate with this

extraordinary use or demand and to assess this charge against the connecting property.
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If the cost of the connection to the water system has been financed by a private entity,
and if the cost of the connection has been included in the purchase price of the lot and
improvements thereon, then no fees as called for in this section shall be assessed.

The appropriateness of the application of the ordinance provision codified in this section
shall be discretionary and shall be based on the interpretation of written policy guidelines by the

Director of Public Works & Utilities, the city engineer, and the director of planning and/or other

parties as designated by the city manager.”

SECTION 32. Section 17.12.070 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Requirements of applicants for special service.  Application for special service
shall be made in the same manner as required for standard service and shall, in addition, conform
to the following requirements:

@) Private Fire Service Connections. Applications for private fire service connections

contemplated be completed and returned to the Director of Public Works & Utilities or his

designee. The applicant shall be required to pay the entire cost of the installation, including the
connection to the main and necessary appurtenances. All new private fire service connections

with the exception of the so-called "dry-type” may be metered and e require or be exempted

from the installation of a double check detector check valve backflow preventer as determined by

the Director of Public Works & Utilities or his designee. Such facilities exempted from the

requirement for a detector meter shall be equipped with a double check valve backflow preventer

subject to the material and outlet specifications outlined in section 21.12.160. All materials and

appurtenances shall be approved by the department;. and-aH-fire-service-Hnes-must-be-provided
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ire: The shutoff valve

installed at the water main shall be under the exclusive control of the department. All fire service
lines shall be used exclusively for extinguishment of fires and no connection for any other use
may be attached thereto. All installations of fire service connections shall be accomplished in
such manner as shall be approved by the department. In the event a main extension is required
for private fire service connection, the cost of the same shall be borne by the applicant subject to
the provisions of Section 17.12.270.

(b) Miscellaneous Special Service. All miscellaneous special service shall be installed
and maintained at the sole cost of the applicant and an advance of the estimated costs of
installation shall be required as a condition precedent to the granting of the application. The

billing for such service shall be as determined by the Director of Public Works & Utilities”.

SECTION 33. Section 17.12.095 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Authority to collect fees, taxes and charges for other governmental entities. In
addition to the rates and charges set forth in this chapter, the director of water utilities and water
pollution control, subject to the approval of the city council, shall have the authority to add to
the bill of each customer the appropriate assessment of such water protection fees, taxes, and
other fees and charges as the department is required to collect for or pay to any other
governmental entity.”

SECTION 34. Section 17.12.100 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Rendering and payment of bills--Delinquent accounts. (a) All water bills shall be

paid at the office of the treasury division of the city or at such other places designated by the city
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treasurer. The Director of Public Works & Utilities shall render bills for water service charges to

all flat rate residential customers or the owners of record of property connected to the water
system. Bills so rendered shall include a charge for each month the premises were connected to
the water system without regard to whether the premises were occupied or unoccupied during all
or part of the billing period. All water bins rendered in accordance with the regular schedule of
meter rates and flat rates are due and payable when rendered and shall be deemed delinquent if
not paid on or before twenty-five days thereafter.

(b) A delinquency and termination notice shall be issued five days after a bill is
delinquent. The delinquency and termination notice shall provide the customer of record with
the following information:

(¢D) The amount due on the unpaid balance plus interest;

2 The customer's right to a hearing before the department;

3) Notice that service will be terminated in five days if the bill remains unpaid.

If the customer of record is not the occupant where water service is provided then the
department shall provide similar notice to the occupant. The request for a hearing must be no
later than three working days before the date of discontinuance. Such hearings shall be
conducted by one or more of the following persons: director—of-water and-sewer Director of

Public Works & Utilities, assistant to the director, customer service manager, customer services

supervisor, or such other representative of similar management grade as may be appointed by the

director-of water and-sewer Director of Public Works & Utilities. The department is authorized

to discontinue and disconnect water service for any customer who is delinquent in the payment

of bills. Customers are responsible for furnishing the department with their correct addresses for
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billing purposes. Until paid, flat rate delinquent bills shall constitute a lien against the property
served and collected in the same manner as other special assessments are collected.”

SECTION 35. Section 17.12.180 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Private service line leaks.

@ Water leaks in private water service lines are declared to be a public nuisance
which must be repaired according to the terms of this section. It is unlawful for any water
customer and/or occupant of private property to fail to repair a service line leak upon proper
notice to do so.

(b) Upon discovery of a leak in a private water service line the water and-sewer

Public Works & Utilities department shall serve a notice to repair the leak within seven days of

the date on the notice. Such notice shall be served upon the water customer or occupant
personally or by registered mail. Failure to repair the leak within seven days as directed will
result in the disconnection of water service. Service shall not be reconnected until the leak is
repaired and a disconnect/reconnect fee has been paid. Any person wishing to contest the notice
of repair has the right to a hearing before the department. Such hearing must be requested in
writing and the request must be received no later than three working days prior to the seven-day
deadline for repair.

(c) The waterand-sewer Director of Public Works & Utilities department has the right

to disconnect water service without notice if a leak has been discovered and (1) the water is
flowing beyond the private property line in such a way that a hazard to public safety exists; or (2)
a water emergency has been declared pursuant to Section 17.14.020. A notice of disconnection

shall be left at the property. In addition, a notice of repair shall be given according to the

-39-

94



requirements of subsection (b). Service shall not be reconnected until the leak has been repaired.
However, no disconnect/reconnect fee will be charged for disconnection pursuant to this
subsection.

(d) Failure to repair a water leak in a private water service line as required herein
shall not be a criminal violation of the city code.”

SECTION 36. Section 17.12.250 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Only authorized persons permitted to shut off or turn on city water.

It is unlawful for any person, other than an authorized representative of the water
department or of the fire department of the city, to shut off or turn on water from any part of the
city's waterworks system, including fire hydrants; provided however, that nothing in this section

contained shall be construed as prohibiting master plumbers plumbing certificate holders, duly

licensed under this Code or other ordinance of the city, from turning on or shutting off water

service if such is necessary in the course of the work in which they are engaged or as required in

the event of an emergency.

SECTION 37. Section 17.12.255 of the Code of the City of Wichita, Kansas, is created
to read as follows:

“Irrigation connections to the water meter service.

()] Dedicated irrigation water meters shall have a shut-off/isolation valve

downstream of the water meter and before the backflow prevention valve installed 36” below

grade. Using the Water Utility meter angle valve as the shut-off/isolation valve for a sprinkler

system shall be prohibited and tampering with water meter connections is expressly prohibited.

Composition of the shut-off valve should be of brass/bronze or ductile iron material. The shut-
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off/isolation valve may be located in the public right of way so long as it is not installed within

18” of the water meter vault, is located after the water meter pig tail, and the outgoing side of the

shut-off/isolation valve is point toward the owner’s property. Any other installation method shall

not be allowed without the prior approval of the director of water utilities or his/her designee.

(b) Service connections to the water meter service shall be installed after the services

pigtail on the consumer line connection.”

SECTION 38. Section 17.12.260 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:

“Authority to refuse to deliver water when contamination of supply may result.

The water department, pursuant to the provisions of General-Statutes—1949,Section

K.S.A. 65-163(a) and amendments thereof, may refuse to deliver water to any premises whereon

any condition exists which might lead to the contamination of the public water supply and may
continue to refuse such delivery of water to any such premises until such condition is remedied.”
SECTION 39. Section 17.12.300 of the Code of the City of Wichita, Kansas, is hereby
amended to read as follows:
“Same--Plans for extensions or enlargements to be submitted to planning
department and city engineer.

In instances where he deems it necessary, the director-ef-water Director of Public Works

& Utilities shall, before ordering any main extension or other enlargement of the city waterworks
system, first submit plans therefor to the Wichita-Sedgwick County metropolitan area planning
department for review and comment concerning the effort on contemplated future street,
highway and other public improvements and to the city engineer for the establishment of the

proper grade and location for the proposed installations which will conform to and avoid
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interferences with existing and future planned curbs, streets and drainage, and sewer facilities in
the area.”

SECTION 40. Section 17.12.330 of the Code of the City of Wichita, Kansas, is
hereby amended to read as follows:

“Rules and regulations. The director-of-water Director of Public Works & Utilities

is authorized to promulgate such rules and regulations as shall be reasonably necessary to carry
out the provisions of this chapter according to its terms and intent.”

SECTION 41. The originals of Sections 17.08.010, 17.08.015, 17.08.016, 17.08.017,
17.08.020, 17.08.030, 17.08.040, 17.08.050, 17.08.060, 17.12.010, 17.12.030, 17,.12.040,
17.12.050, 17.12.060, 17.12.065, 17.12.070, 17.12.095, 17.12.100, 17.12.180, 17.12.250,
17.12.270, 17.12.300, 17.12.330 and Chapter 21.12 of the Code of the City of Wichita, Kansas,
are hereby repealed.

SECTION 42. This ordinance shall be included in the Code of the City of Wichita,
Kansas, and shall be effective upon its passage and publication once in the official city paper.

PASSED by the governing body of the City of Wichita, Kansas, this day of

, 2012.

Carl Brewer, Mayor
ATTEST:

Karen Sublett, City Clerk

Approved as to Form:

Gary E. Rebenstorf
Director of Law
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Agenda Item No. V-2

City of Wichita
City Council Meeting
December 4, 2012

TO: Mayor and City Council

SUBJECT: Joint Policy Resolution Wichita-Sedgwick County Unified Building and Trade
Code

INITIATED BY: Department of Law

AGENDA: New Business

Recommendation: Adopt the ordinances and the unified code.

Background: In 2011, the City of Wichita and Sedgwick County reviewed its code enforcement
operations for consolidation opportunities. A design team comprised of internal and external stakeholders
was tasked with identifying potential areas of consolidation and making recommendations for the merger
of City and County code enforcement departments. Recommendations included the consolidation of
building and trade codes. The design team’s recommendations were presented during a joint City Council
and Board of County Commissioners meeting on November 2, 2011. Following this meeting an
implementation team of City and County employees began work on implementing the recommendations
contained in the design team report.

On August 14, 2012 City Council approved a joint policy resolution that established the framework for
the creation of a joint code enforcement entity and authorized the exchange of services between the City
of Wichita and Sedgwick County.

Analysis: The Unified Building and Trade Code consolidates Building, Mechanical, Structural,
Electrical, Fuel and Gas, and Plumbing Codes previously adopted by the City of Wichita and Sedgwick
County into a combined code for building plan review. The code also consolidates trade boards, creates
licensing and examination standards, provides jurisdiction of enforcement and establishes fines.
Approving the joint policy resolution and adopting the code is consistent with the design team’s
recommendation to consolidate building and trade codes. Contractors and tradespeople will benefit from
a combined set of building and trade codes that regulate their work. Although the City of Wichita and
Sedgwick County have merged building and trade code related functions, there remain situations that
require amendments to the code that only apply in the City or the County. The Unified Building and
Trade Code allows each jurisdiction to adopt and maintain amendments to the code that only apply in the
adopting jurisdiction.

The code has been presented to the design team, the Wichita Area Builders Association, representatives
of the commercial builders and other trade groups. Each of these groups expressed support for the
unification of building and trade codes. The Board of County Commissioners approved the joint
resolution during its November 21, 2012 meeting.

Financial Considerations: There are no financial considerations associated with the joint resolution.

Legal Considerations: The joint resolution, ordinances, and unified code have been approved as to
form by the Law Department.

Recommendation/Action: It is recommended the City Council approve the Joint Policy Resolution and
place the ordinances which adopts the unified code on second reading.

Attachments: Joint Policy Resolution, ordinances, unified code.
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ARTICLE 1:

Section:

ARTICLE 2:

Section:

WICHITA/SEDGWICK COUNTY

UNIFIED BUILDING AND TRADE CODES

GENERAL PROVISIONS

1 GENERAL PROVISIONS

2. LICENSING & PERMIT FEES

a) Re-inspections
b) Substantiation of Vauation
C) Change of Contractor

d) Specia Approval for Permits Required in Certain
Hydrogeologic Areas

3. ENFORCEMENT
4. CONTRACTORS - GENERAL

a) Established Place of Business Required
b) Marking of Vehicles

C) Insurance Requirements
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S. BOARD OF APPEALS - GENERAL RULES
AND REGULATIONS

6. APPEALS FROM BOARD DECISIONS

BUILDING CODE
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Contractors

International Building Code

International Existing Building Code

International Residential Code

Parking Lot Striping Standards and Enforcement
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ARTICLE 3: UNIFORM PLUMBING CODE

Section: A. Board of Appeals of Plumbers and Gas Fitters

1. Uniform Plumbing Code
2. Prefabricated Assemblies
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National Electrical Code
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WICHITA-SEDGWICK COUNTY

UNIFIED BUILDING AND TRADE CODE

ARTICLE I: GENERAL PROVISIONS

A. TITLE

The official title of this document shall be the “Wichita-Sedgwick County Unified
Building and Trade Code.” It may be referred to throughout this document as
“this Code.”

B. AUTHORITY

This Code is adopted under the specific authority of K.S.A. 12-741, et seq., as
amended, and is intended to exercise broadly the powers granted to the City and
County thereunder.

C. PURPOSE

This Code shall cover the administration and enforcement of the regulations of the
national codes specifically referenced herein and as adopted by the City and
County from time to time. This Code in intended to establish the minimum
requirements to safeguard the public health, safety and general welfare through
regulating and controlling the design, construction, installation, quality of
materias, location, operation and maintenance of the various building and trade
processes.

D. JURISDICTION

This Code shall apply within the City of Wichita and Sedgwick County, except in
those areas lying within the corporate limits of incorporated cities other than the
City of Wichita. Incorporated cities located within Sedgwick County, other than
the City of Wichita, shall have the right to “opt-in” and have the provisions of this
Code applicable to its jurisdiction. In the event any incorporated city elects to
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opt-in, it shall be included within the definition of the Sedgwick County
Jurisdiction.

"Wichita Jurisdiction” means the defined area of the incorporated limits of the
City of Wichita, Kansas.

"Sedgwick County Jurisdiction” means the unincorporated area of Sedgwick
County, Kansas; and those second and third class cities located within Sedgwick
County that by action of their governing bodies have officially adopted this Code,
regulations and standards in the same form and that have entered into separate
agreements with Sedgwick County providing for enforcement of this Code within
their municipa boundaries.

E. EFFECT OF THIS CODE

Although portions of this Code will be jointly administered and it is the intent of
the City and County to adopt and maintain it in substantialy identical form, it
shall, where appropriate, be considered the individual enactment of the City of
Wichita or of Sedgwick County, as applicable. If either the City of County fails
to adopt this Code or amends or repeals it while the other adopts it and maintains
it in force, it shall be valid within the jurisdiction that adopted and maintained it,
notwithstanding its standing in the other jurisdiction.

F. SEVERABILITY

If any section, subsection, sentence, clause, phrase or portion of this Code is for
any reason held invalid or unconstitutional by any court of competent jurisdiction,
such portions shall be deemed separate, distinct and independent provisions and
such holding shall not affect the validity of the remaining portions of this Code.
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Article 1, Section 2 —Licensing and Permit Fees
TABLE A -CITY/COUNTY LICENSE FEES

CITY LICENSE FEES 2 COUNTY LICENSE FEES 2 COMBINED
YRS. YRS. | LICENSE FEES—-
2YRS.
CLASS A $800 | CLASSA $300 | $1,100
CLASSB $400 | CLASSB $250 | $ 650
CLASS C — Residentia $300 | CLASSC $200 | $ 500
CLASSD — Residentia Maint. $120 | CLASSS $200 [ $ 320
ROOFING & SIDING $120 | ROOFING/SIDING $200 [ $ 320
SIDING $120 | TOWER $200 | $ 320
ROOFING $120 | MANUFACTURED HOME $200 | $ 320
SWIMMING POOL $120 | SWIMMING POOL $200 [ $ 320
WRECKING $120 | WRECKING $200 [ $ 320
FIRE SPRINKLER INSTALLER $120 | FIRE SPRINKLER SYSTEM $200 | $ 320
TRADE LICENSE FEES THROUGH 12/31/13
ELECTRICAL LICENSES
LICENSE CITY COUNTY
FEE FEE
Electrical $100.00 per year $200.00/ 2 years
Elevator $100.00 per year $200.00/ 2 years
Handicapped Accessibility $100.00 per year $200.00/ 2 years
MECHANICAL LICENSES
LICENSE CITY COUNTY
FEE FEE
Air Conditioning & Heating $100.00 per year $200.00/ 2 years
Fire Suppression System Installer $100.00 per year $200.00/ 2 years
Refrigeration $100.00 per year $200.00/ 2 years
Solid Fuel $100.00 per year $200.00/ 2 years
Sheet Metd $100.00 per year $200.00/ 2 years
Solar Heat $100.00 per year $200.00/ 2 years
PLUMBING LICENSES
LICENSE CITY COUNTY
FEE FEE
Drain Cleaner $100.00 per year $200.00/ 2 years
Drain Layer $100.00 per year $200.00/ 2 years
Fire Sprinkler $100.00 per year $200.00/ 2 years
Gas Fitter $100.00 per year $200.00/ 2 years
Lawn Irrigation $100.00 per year $200.00/ 2 years
Plumbing $100.00 per year $200.00/ 2 years
Water Conditioner $100.00 per year $200.00/ 2 years
3
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TABLEB-CITY'SCOMMERCIAL BUILDING PERMIT FEES

Total Valuation Fee

$1.00 to $1,000.00 $40.00

$1001.00 to $40.00 for the first $1,000.00 plus $3.00 for each additional $100.00, or
$2,000.00 fraction thereof, to and including $2,000.00

$2,001.00 to $70.00 for thefirst $2,000.00 plus $11.00 for each additional $1,000.00,
$40,000.00 or fraction thereof, to and including $40,000.00

$40,001.00 to $488.00 for the first $40,000.00 plus $9.00 for each additional
$100,000.00 $1,000.00, or fraction thereof, to and including $ 100,000.00
$100,001.00 to $1,028.00 for the first $100,000.00 plus $7.00 for each additional
$500,000.00 $1,000.00, or fraction thereof, to and including $500,000.00
$500,001.00 to $3,828.00 for the first $500,000.00 plus $5.00 for each additional
$1,000,000.00 $1,000.00, or fraction thereof, to and including $1,000,000.00
$1,000,001.00 to $6,328.00 for the first $1,000,000.00 plus $3.00 for each additional
$5,000,000.00 $1,000.00, or fraction thereof to and including $5,000,000.00.
$5,000,001.00 and up | $18,328.00 for the first $5,000,000.00 plus $2.25 for each additional

$1,000.00 or fraction thereof.

Note: The above outlined Table B fee structure may be adjusted from time to time per the
provisions of the City of Wichita Resolution No. R-95-560, adopted by the Wichita City Council

on December 12, 1995.
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TABLE C - SEDGWICK COUNTY BUILDING PERMIT FEES

TOTAL VALUATION-$

$1- 500

$501 — 600

$601 — 700

$701 - 800

$801 — 900
$901- 1,000
$1,001 - 1,100
$1,101 - 1,200
$1,201 - 1,300
$1,301 - 1,400
$1,401 - 1,500
$1,5001 - 1,600
$1,6001 - 1,700
$1,701 - 1,800
$1,801 - 1,900
$1,901 - 2,000
$2,001 - 3,000
$3,001 - 4,000
$4,001 - 5,000
$5,001 - 6,000
$6,001 - 7,000
$7,001 - 8,000
$8,001 - 9,000
$9,001 - 10,000
$10,001 - 11,000
$11,001 - 12,000
$12,001 - 13,000
$13,001 - 14,000
$14,001 - 15,000
$15,001 - 16,001
$16,001 - 17,000
$17,001 - 18,000
$18,001 - 19,000
$19,001 - 20,000
$20,001 - 21,000
$21,001 - 22,000
$22,001 - 23,000
$23,001 - 24,000
$24,001 - 25,000
$25,001 - 26,000
$26,001 - 27,000
$27,001 - 28,000
$28,001 - 29,000
$19,001 - 30,000
$30,001 - 31,001
$31,001 - 32,000
$32,001 - 33,000

FEE- $

$33.00
$35.50
$38.00
$40.50
$43.00
$45.50
$48.00
$50.50
$53.00
$55.50
$58.00
$60.50
$63.00
$65.50
$68.00
$70.50
$80.00
$89.50
$99.00
$108.50
$118.00
$127.50
$137.00
$146.50
$156.00
$165.50
$175.00
$184.50
$194.00
$203.50
$213.00
$222.50
$232.00
$241.00
$251.00
$260.50
$270.00
$279.00
$289.00
$296.00
$303.00
$310.00
$317.00
$324.00
$331.00
$338.00
$345.00

TOTAL VALUATION-$

$33,001 - 34,000
$34,001 - 35,000
$35,001 - 36,000
$36,001 - 37,000
$37,001 - 38,000
$38,001 - 39,000
$39,001 - 40,000
$40,001 - 41,000
$41,001 - 42,000
$42,001 - 43,000
$43,001 - 44,000
$44,001 - 45,000
$45,001 - 46,000
$46,001 - 47,000
$47,001 - 48,000
$48,001 - 49,000
$49,001 - 50,000
$50,001 - 51,000
$51,001 - 52,000
$52,001 - 53,000
$53,001 - 54,000
$54,001 - 55,000
$55,001 - 56,000
$56,001 - 57,000
$57,001 - 58,000
$58,001 - 59,000
$59,001 - 60,000
$60,001 - 61,000
$61,001 - 62,000
$62,001 - 63,000
$63,001 - 64,000
$64,001 - 65,000
$65,001 - 66,000
$66,001 - 67,000
$67,001 - 68,000
$68,001 - 69,000
$69,001 - 70,000
$70,001 - 71,000
$71,001 - 72,000
$72,001 - 73,000
$73,001 - 74,000
$74,001 - 75,000
$75,001 - 76,000
$76,001 - 77,000
$77,001 - 78,000
$78,001 - 79,000
$79,001 - 80,000

126

FEE- $
$353.00
$359.00
$366.00
$373.00
$380.00
$387.00
$394.00
$401.00
$408.00
$415.00
$422.00
$429.00
$436.00
$443.00
$450.00
$457.00
$464.00
$469.00
$474.00
$479.00
$484.00
$489.00
$494.00
$499.00
$504.00
$509.00
$514.00
$519.00
$524.00
$529.00
$534.00
$539.00
$544.00
$549.00
$554.00
$559.00
$564.00
$569.00
$574.00
$579.00
$584.00
$598.00
$594.00
$599.00
$604.00
$609.00
$614.00
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$80,001 - 81,000 $619.00

$81,001 - 82,000 $624.00 $714.00 FOR THE FIRST $100,000 PLUS
$82,001 - 83,000 $629.00 $4.00 FOR EACH ADDITIONAL $1,000 OR
$83,001 - 84,000 $634.00 FRACTION THEREOF UP TO & INCLUDING
$84,001 - 85,000 $639.00 $500,000

$85,001 - 86,000 $644.00

$86,001 - 87,000 $649.00 $2,299.00 FOR THE FIRST $500,000 PLUS
$87,001 - 88,000 $654.00 $3.50 FOR EACH ADDITIONAL $1,000 OR
$88,001 - 89,000 $659.00 FRACTION THEREOF UP TO & INCLUDING
$89,001 - 90,000 $664.00 $1,000,000

$90,001 - 91,000 $669.00

$91,001 - 92,000 $674.00 $4,049.00 FOR THE FIRST $1,000,000
$92,001 - 93,000 $679.00 PLUS $2.50 FOR EACH ADDITIONAL
$92,001 - 94,001 $684.00 $1,000 OR FRACTON THEREOF

$94,001 - 95,000 $689.00

$95,001 - 96,001 $694.00 $15.00 PERMIT ISSUANCE FEE 1S

$96,001 - 97,000 $699.00 INCLUDED IN THE ABOVE TABLE FEES.
$97,001 - 98,000 $704.00

$98,001 - 99,000 $709.00 PLAN REVIEW TO BE CALCULATED
$99,001 - 100,000 $714.00 AT 65% OF PERMIT FEE.

In the Sedgwick County jurisdiction, the permit fees for one- and two family new dwellings shall
be in accordance with the fee schedule set at fifteen cents ($0.15) per-square-foot value for
unfinished area and nineteen cents ($0.19) per-square-foot value for finished area. The nineteen
cents ($0.19) per-square-foot vauation is inclusive of al permitting costs for electrica,
mechanica & plumbing installed in such new dwellings.
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TABLE D - OTHER INSPECTIONSAND FEES:

1. Inspections outside of normal business hours $60.00 per hour
(Minimum charge—two hours)

2. Reinspection fees $50.00

3. Inspections for which no fee is specifically $40.00 per hour
indicated (Minimum charge—one-half hour)

4. Plan review 55% of the building permit fee

5. Additional plan review required by significant $40.00 per hour
floor plan modifications or other major changes to
the plans (Minimum charge—one-half hour)

6. For use of outside consultants for plan checking Actual Costs (Actua costs include
and inspections, or both administrative and overhead costs)

7. Conditional building permit issuance (Minimum Additional 25% of plan review fee
charge: $50.00)

8. Progress print submittal fee (No additional charge | Additiona 50% of plan review fee
for conditional permit)

9. Change of Contractor (Minimum charge $40.00) 10% of original building permit fee
(See Section 18.08.030 of the City Code)

10. | Replacement of Inspection Record Card $15.00

11. | Certification of Occupancy letters—charge for $40.00 per hour
research with a $20.00 per address minimum

12. | Change of Address Processing Fee $35.00

13. | Federal Flood Plain Application Processing Fee $15.00

14. | Location permit $25.00

TABLE E - GRADING FEES/GRADING PLAN REVIEW FEES

50 cubic yards (38.2 m°) or less No Fee
51 to 100 cubic yards (40 m° to 76 $25.00
101 to 1,000 cubic yards (77.2 m® to 764.6 m°) $40.00
1,001 to 10,000 cubic yards (765.3 m® to 7645 $50.00

m°)

10,001 to 100,000 cubic yards (7646.3 m° to 76
455 m°)

$50.00 for the first 10,000 cubic yards (7645.5
m?), plus $25.00 for each additional 10,000 cubic
yards (7645.5 m°) or fraction thereof.

100,001 to 200,000 cubic yards (76 456 m° to 152
911m®)

$275.00 for the first 100,000 cubic yards (7645.5
m?>), plus $13.00 for each additional 10,000 cubic
yards (7645.5 m°) or fraction thereof.

200,001 cubic yards (152 912 m°) or more

$405.00 for the first 200,000 cubic yards (152
911 m®), plus $7.00 for each additional 10,000
cubic yards (7645.5 m°) or fraction thereof.

Other Fees:

Additional plan review required by significant
changes to the approved plans

$40.00 per hour.
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TABLE F - GRADING PERMIT FEES

50 cubic yards (38.2 m°) or less

$25.00

51 to 100 cubic yards (40 m° to 76.5 m"°)

$40.00

101 to 1,000 cubic yards (77.2 m° to 764.6 m°)

$40.00 for the first 100 cubic yards (76.5 m°) plus
$18.00 for each additional 100 cubic yards (76.5
m?>) or fraction thereof.

1,(3)01 to 10,000 cubic yards (765.3 m® to 7645.5
m)

$202.00 for the first 1,000 cubic yards (746.6
m?>), plus $15.00 for each additional 1,000 cubic
yards (746.6 m®) or fraction thereof.

10,001 to 100,000 cubic yards (7646.3 m® to 76
455 m3)

$337.00 for thefirst 10,000 cubic yards (7645.5
m?>), plus $66.00 for each additional 10,000 cubic
yards (7645.5 m°) or fraction thereof.

100,001 cubic yards (76 456 m>) or more

$931.00 for the first 100,000 cubic yards (7645.5
m?), plus $37.00 for each additional 10,000 cubic
yards (7645.5 m°) or fraction thereof.

Other Inspections and Fees:

See Table D above.

TABLE G—WRECKING PERMITS

Detached accessory structures:

Without water, sewer, gas or metered electrical service

1,000 square feet or less | $20.00
Other buildings

1,000 square feet or less $40.00
For each additional 1,000 square feet or fraction thereof $20.00
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TABLE H—MISCELLANEOUS

Air Supported Structures

1,000 square feet or lessin floor area $ 85.00
For each additional 1,000 square feet or fraction thereof $ 10.00
Applications for moving permit $ 40.00
Moving permits $100.00

Tents (in thejurisdiction of the City of Wichita):
(No building permit isrequired for tents of 200 square feet or lessin size)

1,000 square feet or fraction thereof $ 85.00
For each additional 1,000 square feet or fraction thereof $ 10.00
Tents (in thejurisdiction of Sedgwick County):

Sedgwick County Fire Dept. #1 issues these per mits. $ 35.00
Parking L ots:

(Plan review fee assessed per Table D - Other Inspections and Fees)

Each permit issuance $ 25.00
Additional charge per parking space $ 200

Automatic Sprinkler Systems and Standpipes:
(Permit issued as a plumbing per mit)

Each permit issuance $ 25.00

Total valuation per $1,000 or fraction thereof $ 18.00

Plan review fee:
(fee assessed per Table D — Other Inspections and Fees)

Towers, tanks, communications structures, wind generators and structures not specified above
shall be taken on avaluation basis for issuance of the building permit.

Article 1, Sec. 2 (a) - Re-inspections.

Re-inspections. A re-inspection fee may be assessed for each inspection or re-inspection when
any portion of the work for which the inspection is called for is not complete or when corrections
called for are not made. This section is not to be interpreted to require fees the first time ajob is
rejected for failure to comply with this code. However, fees may be assessed for inspections
called before the job is ready for such inspections.

Re-inspection fees may be assessed when the inspection record card is not posted or otherwise
available on the work site, the required construction documents are not readily available to the
inspector or for failing to provide access at the time, when the inspection was requested. In order
to obtain a re-inspection, the applicant shall pay a fee of $30.00 and request re-inspection of the
job. When re-inspection fees have been assessed, no additional inspection of the job will be
performed until the required fees have been paid.
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Article 1, Sec. 2 (b) - Substantiation of valuation.

The building officia shall, when deemed necessary, may require reasonable
substantiation of valuation stated in any application for permit or any other form that may be
prescribed.

Permit fees required by other sections of this Code for mechanical, plumbing and
electrical installations necessary to the proper function of the building shall be in addition to the
fees required by this section.

Article 1, Sec. 2 (c) - Change of contractor.

In the event a contractor does not complete work for which avalid permit has been issued
and he no longer holds a valid contract for the work, a second permit must be obtained by a
contractor to complete the balance of the work. A fee shal be charged for the second permit that
is ten percent of the original permit fee, but in no case less than the minimum fee for a building
permit. Building permits are nontransferable.

Articlel, Sec. 2 (d) - Special approval for permitsrequired in certain hydrogeologic ar eas.
ThisArticle 1, Sec. 2 (d) only appliesin thejurisdiction of the City of Wichita.

In those areas of the city having a high ground water table, which areas are not served by
an approved water course or storm sewer for surface water disposal, building permit applications
require a specia approval by the building official.

The application, in addition to providing the information required on the standard
application form, shall indicate the lowest floor elevation of the proposed building, whether
groundwater may be required to be pumped as a matter of waterproofing below-grade structure
and, if so, the manner of water disposal.

Topographic and groundwater elevations for reference purposes are shown on the most
current Hydrogeologic Map of Sedgwick County, Kansas, prepared by the State Geological
Survey of Kansas.

TABLE | - Uniform Plumbing Code — City Per mit Fees

Issuance of Permit $25.00
Minimum Permit Fee $40.00
Waste Openings $ 5.00
Reconnect Moved Building $12.00
Backflow Device $ 5.00
Interior Rainwater Drain $ 5.00
Gas Meter Loop/Pressure Test $ 5.00
Gas Opening/Pressure Test $ 5.00
Water Service New or Replacement $ 5.00
10
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Water Service (per mobile home) $ 5.00
Water Heater New or Replacement $ 5.00
Lawn Sprinkler $10.00
Fire Sprinklers (valuations) $18.00 per thousand
Stand Pipes (number of risers) $36.00
Water Conditioner $ 5.00
Medical Gas $ 5.00
Miscellaneous $ 5.00

TABLE J — County Plumbing Permit Fees

Waste Openings Each
Bathtub $3.50
Dishwasher $3.50
Drinking Fountain $3.50
Floor Drain $3.50
Garbage Disposal $3.50
Lavatories $3.50
Mud or Oil Trap $3.50
Sump Pump $3.50
Sinks, Kitchen $3.50
Sinks Service $3.50
Urinas $3.50
Washing Machine $3.50
Water Closets $3.50
Miscellaneous $3.50
Gas Connection (Mobile Home) $10.00
Gas Meter Loops $10.00
Gas Outlets $10.00
Hydronic Piping $10.00
Water Heater or Vents $10.00
Repair $10.00
Mobile Home Sewer & Building Sewer $10.00
Lawn Sprinkler System $10.00
Miscellaneous $10.00
Permit Issuance Fee $25.00
Draft 11/14/12
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Provided, however, permit fees for one and two-family dwellings shall be established in
accordance with the fee schedule set forth at Table B of this Code. The valuation used to
determine the amount of the permit fee to be used in relation to Table B of this Code shall be
seven percent of the total evaluation of a one or two-family dwelling as determined by the
Director under authority of Section 107.1 of the Uniform Building Code. Payment shall be made
by the general contractor at the time a building permit isissued.

A separate plumbing permit is required if work requiring a permit and inspection as defined in
this Code is begun more than one hundred and eighty days from the date of the issuance of the
building permit.

Expiration. Every permit issued by the Director under the provisions of this Code shall expire by
limitation and become null and void if the work authorized by such permit is not commenced
within one hundred eighty days from the date of such permit, or if work authorized by such
permit is suspended or abandoned at any time after the work is commenced for a period of one
hundred eighty days, or one hundred eighty days have expired since an inspection was requested
and such inspection was approved by the building official. Provided, that the building official
may authorize the refunding of any fee paid hereunder which was erroneously paid or collected
and may authorize the refunding of not more than eighty percent of the permit fee paid when no
work has been done under a permit issued in accordance with this Code. No refund shall be paid
except upon written application filed by the original permittee not later than one hundred eighty
days after the date of fee payment.

TABLE K - Electrical permit required—City Feeslisted.

Ordinary Branch Circuits On New Construction or Remodeling:
120 valt circuits, each $2.00
277 volt circuits, each $2.25
Heating appliances |ess than 4500 watts, each $3.00
Light fixtures or lamp holders, each $0.75
Motors:
1 HP or smaller, each $5.00
Over 1 HP, each $7.00
Water well motor, each $7.00
Special Circuitsand Additions:
Electric ranges and all heating devices over 4500 watts, each $9.00
Hot tubs/sauna, each $15.00
Clothes dryers, each $9.00
12
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Specia power outlets, or feeder circuits, each $10.00
Signs, each circuit $7.00
Outlets added to existing circuits $0.75
Transformers, each $12.00
Services:

480 volts or less:

100 amperes or less, per meter $12.00
each additional ampere $0.06

Construction service, per meter $15.00
Re-inspection—Discontinued service, per meter $12.00

Over 480 volts:

Each service entrance $75.00
Construction service $30.00
Miscellaneous $15.00
Per mit Issuance Fee $25.00

Provided aso that electrica work done in conjunction with a building project covered by a
building permit for a one- or two-family dwelling new construction, repair, remodel or addition
is covered and permitted under the authority granted by the building permit and does not require
a separate electrical permit. A separate electrical permit is required if a water well motor is
installed or will be installed.

A separate electrical permit is required if work requiring a permit and inspection as defined in
this Code is begun more than one hundred eighty (180) days from the date of the issuance of the
building permit.

A separate electrical permit shall be required for each building or structure, or each tenant space
with an electric meter, and anytime a separate el ectric meter isinstalled.

Exception: One- and two-family dwellings or multi-family dwellings when such dwelling
units are not individually owned.

Any person who installs any electrical wiring for which a permit and inspection are required, or
fails to report the same as ready for inspection when such work is completed, shall pay a specid
permit fee of double the amount of the permit issuance as listed above.

Where extra inspections are made because of faulty installation, no access or means provided to
perform the inspection or failure to make necessary repars, a fee established by the
Superintendent of Central Inspection to cover the administrative costs may be charged for each
inspection.
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TABLE L —County Electrical Fees

Authorized Work Each
CIRCUITS | 1st, 2nd, 3rd, 4th, 5" 1.75
6th to 20th Inclusive 0.60
All over 20 0.30
Heating Appliances L essthan 4500 W 175
SPECIAL Range or 3.00
CIRCUITS | Heat Device | -5 2nd.3rd,or 4th
AND ADDN'S 4500 W or All over 4 175
Over
ClothesDryer | 1«, 2nd, 3rd, or 4th 3.00
All over 4 175
Special Power Outlet or Feeder Circuit 3.00
Sign, Per Circuit 175
Outlets Added to Existing Circuits, 0.25
or other Miscellaneous Wiring
FIXTURES Light Fixturesor Lampholding Devices 0.25
MOTORS 1Hp. Or Less 1.25
AIRCOND. "5y 61 Hp. To 10 Hp. Inclusive 175
Over 10 Hp. To 25 Hp. Inclusive 3.50
Over 25 Hp. To 50 Hp. Inclusive 5.75
Over 50 Hp. 12.00
SERVICE 480 Voltsor Residential | Per Meter 2.25
Less (100 Ampsor Less)

NEW Each Additional Amp 0.02
gggx: gE Commercial | Per Meter 2.25
CHANGE (100 Ampsor Less)

Each Additional Amp 0.02
Over 480 Volts Each Service Entrance 30.00
Construction Service 6.00
Reconnect Service (Service Had Been Turned Off) 6.00
Miscellaneous 6.00
Permit | ssuance Fee 25.00
Re-inspection Fee ( $30.00 min. / $30.00 Per Hour)
Special Permit Fee (2 X Scheduled)
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TABLE M - Elevator Fee Per mits.

New I nstallations;

Passenger or Freight Elevator, Escalator, or Moving Walk

Up to and including $125

$40,000 valuation

Over $40,000 $125 plus $2 for each $1,000 or Fraction thereof over $40,000
valuation

Dumbwaiter, Private Residence Elevator, and Handicap Lifting Equipment

Up to and including $50

$10,000 valuation

Over $10,000 $50 plus $1.50 for each $1,000 for Fraction thereof over $10,000
valuation

Alterations & Repairs:

Total Vauation Fee

$1.00 to $500.00 $25.00

$501.00 to $2,000.00 | $25.00 for the first $500.00 plus $2.00 for each additional $100.00, or
fraction thereof, to and including $2,000.00

$2,001.00 to $55.00 for the first $2,000.00 plus $9.00 for each additional $1,000.00, or

$25,000.00 fraction thereof, to and including $25,000.00

$25,001.00 to $262.00 for the first $25,000.00 plus $6.50 for each additional $1,000.00, or

$50,000.00 fraction thereof, to and including $50,000.00

$50,000.00 to $424.50 for the first $50,000.00 plus $4.50 for each additional $1,000.00, or

$100,000.00 fraction thereof, to and including $100,000.00

$100,001.00 to $649.50 for the first $100,000.00 plus $3.50 for each additional $1,000.00, or

$500,000.00 fraction thereof, to and including $500,000.00

$500,001.00 to $2,049.50 for the first $500,000.00 plus $3.00 for each additional $1,000.00,

$1,000,000.00 or fraction thereof, to and including $1,000,000.00

$1,000,001.00 and up | $3,549.50 for the first $1,000,000.00 plus $2.00 for each additional

$1,000.00 or fraction thereof

Annual Inspection Fees:

Fees for annual inspections as required by Article 4 of this Code.

Routine:

Each Elevator,
Escalator and Moving

$50.00
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Walk

Each Commercid
Dumbwaiter

$25.00

Each Commercial
Handicap Lifting
Equipment

$25.00

Safety Load Test:

Annual (per Elevator
or Escalator)

$50.00

Five Year (per
Traction Elevator)

$200.00 includes the annual fee for that year.

Any person who installs any elevators, handicapped accessibility lifts, dumbwaiters,
escalators or moving walks for which a permit and inspection are required and who fails to
obtain a permit prior to starting shall pay a specia permit fee of double the amount of the
permit issuance as listed above.

Where extra inspections are made because of detected code deficiencies requiring
correction or unable to obtain access to perform the inspection, a fee established by the
Superintendent of Central Inspection to cover the administrative costs may be charged for
each such inspection.

TABLE N - International Mechanical Code - Permit fees.

The fees for mechanical work shall be as indicated in the following schedule.

Mechanical Work Fees

Issuance of permit $25.00
Forced air furnace (2,000 cfm or less) $15.00
Forced air furnace (over 2,000 cfm) $20.00
Air handler (2,000 cfm or less) $15.00
Air handler (over 2,000 cfm) $20.00
Floor furnace $15.00
Wall heater $15.00
Room heater $15.00
Infrared heater $15.00
Unit heater $15.00
Tube heater $15.00
Air conditioner (5 ton or |ess) $12.00
Air conditioner (over 5 ton) $18.00
Cooling coil only $10.00
Refrigeration (50 HP or less) $15.00
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Refrigeration (greater than 50 HP) $20.00
Roof top: combination (2,000 cfm or less) $27.00
Roof top: heat only (2,000 cfm or less) $15.00
Roof top: cooling only (2,000 cfm or less) $15.00
Roof top: combination (over 2,000 cfm) $38.00
Roof top: heat only (over 2,000 cfm) $20.00
Roof top: cooling only (over 2,000 cfm) $18.00
Chiller/water tower $35.00
Boilers $20.00
VAV boxes/Fan coils/Fan terminals $ 7.50
Heat recovery unit $35.00
Incinerator/crematory $35.00
Any equipment/appliance not listed $ 7.50
Gas fireplace $15.00
Solid fuel fireplace $15.00
Pellet stove $15.00
Gas logs/inserts $15.00
Chimney liners $10.00
Type one hood $40.00
Type two hood $20.00
Fume hood $20.00
Paint booth $20.00
Spray booth $20.00
Exhaust fan @ duct (under 500 cfm) $10.00
Exhaust fan @ duct (over 500 cfm) $15.00
Exhaust and/or ventilation systems $35.00
Residentia dryer vent $15.00
Commercial dryer vent $30.00
Fire damper $ 1.00
Fire/smoke combination damper $ 3.00
Hydronic piping $15.00
Flue and/or vent connector $10.00
Fire suppression for hoods $15.00
Repairgaterations $10.00
Minimum fee $40.00
17

138

Draft 11/14/12




TABLE O — County Mechanical Permit Fees

Permit Fees Per For Installation, Replacement, Repair or Relocation Each
Section 304 U.M.C. of any Mechanical Equipment
Up to and including 100,000 BTU input $ 9.00
Over 100,000 BTU input $11.00
. . Any Floor Furnace $ 9.00
Heating Equipment Suspended, Wall or Floor Heater $ 9.00
Any Vent Not Included in Appliance Permit $ 4.50
Repair, Alter, or Addition to Any Appliance $ 9.00
Boiler — Compr essor Absor ption Sytem BTU
Boilers, Compressors 3HPor Less 100M or Less $ 9.00
Absorp:[ion Systems " | Over3inc. 15HP Over 100M Inc.  500M $16.50
Over 15Inc. 30 HP Over 500M Inc. 1,000M $22.50
Over 30 Inc. 50 HP Over 1,000M Inc. 1,750M $33.50
Over 50 Inc. Over 1,750 $56.00
Each Air Handling Unit to 10,000 CFM Including Ducts $ 6.50
Each Air Handling Unit over 10,000 CFM Including Ducts | $11.00
. . Each Evaporative Cooler $ 6.50
C;?g‘;g;ﬁ; Each Ventilation Fan Over 500 CFM s 450
Connected to Single Duct '
Each Ventilation System $ 6.50
Each Hood Served by Mechanical Exhaust $ 6.50
Domestic Type Incinerator $11.00
Hydronic Piping $10.00
Any Appliance or Piece of Equipment Regulated by This $ 6.50
Code — Where No Other Feeis Listed '
| ssuance Fee $25.00

A separate heating and air-conditioning permit is required if work requiring a permit and
inspection as defined in this Code is begun more than one hundred eighty (180) days from the
date of the issuance of the building permit.

Exception: Every permit issued by the building official under the provisions of this Code shall
expire by limitation and become null and void if the work authorized by such permit is not
commenced within one hundred eighty (180) days from the date of such permit, or if work
authorized by such permit is suspended or abandoned at any time after work is commenced for a
period of one hundred eighty (180) days, or one hundred eighty (180) days has elapsed since an
inspection as required in Section 107.1 of the International Mechanical Code, was requested and
such inspection was approved by the building official.
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Article 1, Section 3—ENFORCEMENT
Procedur e of Enfor cement.

Wichita Jurisdiction — All violations within the Wichita Jurisdiction shall be heard by the Judge
of Municipa Court.

Sedgwick County Jurisdiction — All violations within the Sedgwick County Jurisdiction shall
be heard by the Judge of County Court and shall follow the procedure and requirements of
Chapter 8, Code Enforcement, of the Sedgwick County Code, Sec. 8-1, et. seq., with the
exception of Sec. 8-5.

Violations.

(& Any person or entity violating any provisions of this Code shall be deemed guilty of an
unclassified misdemeanor and upon conviction of each violation thereof, shall be assessed a
fine according to the Schedul e of Fines set forth herein.

(b) “Violation of this Code” shall mean:

(1) Doing any act that is prohibited or made or declared unlawful, an offense or a violation of
this Code or by rule or regulation authorized by ordinance or resolution.

(2) Failure to perform an act that is required to be performed by this Code or by rule or
regulation authorized by ordinance or resolution.

(3) Failure to perform an act if the failure is declared unlawful, an offense or a violation of
this Code or by rule or regulation authorized by ordinance or resolution.

(c) The imposition of a fine does not prevent revocation or suspension of a license, certificate,
permit or franchise.

(d) Violations of this Code that are continuous with respect to time may be abated by injunctive
relief or other equitable relief. The imposition of afine does not prevent equitable relief.

(e) Violations of this Code that are continuous with respect to time shall be considered a separate
violation for each day the violation continues.

Schedule of Fines. The following Schedule of Fines for violations of this Code or by rule or
regulation authorized by ordinance or resolution, shall apply:
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(8 Not more than $500.00 nor less than $100.00 for each count upon afirst conviction.

(b) Not more than $1,000.00 nor less than $200.00 for each count upon a second conviction that
occurs within a 12-month period of the first conviction.

(c) Not more than $2,000.00 nor less than $500.00 for each count upon a third conviction that
occurs within a 12-month period of the second conviction.

(d) Not more than $2,000.00 nor less than $500.00 for each count upon each conviction that
occurs within a 12-month period of the third conviction.

Article 1, Section 4 — CONTRACTORS - GENERAL
Sec. 1.4(a) Licensed Contractors— Established Place of Business Required.

Every Licensed Contractor who has obtained a license as set forth in this Code shall have and
maintain an established place of business at a definite address and with hig/her registered
company name and license number displayed as it appears on hisher license. Licensed
Contractors operating out of their home must conform to the requirements set forth in Sec. 1V-E
of the Wichita-Sedgwick County Unified Zoning Code.

Sec. 1.4(b)  Licensed Contractors— Marking of Vehicles.

Any person, firm, or other legal entity required by this Code to obtain a Contractor's license shall
be subject to the following:

@ Vehicles used in performance of installations or service regulated under this Code shall
display contractors' permanent vehicle permit numbers. Such numbers shall be assigned by the
Metropolitan Area Building and Construction Department to a contractor duly licensed under the
provisions of this Code;

(b) Permanent vehicle permit numbers must be affixed to both sides of vehicle(s), ina
conspicuous place, either by paint of a contrasting color or by the use of a permanent decal;

(© Permanent vehicle permit numbers must be a minimum of two (2) inches high with a
one-half (1/2) inch wide stroke per character;

(d) A contractor's employee(s) using their personal vehicles as transportation to or from the
job site must display the permanent vehicle permit marking;
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(e The contractor shall be responsible for removing the permanent vehicle permit number at
the time any vehicle istaken out of service.

Violation of any provision of this Section may result in a hearing before the appropriate Board.
Said Board may order any or all of the following:

1 No further permits shall be issued to the contractor until such time asthe violation is
abated;
2. All inspections of further work performed by the contractor will be suspended until such

time as the violation is abated, excepting extreme hazard or life safety inspection; or

3. A license review, subjecting the contractor to possible suspension, recall or cancellation
of the master certificate and/or license, in accordance with the specific provisions of this Code.

Exception: If the contractor chooses to advertise his or her business on their vehicles and abides
with Art. 1.4(d), Truth in Advertising Requirements, then the above Section 1.4(b), Marking of
Vehicles, does not apply.

Sec. 1.4(c) I nsurance Requirements.

Every contractor under this Code shall procure and maintain a policy of genera liability
insurance covering the activities of the contractor while engaged in contracting hereunder. Such
insurance policy shall be written with an insurance company licensed to do business in the state
and shall have minimum limits of coverage of three hundred thousand dollars ($300,000.00) per
occurrence. In addition, every such contractor shall procure and maintain worker's
compensation insurance as required by Kansas law and automobile liability insurance as
required by Kansas law. Every contractor licensed under this Code shall, prior to the issuance
of alicense, file with the MABCD certificates of insurance evidencing the insurance coverage
specified herein. All such certificates shall indicate that the MABCD shall be given at least
thirty (30) days advance written notice of any cancellation or material change in coverage of
such insurance. Failure of a Licensed Contractor to either procure or maintain such insurance
shall be aviolation of law and shall be grounds for suspension or revocation of the Licensed
Contractor's license and/or the Qualified Master’s certificate.

Sec. 1.4(d)  Truthin Advertising Requirements.

(@ It is unlawful for any such person, firm or legal entity to advertise as a Licensed
Contractor unless, at the time such advertisement occurs, such person, firm or legal entity has a
then valid contractor's license issued under the provisions of this Code;

(b) Any advertisement by such person, firm or legal entity as a Licensed
Contractor which is placed or published in any publication or other print medium circulated,
displayed or distributed within the jurisdiction of the MABCD or which is broadcast by radio
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or television or any internet posting/publication, electronic billboard, or any electronic or
telephonic transmission of information, or any other means to persons within the jurisdiction
of the MABCD shall include the full name of the licensed person, firm or lega entity and the
license number assigned by the MABCD to such person, firm or legal entity;

(©) As used herein, the words "advertise" or "advertisement” shall mean and include,
but not be limited to, a business card, contract bid proposal form, printed letterhead, any
other printed or written material, or any internet posting/publication, electronic billboard, or
telephonic transmission of information, designed to inform persons of the services offered by
the advertising person, firm or legal entity and to solicit business from such persons, or any
broadcast statement designed to inform persons of the services offered by the advertising
person, firm or legal entity and to solicit business from such persons. Such words are intended
to include telephone directory display ads but not basic white and yellow page listings.

Article 1, Section 5—Board of Appeals— General Rulesand Regulations

Sec. 5.1.010. - Policiesfor boards— minimum standar ds of conduct and qualifications of
appointive members of boards.

The following rules and regulations shall govern the qualifications and conduct of members
appointed to the advisory boards of the Metropolitan Area Building and Code Department
("MABCD"), except as provided hereinafter:

(1) All persons appointed to the boards shall be so appointed in accordance with the terms
of appointment specified in the specific Articles of this Code. Persons appointed to the
board of electrical appeals, the board of code standards and appeals, the board of appeals of
air conditioning, refrigeration and warm air heating, the board of appeals of plumbers and
gas fitters, or the successors thereof, shall not be subject to residency requirements,
provided that non-residents shall not make up more than two members less than a quorum
of any such technical board, and provided further, that any non-resident member shall
maintain a city-county issued certificate or license pertaining to a trade covered by the
board on which the non-member serves.

(2) No person regularly employed on a full-time basis by the city or county shall be
appointed to any board.

(3 No member of the immediate family of any member of the city council shall be
appointed to a city board.

(4) No person shall be appointed for service as a member of more than one board at the
sametime.

(5 No person shall be appointed to any board who has served for eight consecutive years
on such same board unless two years have elapsed since the last service.

(6) Except when otherwise required by statute, as nearly as practicable, fifty percent of al
members of boards shall be public members whose business or professions are not related
directly to the affairs conducted by the board to which such persons are appointed.
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(7) Voting. All boards shal discharge the responsibility of their appointive office and
shall vote on al matters coming before the board, except in those particular cases of
conflict of interest approved by the presiding officer, in which case a member may request
permission and may be authorized to pass his or her vote. Unless a member of the board
votes audibly to the contrary, or unless a member of the board is granted permission by the
presiding officer to pass his or her vote on a particular matter, his or her silence in voting
shall be recorded as an affirmative vote.

(8 Conflict of Interest. Each board member shall refrain from violating any of the statutes
of the state (K.S.A. 75-4301, et seq.) which regulate conflicts of interest of public officers
and employees, where such statutes are applicable to the board members.

(9) Public Participation. It is the policy of the city and county to allow public participation
on items coming before each board in open meeting. Following the presentation of each
item on the agenda, the matter shall be opened for discussion from the floor by members of
the public. Each public member shall be subject to a limitation of five minutes for each
presentation unless extended by a vote of the majority of the board. The presiding officer
shall have the discretion to reasonably limit public comment where such presentation is
exercised in a dilatory manner, is unduly repetitious or is not pertinent to the agenda item.
Such time standards shall not be construed to restrict public discussion or hearings where
otherwise controlled by ordinance or state or federal law. Any members of the public shall
be alowed to submit items for the agenda, except for items pertaining to personnel,
litigation, and other matters subject to executive session. Members of the public desiring to
S0 present matters to the board shall submit a request in writing stating the name of the
individual(s) desiring to be heard and the matter to be presented, which request shall be
submitted in the time and matter provided by such board for placing items on its agenda.
Items for the agenda unusualy detailed or complicated, thus requiring more than five
minutes for presentation, may be presented in writing prior to the meeting to allow for
duplication and distribution to the board.

Sec. 5.1.020. - Same—Organizational structure of appointive boar ds.

The following rules and regulations shall govern the organizational structure of appointive
boards:

(1) The maximum term of all members shall be not more than four consecutive two-year
terms and until a successor has been duly appointed and qualified, except as may be
otherwise specifically set forth. A vacancy shall be filled for the unexpired term of a
member in the same manner as an original appointment.

(2) The minimum number of officers of any board shall be not less than three officers to
be known as a president and two vice-presidents notwithstanding any other provision of this
Code to the contrary, and such other officers as such board itself may deem necessary, al
officers to be elected by the members of the board for a maximum term of not to exceed
one year, and for a maximum tenure of office not to exceed two consecutive terms.

(3) A regular schedule of meetings shall be established by each board, with appropriate
notice to the public, and with a minimum schedule providing for meetings to be held not
less than once each month and more often as the work load requires, and with the
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appropriate provisions that meetings may be called by any one of the principal officers
(president or vice-presidents) or by any mgjority of the members.

(4) The members of each board shall be appointed from the broadest possible base of the
community at large, and not from any specific organization or group except as may be
otherwise provided for advisory boards.

(5 A regular full-time employee of the MABCD shall be assigned as ex officio secretary
to each board for purposes of maintaining records, minutes and the handling of
administrative matters without the right to vote or to perform any other function than
provide administrative services.

(6) Any member of a board shall be removed from office by the city council or county
commissioners after due notice and hearing for nonattendance at three consecutive
meetings, or for absence of more than fifty percent of the meetings held during any twelve-
month period of time. A meeting canceled for lack of a quorum is considered a meeting for
purposes of recording attendance. The ex officio secretary will provide written notice to the
nonattending board member and the city manager. A vacancy shall be declared unless the
board member requests a hearing before the city council or county commissioner within ten
days after notice is provided.

(7) Each member of any board shall disclose any conflict of interest as may arise in
connection with matters being considered by the board of which he is a member, and shall
refrain from discussing or voting on any such matters.

(8 All appointments shall be made to boards by written notice of appointment, which
notice shall clearly state that such appointment is made subject to all the provisions outline
herein, and that members so appointed may be removed for violation of any of the rules and
regulations hereby established.

Sec. 5.1.030. - Same—Officers—M eetings—Adoption of rules.

The officers of the board shall be a chairperson and a vice chairperson who shall be elected by
the board from among its members at the first regular meeting in July of each year. The board
shall meet at least monthly at such time and place as may be fixed by the chairperson. Specia
meetings may be called by the chairperson or by three members of the board by giving notice at
least twenty-four hours in advance of said special meeting to all members of the board. The
board may adopt such bylaws and rules as it may deem necessary within the authority conferred
and subject to the approval of the city council and county commission.

Article 1, Section 6 — APPEALS FROM BOARD DECISIONS
Sec. 6.1 — Appeals.

Within thirty (30) days of the final decision of the Board, any person aggrieved thereby may
maintain an action in the district court of Sedgwick County to determine the reasonableness of
such final decision.
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ARTICLE 2-BUILDING CODE
Article 2, Section A —Board of Code Standardsand Appeal
Sec. 2.A.010 Board of code standards and appeals— Composition.

There is authorized a board of code standards and appeals which shall consist of the Director of
the Metropolitan Area Building and Construction Department (‘"MABCD”), or the duly
authorized representative, who shall serve as the secretary of the board, and nine other members,
asfollows:

(1) Onearchitect (appointed by the City);

(2) One architect (appointed by the County);

(3) One structural engineer (appointed by the City);

(4) OneClassA Contractor (appointed jointly);

(5) OneClassB Contractor (appointed by the County);

(6) One Class C Contractor (appointed by the City);

(7) One member representing real estate (appointed by the County);
(8 One public at large member (appointed by the City);

(9) One public at large member (appointed by the County).

The board shall elect its own chairman and make such rules as are necessary for the conduct of
its business.

Sec. 2.A.020 Board of code standards and appeals created—Duties.

(@ In order to determine the suitability of alternate materials and types of construction, and to
provide for reasonable interpretations of the provisions of this building code, hear and decide
appeals of orders, decisions, or terminations made by the building official (Director of the
MABCD, or designee) relative to the application and interpretations of this Code, there is created
a board of code standards and appeals consisting of nine members who are qualified by
experience and training to pass upon matters pertaining to building construction. The board shall
have no authority relative to interpretation of the administrative provisions of this Code nor shall
the board be empowered to waive requirements of this Code.

(b) The board shall consist of two licensed architects, one licensed structural engineer, three
contractors (one from each of Classes A, B, and C), and one representative from real estate. The
architects and the engineer shal be licensed by the state to practice their respective professions
in the state. The nine members named above shall not be employees of the city nor the county.
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The Director of the MABCD shall be an ex officio member and serve as secretary to the board
but shall have no vote on the board.

(c) The board may make a periodic review of the building code and shall recommend to the
city and county for adoption of such changes in the code as are necessary to be consistent with
modern methods of construction.

(d) Any person whose application for a building permit for the use of an alternate material or
type of construction which has been refused by the building official or who may consider that the
provisions of this building code do not cover the point raised, or that any particular provision
causing manifest injury to be done, may appeal to the board of code standards and appeals by
serving notice on the building official, which shall state that the appellant desiring to use the
alternate materials or types of construction shall guarantee payments of all expenses and appeals.
Such notice shall be at once transmitted to the board, which board shall arrange for a hearing on
the particular point raised. The board shall adopt reasonable rules and regulations for conducting
its investigations and shall render all decisions and findings in writing to the building official
with aduplicate copy to the appellant.

Sec. 2.A.030. - Building inspectors—Right of entry.

Whenever it is necessary to make an inspection to enforce the provisions of this Code, or
whenever the building official or designee has reasonable cause to believe that there exists in a
building or upon any premises any conditions or violations of this Code which make the building
or premises unsafe, insanitary, dangerous or hazardous, the building official or designee shall
have the authority to enter the building or premises at al reasonable times to inspect or to
perform the duties imposed upon the building official or designee by this Code. If such building
or premises is occupied, the building official or designee shall present credentials to the occupant
and request entry. If such building or premises is unoccupied, the building official or designee
shall first make a reasonable effort to locate the owner or other person having charge or control
of the building or premises and request entry. If entry is refused, the building officia or
designee has recourse to every remedy provided by law to secure entry.

When the building official or designee has first obtained a proper inspection warrant or other
remedy provided by law to secure entry, an owner or occupant or person having charge, care or
control of the building or premises shall not fail or neglect, after proper request is made as herein
provided, to promptly permit entry therein by the building official or designee for the purpose of
inspection and examination pursuant to this Code.

Where it is necessary to make an inspection to enforce the provisions of this Code, or where the
building official or designee has reasonable cause to believe that there exists in a structure or
upon a premises a condition which is contrary to or in violation of this Code which makes the
structure or premises unsafe, dangerous or hazardous, the building officia or designee is
authorized to enter the structure or premises at reasonable times to inspect or to perform the
duties imposed by this Code, provided that if such structure or premises be occupied that
credentials be presented to the occupant and entry requested. [If such structure or premises is
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unoccupied, the building officia or designee shall first make a reasonable effort to locate the
owner or other person having charge or control of the structure or premises and request entry. |f
entry is refused, the building official or designee shall have recourse to the remedies provided by
law to secure entry.

Article 2, Section 1 —CONTRACTORS

Sec. 2.1.010 - Defined.

A contractor, within the meaning of this Code, is any person who undertakes, with or for another,
to build, construct, alter, repair, add to or wreck any building or structure, or any portion thereof,
within the city, for which a permit is required under Article 1.2.a-d - Additional Miscellaneous
Requirements, for afixed price, fee, percentage or other compensation other than wages; or who
advertises or otherwise represents to the public to have the capacity or ability to undertake to
build, construct, alter, repair, add to or wreck any building or structure or any portion thereof, or
who builds, constructs, alters, adds to or wrecks any building or structure either on his own or
other property for purposes of speculation, or for his own use; or who arranges a contract
between the owner of property, or the lessee, agent or employee of such owner, and a contractor
for such contractor to build, construct, alter, repair, add to or wreck any building or structure, or
any portion thereof, for which a permit is required under Article 1.2.ad - Additional
Miscellaneous Requirements and who receives compensation other than wages for arranging
such a contract from either such owner, or his lessee, agent or employee, or from such contractor.

Sec. 2.1.020 - Responsibilities.

A contractor shall be responsible for all work included in his contract, whether or not such work
is done by him directly or by subcontractor. He shall be responsible for all funds or property
received by him for prosecution or completion of a specific contract or for a specific purpose.

Sec. 2.1.030 - License Required.

No building permit shall be issued to any contractor who has not first obtained a license or who
is delinquent in payment of the required license fee, or whose license has been suspended or
revoked by action of the board of code standards and appeals. It is further unlawful for any
person to enter into a contract with another so as to bring himself under the classification of a
contractor as defined in Section 2.1.010 of this Code, or to perform any work as a contractor, or
any work under a contract, without having first obtained a contractor's license. It is unlawful for
any person issued a license as required by Sections 2.1.040 through 2.1.160 of this Code to
contract for any work other than specified by such license, without first being approved for such
other work by the board of code standards and appeals.

Sec. 2.1.040 - Licensing Authority.

The board of code standards and appeals shall issue licenses for the following classes of
contractors, and the biennia fee shall be as prescribed for each class. All license fees shall be
payable biennially or before the first day of the renewal cycle. Fees shall not be prorated because
part of the year has el apsed.
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Sec. 2.1.045 — Insurance Required. See Article 1.4(c) of this Code.
Sec. 2.1.050 - Truth In Advertising Requirements. See Article 1.4(d) of this Code.
Sec. 2.1.060 - Class A General License.

Contractor's license, class A general, shall entitle the holder thereof to contract for and to
perform any act as a contractor, as defined in Section 2.1.010 of this Code, for the building,
remodeling or repairing of any structure or addition thereto that is permitted by this Code.

Sec. 2.1.070 - Class B Building License.

Contractor's license, class B building, shall entitle the holder thereof to contract for and to
perform any act as a contractor, as defined in Section 2.1.010 of this Code, limited to the
erection, addition to, remodeling and wrecking of commercia buildings and single or multiple
dwelling residentia buildings, not exceeding three stories in height, and nonstructural remodels
to commercial buildings exceeding three storiesin height.

Sec. 2.1.080 - Class C Residential License.

Contractor's license, class C residential, shal entitle the holder thereof to contract for and to
perform any act as a contractor, as defined in Section 2.1.010 of this Code, limited to
construction, remodeling, repair or wrecking of one-and two-family residences, and buildings
accessory thereto.

Sec. 2.1.090 - Class D M aintenance License.

Contractor's license, class D maintenance, shall entitle the holder thereof to contract for and to
perform any act as a contractor as defined in Section 2.1.010 of this Code, limited to the
remodel, repair and maintenance of dwelling units which are completely or partially owned by
the contractor or when the contractor is afull time employee of the owner.

Sec. 2.1.100 - Swimming Pool Contractor.

Swimming pool contractor's license shall entitle the holder thereof to contract for and to
excavate, construct, fabricate, install and equip al swimming pools, including the pumps, pool
heaters, solar pool heaters, filters and chlorinators and that piping incidental to the re-circulating
system. He may do the slab incidenta to the pool.

Sec. 2.1.110 - Roofing and Siding Contractors.

Roofing and siding contractor's license shall entitle the holder thereof to contract for and to
install, repair and replace roofs and exterior wall coverings. Work may include roofs and/or
exterior siding, roof deck and/or siding insulation, roof and/or siding coating, painting and
covering, and may include use of sheet metal or masonry and installation of other sheet metal or
masonry products incidental to roofing or exterior siding work or other material in connection
therewith, or any combination thereof.
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Sec. 2.1.120 - Roofing Contractors.

Roofing contractor's license shall entitle the holder thereof to contract for and to install, repair
and replace roofs. Work may include roof deck insulation, roof coating, painting and covering,
and may include use of sheet metal and installation of other sheet metal products incidental to
roofing work or other material in connection therewith, or any combination thereof.

Sec. 2.1.130 - Siding Contractors.

Siding contractor's license shall entitle the holder thereof to contract for and to install, repair and
replace exterior wall coverings. Work may include exterior siding and shall include siding
insulation, coating, painting and covering, and may include use of sheet metal or masonry and
installation of other sheet metal or masonry products incidental to siding work, or other material
in connection therewith, or any combination thereof.

Sec. 2.1.140 - Wrecking Contractor's License.

All wrecking shall be done by licensed wrecking contractors. Wrecking contractor's license shall
entitle the holder thereof to wreck any building, and to deal in secondhand building materials.

A holder of a wrecking contractor's license shall first have obtained an indemnity bond in the
amount of two thousand dollars, which bond shall be approved by and filed with the building
official, and shall be payable to the MABCD in the event the holder fails to comply with the
building code, or should the holder fail to replace or repair damaged sidewalks, curbs, gutters or
streets within ten days following compl etion of the demolition.

Sec. 2.1.150 - Fire Sprinkler Contractor.

Those who are qualified to install, maintain, repair, ater or extend al piping for fire sprinkler
systems, including the connection to the water service outlet provided for fire sprinkler systems.

Sec. 2.1.160 - Application Form and Fee.

Application for contractor's license, name change, organizational change, or change of the
gualified person shall include information as the board of code standards and appeals may
prescribe and shall be accompanied by afee specified in Article 1.2 of this Code.

Each application must list a qualified person. The qualified person is considered the applicant for
alicense, and must have the ability to sign contracts that legally bind the individual, partnership
or corporation. The qualified person shall be: the individual, for an individual license; one of the
partners, for a partnership license; an officer or active member in the corporation approved by
the board of code standards and appeals, for a corporate license.

Fees shall not be prorated because part of the year has el apsed.

Sec. 2.1.170 - Examinations, License Approval and I ssuance.

If, in the opinion of the mgority of the board of code standards and appeals, the applicant is
qualified by examination or training and experience, and is financially responsible to fulfill the
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obligations of a contractor, such board shall direct that the applicant be issued a license upon
payment of the biennial license fee prescribed in Article 1.2 of this Code.

Change in qualified person or an organizational change requires a new license, approval by the
board of code standards and appeals and payment of anew license fee.

The board of code standards and appeals is hereby authorized to give examinations to determine
the qualifications of applicants. A minimum examination score of seventy-five percent is
required to obtain alicense. The board of code standards and appeals will accept applicants from
other jurisdictions without a separate test provided: they have passed the appropriate
International Conference of Building Officias, the Block & Associates, Thompson Prometric,
International Code Council or other nationally recognized examination covering the Internationa
Building Codes with a minimum score of seventy-five percent. Such applicants shall provide
proof of test scores from the jurisdiction where the examination was taken.

Sec. 2.1.180 - | nactive Status.

There is established an inactive status for al license holders under this Code. An inactive license
shall entitle the license holder to retain the license status most recently held prior to becoming
inactive upon payment of a license fee which shall be the same as that required for the most
recently held license status. An inactive license shall be renewed at each renewal rotation, and if
such inactive license is not renewed, it shall expire and the provisions relating to obtaining a new
license shall apply. Aninactive licensee is not subject to the requirements of Article 1.4(c) of this
Code.

Art. 2.1.190 - Revocation.

The building official may, upon his own motion, and shall upon the verified complaint in writing
of any person, require any contractor to appear before the board of code standards and appeals
for hearing upon five days notice in writing, and mailed to his last known post office address,
and such board shall have the power to place on probation for a specified time period,
temporarily suspend or permanently revoke the license if the holder thereof is found guilty of or
commits any one or more of the following acts or omissions:

(@ Abandonment of any contract without legal causes,

(b) Diversion of funds or property received for performance or completion of a specific
contract, or for a specified purpose in the performance or completion of any contract, and
their application or use for any other contract, obligation or purpose, or the failure, neglect
or refusal to use such funds or property for the performance or completion of such contract;

(c) Fraudulent departure from or disregard of plans or specifications in any material
respect, without consent of the owner or his duly authorized representative;

(d) Willful and deliberate disregard and violation of the provisions of this Code or any
other ordinance of the city, or failure to comply with any lawful order of the Director of the
MABCD;

(e) Failureto keep records showing all receipts and disbursements of the licensee in al of
his transactions as a contractor as the term is defined in this Article, and to produce the
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same for examination by the board of code standards and appeals when so required;
(f) Misrepresentations of a material fact by application in obtaining alicense or permit;

(g) The doing of any fraudulent act by the licensee as a contractor in consequence of
which another is substantially injured,;

(h) Fraudulent use of license to obtain building permits for another;

(i) Carelessness or negligence in providing reasonable safety measures for the protection
of workmen and the public;

() Falureto obtain permitsasrequired in this Code.

(k) Failure by a corporation to have an active member or officer who has been approved
by the board of code standards and appeals as a qualified person as required by Section
2.1.170 of this Code.

Sec. 2.1.200 - Renewal or reinstatement of license.

(@ All biennial licenses expire on December 31% of the next Renewal year, regardless of when
the license was obtained. License renewa fees are due on or before January 2™ of the
succeeding calendar year, to be known as the Renewal Year. The biennial license renewals due
on the Renewal Year that are acquired at the beginning of the first week of December of the
calendar year preceding the Renewal Y ear through January 31% of the Renewal Y ear are without
pendty. Biennia licenses renewal after January 31% of the Renewal Year will be a the
following rates:

February 1 thru the last day of February —25% of the license fee
March 1 thru the last day of March —50% of the license fee
After March 31 - 50% of license fee and required appearance before the Board.

Whenever extenuating circumstances prevented the renewa of a license (documented illness,
hospitalization or other confinement) a written request to appear before the board of code
standards and appeals to consider reinstatement of a license without penalty or retesting may be
presented to the MABCD with an application and fee as specified in this Code.

(b) Contractors whose licenses have lapsed or have been suspended by the board shall not be
reinstated until the contractor has appeared before the board to show just cause why the license
should be reinstated. If the suspension involves a code violation, the contractor must also show
that the violation has been corrected in accordance with this Code. The license shall be revoked
if the violation is not corrected prior to the lapse of the suspension.

(©) When alicense of a contractor has been revoked, a new license shall not be granted until
the contractor has made application for and has passed an examination as required for the
origina license, and has appeared before the board to show just cause why the new license
should be granted. If the license was revoked due to a code violation, a new license will not be
granted until the violation has been corrected in accordance with this Code.
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Sec. 2.1.210 - Hearings.

(@) Hearings. All matters pertaining to the approval, issuance, suspension, revocation, renewal,
and reinstatement of licenses, including examinations, shall be by the board of code standards
and appeals.

(b) Appeal. SeeArticle 1.5 of this Code.

Sec. 2.1.220 - Exemptions.

Articles 2.1.010 through 2.1.210 of this Code, inclusive, shall not apply to:
(@) Subcontractors working for and under the supervision of ageneral contractor;

(b) An owner remodeling or repairing a single-family dwelling for his own persona use
and occupancy;

(c) An owner constructing a single-family dwelling for his own persona use and
occupancy, provided that only one building permit is issued within a three year period to
any oneindividual;

(d) An owner of aresidentia property may remove a portion thereof or wreck a wood
framed single-family dwelling and buildings accessory thereto, provided that a permit is
obtained from the MABCD prior to starting the demolition.

(e) A job wherethework involved is nonstructural and does not exceed atotal cost of two
thousand five hundred dollars;

(f) Specidlty contractors installing microwave dishes, antennas, poles, towers, tanks and
similar structures,

(g) A building owner or agent may install awnings on such buildings provided that a
permit is obtained from the MABCD prior to the installation.

(h) A building owner or agent may remove existing windows from such building and
close the opening(s) with the same kind of wall material provided that the openings are not
required by the Building Code and a permit is obtained from the MABCD prior to any such
alteration.

Article 2, Section 2. - INTERNATIONAL BUILDING CODE

Sec. 2.2.010. - Adoption of the International Building Code.

The International Building Code, as published by the International Codes Council, Inc., 2006
Edition, including Appendix J, is hereby adopted and incorporated herein by reference, subject to
such amendments thereto as are set forth hereinafter.
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Sec. 2.2.020. - Section 101.4.1 amended.

Section 101.4.1 of the International Building Code, is amended to read as follow:

101.4.1 Electrical. The provisions of Article 4 of this Code shall apply to the installation of
electrical systems, including aternations, repairs, replacement, equipment, appliances,
fixtures, fittings and appurtenances thereto.

Sec. 2.2.030. - Section 101.4.2 amended.

Section 101.4.2 of the International Building Code, is amended to read as follows:

101.4.2 Gas. The provisions of Article 3 of this Code shall apply to the installation of gas
piping from the point of delivery, gas appliances and related accessories as covered in this
Code. These requirements apply to gas piping systems extending from point of delivery to
the inlet connections of appliances and the installation and operation of residential and
commercial gas appliances and related accessories.

Sec. 2.2.040. - Section 101.4.3 amended.

Section 101.4.3 of the International Building Code, is amended to read as follows:

101.4.3 Mechanical. The provisions of Article 5 of this Code shall apply to the installation,
aterations, repairs, and replacement of mechanical systems, including equipment,
appliances, fixtures, fittings and/or appurtenances, including ventilation, heating, cooling,
air conditioning and refrigeration systems, incinerators, and other energy-related systems.

Sec. 2.2.050. - Section 101.4.4 amended.

Section 101.4.4 of the Internationa Building Code, is amended to read as follows:

101.4.4 Plumbing. The provisions of Article 3 of this Code shall apply to the installation,
aterations, repairs and replacement of plumbing systems, including equipment, appliances,
fixtures and appurtenances, and where connected to water or sewage system and all aspects
of amedical gas system.

Sec. 2.2.060. - Section 101.4.5 amended.

This Section applies only within the city limits of the City of Wichita.
Section 101.4.5 of the International Building Code, is amended to read as follows:

101.4.5 Property maintenance. The provisions of Sections 18.40 and Section 20.04 of the
Code of the City of Wichita shall apply to existing structures and premises; equipment and
facilities, light, ventilation, space heating, sanitation, life and fire safety, hazards,
responsibilities of owners, operators and occupants, and occupancy of existing premises
and structures.
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Sec. 2.2.070. - Section 101.4.6 amended.

Section 101.4.6 of the Internationa Building Code, is amended to read as follows:

101.4.6 Fire prevention. The provisions of Title 15 of the City Code of the City of Wichita
or Section 12 of Code of Sedgwick County shall apply to matters affecting or relating to
structures, processes and premises from the hazard of fire and explosion arising from
storage, handling or use of structures, materials, or devices; from conditions hazardous to
life, property or public welfare in the occupancy of structures or premises; and from the
construction, extension, repair, alteration or removal of fire suppression and alarm systems
or fire hazards in the structure or on the premises from occupancy or operation.

Sec. 2.2.080. - Section 101.4.7 deleted.

Section 101.4.7 of the International Building Code, is deleted.

Sec. 2.2.090. - Section 103.3 amended.

Section 103.3 of the International Building Code, is amended to read as follows:

103.3 Deputies. In accordance with the prescribed procedures of this jurisdiction and with
the concurrence of the appointing authority, the building official shall have the authority to
appoint a deputy building official, the related technical officers, inspectors, plans
examiner(s) and other employees having powers as delegated by the building official.

Sec. 2.2.100. - Section 105.1 amended.
Section 105.1 of the International Building Code, is amended to read as follows:

105.1 Required. Any owner or authorized agent who intends to construct, enlarge, alter,
repair, move, demolish, or change the occupancy of a building or structure, or outdoor
paved area, of which is regulated by this Code, or to cause any such work to be done, shall
first make application to the building official and obtain the required permit.

Sec. 2.2.110. - Section 105.1.1 deleted.

Section 105.1.1 of the International Building Code, is deleted.

Sec. 2.2.120. - Section 105.1.2 deleted.

Section 105.1.2 of the International Building Code, is deleted.

Sec. 2.2.130. - Section 105.2 amended.

Section 105.2 of the International Building Code, is amended to read as follows:

105.2 Work exempt from permit. Exemptions from permit requirements of this Code shall
not be deemed to grant authorization for any work to be done in any manner in violation of
the provisions of this Code or any other laws or ordinances of this jurisdiction. Permits shall
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not be required for the following:
Building:
1. (a). One-story accessory structures not to exceed 200 square feet (18m?).

All detached accessory structures greater than 25 sf. (2.3 m?) but equal to or less than
400 sf. (37.16 m?) square feet shall be tied down to the earth using anchoring methods
described in the MABCD’s "Non Vehicle Storage Structure Anchoring Standards”.

(b). Playhouses or tree houses having single or multi-level floors with or without
roofs.

2. (a@). Concrete or masonry fences not over 4 feet (1219 mm) in height measured from
the bottom of the footing to the top of the wall and other fences not over 8 feet (2438 mm)
high, unless the fence encloses an outdoor seating area.

(b). Concrete or masonry monument sign bases not over 4 feet (1219 mm) in height
measured from the lowest point of the adjoining grade. The sign size and content requires
separate approval and permit.

3. QOil derricks.

4. Retaining walls that are not over 4 feet (1219 mm) in height measured from the
bottom of the footing to the top of the wall, unless supporting a surcharge or impounding
Classl, Il or 111-A liquids.

5. Water tanks supported directly upon grade if the capacity does not exceed 5,000
galons (18,927 L) and the ratio of height to diameter or width does not exceed 2 to 1.

6. Sidewalks and driveways not more than 30 inches (762 mm) above grade and not over
any basement or story below.

7. Painting, papering, tiling, carpeting, cabinets, counter tops and similar finishes.
8. Temporary motion picture, television and theater stage sets and scenery.

9. Prefabricated swimming pools accessory to a Group R, Division 3 occupancy that are
less than 24 inches (610 mm) deep, do not exceed 5,000 gallons (19,000 L) and are installed
entirely above ground.

10. Swings and other playground equipment.

11. Windows awnings supported by an exterior wall that do not project more than 54
inches (1372 mm) from the exterior wall and do not require additional support.

12. Nonfixed and movable fixtures, cases, racks, counters and partitions not over 5 feet 9
inches (1753 mm) in height.

13. Interior platforms not over 200 square feet (18.58 m?) in area, nor more than 30 inches
(762 mm) above the adjacent floor.
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14. Exterior decks, curb ramps (maximum 6 inch (153 mm) vertical rise), stoops and
porches not more than 30 inches (762 mm) above grade without overhead structures and not
over any basement or story below.

15. Emergency board-up or securing of a building and installing temporary bracing after a
fire, storm, vehicle damage or other disaster, which caused the building to be open or
unsafe. The building owner or his/her agent may cause such work to be done provided the
MABCD is notified on the following business day.

16. Repair or Replacement roofing and/or siding materials not exceeding 400 square feet
(37.16 m?) within any 12-month period.

17. Repair or replacement of interior gypsum wallboard on non-fire rated walls or ceilings
when the total area does not exceed 100 square feet (9.29 m?) within any 12-month period
and provided that no framing, electrical, mechanical or plumbing changes are made.

18. Paved areas not used for the purpose of parking or storage of vehicles and/or
eguipment or storage.

19. Replacement of windows or doors or replacement of roof skylights or equipment with
the same size or smaller unit(s) that does not involve the removal, cutting, ateration or
replacement of any building structural member; including but not limited to studs, headers,
girders, beams, joists, rafters, cripples, jacks or other supportive framing member(s). The
framing used to infill existing openings for the purpose of installing smaller unit(s) shall be
exempt from permit requirements. Placement of smaller windows or doors shall not reduce
the minimum size requirements of escape and rescue openings, or egress door(s), or fire
department access required by this Code. The replacement door or window shall not be of a
lower fire rating than the original assembly, unless a lower fire rating is allowed by this
Code.

Electrical:

Repairs and maintenance: Minor repair work, including the replacement of lamps or the
connection of approved portable electrical equipment to approved permanently installed
receptacles.

Radio and television transmitting stations: The provisions of this Code shall not apply to
electrical equipment used for radio and television transmissions, but do apply to equipment
and wiring for a power supply and the installations of towers and antennas.

Temporary testing systems. A permit shall not be required for the installation of any
temporary system required for the testing or servicing of electrical equipment or apparatus.

Gas:
1. Portable heating appliance.

2. Replacement of any minor part that does not alter approval of equipment or make
such equipment unsafe.
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M echanical:
1. Portable heating appliances.
2. Portable ventilation equipment.
3. Portable cooling unit.

4. Steam, hot or chilled water piping within any heating or cooling equipment
regul ated by this Code.

5.  Replacement of any minor part that does not alter its approval or make it unsafe.
6. Portable evaporate cooler.

7. Sef-contained refrigeration systems containing 10 pounds (5 kg) or less of
refrigerant or that are actuated by motors of 1 horsepower (746 W) or less.

Plumbing:

1. The stopping of leaks in drains, water, soil, waste or vent pipe provided, however, that
if any concealed trap, drain pipe, water, soil, waste or vent pipe becomes defective and it
becomes necessary to remove and replace the same with new material, such work shall be
considered as new work and a permit shall be obtained and inspection made as provided in
this Code.

2. Theclearing of stoppages or the repairing of leaks in pipes, valves or fixtures and the
removal and reinstallation of water closets, provided such repairs do not involve or require
the replacement or rearrangement of valves, pipes or fixtures.

Sec. 2.2.140. - Section 105.2.1 amended.

Section 105.2.1 of the International Building Code, is amended to read follows:

105.2.1 Emergency repairs. Where repairs must be performed in an emergency situation,
the permit application shall be submitted within the next working business day to the
building official.

Sec. 2.2.150. - Section 105.2.2 amended.

Section 105.2.2 of the Internationa Building Code, is amended to read as follows:

105.2.2 Repairs. Application or notice to the building officia is not required for ordinary
repairs to structures. Such repairs shall not include the cutting away or any wall, partition or
portion thereof, the removal or cutting of any structural beam or load bearing support, or the
removal or change of any required means of egress, or rearrangement of parts of a structure
affecting the egress requirements.

Sec. 2.2.160. - Section 105.2.3 deleted.

Section 105.2.3 of the International Building Code, is deleted.
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Sec. 2.2.170. - Section 105.5 amended.

Section 105.5 of the International Building Code, is amended to read as follows:

105.5 Expiration. Every permit issued shall expire unless the work on the site authorized by
such permit is commenced within 180 days after its issuance, or if the work authorized on
the site by such permit is suspended or abandoned for a period of 180 days after the time
the work is commenced. Work shall be considered to have been suspended or abandoned if
it has been more than 180 days since the last requested inspection. Before work can be
recommenced, the permit must be reinstated. The fee for the re-instatement shall be one-
half the amount required for a new permit for such work, provided no changes have been
made or will be made in the original plans and specifications for such work; and that such
suspension or abandonment has not exceeded one year. In order to resume work after
suspension or abandonment for a period of one year, a new permit shall be required. The
building official is authorized to grant, one or more extensions of time, for periods not more
than 180 days each. The extensions shall be requested in writing and justifiable cause
demonstrated.

Sec. 2.2.180. - Section 105.7 amended.

Section 105.7 of the International Building Code, is amended to read as follows:

105.7 Placement of permit. Work requiring a permit shall not be commenced until the
permit holder or an agent of the permit holder has posted or has made available an
inspection record card such as to alow the building official to conveniently make the
required entries thereon regarding inspection of the work. This card shall be maintained and
made available by the permit holder until final approva has been granted by the building
official.

Sec. 2.2.190. - Section 108.2 amended.

Section 108.2 of the International Building Code, is amended to read as follows:

108.2 Schedule of permit fees. On buildings, structures or alternations requiring a permit, a
fee for each permit shall be paid as required, in accordance with the fee schedule as
established by Article 1.2 of this Code.

Sec. 2.2.200. - Plan review fees.

Plan review fees. When submittal documents are required by Section 106 of the International
Building Code, a plan review fee shall be paid at the time of submitting the documents for plan
review. When submitted for a project within the city limits of the City of Wichita, said plan
review fee shall be 55 percent of the building permit fee as shown in Table B of this Code. The
plan review fees specified in this section are separate fees from those fees set forth in Section
108.2 of the International Building Code and are in addition to building permit fees. When
submittal documents are incomplete or changed so as to require additional plan review or when
the project involves deferred submittal items as defined in Section 106.3.4.2 of the International
Building Code, an additional plan review fee shall be charged at the rate shown in Table D of
this Code.

38
Draft 11/14/12

159



When submitted for a project within the unincorporated area of Sedgwick County, including the
small cities under contract for inspection services, said plan review fee shall be 65 percent of the
building permit fee as shown in Table C of this Code. The plan review fees specified in this
section are separate fees from those fees set forth in Section 108.2 of the International Building
Code and are in addition to building permit fees.

Sec. 2.2.210. - Section 108.6 amended.

Section 108.6 of the International Building Code, is amended to read as follows:

108.6 Refunds. The building official may authorize refunding of any fee paid hereunder,
which was erroneously paid or collected. The building official may authorize refunding of
not more than 80 percent of the fee paid when no work has been done under a permit issued
in accordance with this Code and the period of 180 days has not expired since the issuance
of said permit.

Sec. 2.2.220. - Section 109.3.10 amended.

Section 109.3.10 of the International Building Code, is amended to read as follows:

109.3.10 Final inspection. The final inspection shall be made after all work required by the
building permit is completed. If landscaping is required by the building permit, the
landscaping shall be installed by the holder of the building permit, property owner, or their
duly authorized agent. A letter of credit or bond in the amount of 125% of the cost of the
landscaping shall be submitted to the MABCD before the final inspection approva will be
issued to the contractor. The building shall not be occupied prior to obtaining find
inspection approval.

Sec. 2.2.230. - Section 110.2 amended.

Section 110.2 of the International Building Code, is amended to read as follows:

110.2 Certificate issued. After the building official inspects the building or structure and
finds no violation of the provisions of this Code or other laws that are enforced by the
MABCD, the building officia shall issue a certificate of occupancy that contains the
following:

1. Thebuilding permit number.

2. Theaddress of the structure.

3. Thename of the owner.

4. A description of that portion of the structure for which the certificate isissued.
5.

A statement that the described portion of the structure has been inspected for
compliance with the various sections of the Wichita-Sedgwick County Unified Building
and Trade Code regulating building construction or use.

39
Draft 11/14/12

160



Sec. 2.2.240. - Section 111 deleted.

Section 111 of the International Building Code, is deleted.

Sec. 2.2.250. - Section 305.2 amended.

Section 305.2 of the International Building Code, is amended to read as follows:

305.2 Day care. The use of a building or structure, or portion thereof, for educational,
supervision or personal care services for more than ten children older than 2v% years of age,
shall be classified as a Group E occupancy.

Sec. 2.2.260. - Section 308.2 amended.

Section 308.2 of the International Building Code, is amended to read as follows:

308.2 Group I-1. This occupancy shall include buildings, structures or parts thereof housing
more than 16 persons, on a 24-hour basis, who because of age, mental disability or other
reasons, live in a supervised residential environment that provides personal care services.
The occupants are capable of responding to an emergency Situation without physical
assistance from staff. This group shall include, but not be limited to, the following:

Residential board and care facilities
Assisted living facilities

Halfway houses

Group homes

Congregate care facilities

Social rehabilitation facilities
Alcohol and drug centers
Convalescent facilities

A facility such as the above with ten or fewer persons shall be classified as a Group R-3 or
shall comply with the International Residential Code in accordance with Section 101.2. A
facility such as above, housing at least eleven and not more than 16 persons, shal be
classified as Group R-4.

Sec. 2.2.270. - Section 308.5 amended.

Section 308.5 of the International Building Code, is amended to read as follows:

308.5 Group I-4, day care facilities. This group shal include buildings and structures
occupied by persons of any age who receive custodial care for less than 24 hours by
individuals other than parents or guardians, relatives by blood, marriage or adoption, and in
a place other than the home of the person cared for. A facility such as the above with ten or
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fewer persons shall be classified as a Group R-3 or shal comply with the International
Residential Code in accordance with Section 101.2. Places of worship during religious
functions are not included.

Sec. 2.2.280. - Section 308.5.1 amended.

Section 308.5.1 of the International Building Code, is amended to read as follows:
Section 308.5.1 of the Internationa Building Code, is amended to read as follows:

308.5.1 Adult care facility. A facility that provides accommodations for less than 24
hours for more than ten unrelated adults and provides supervision and persona care
services shall be classified as Group 1-4.

Exception: A facility where occupants are capable of responding to an emergency situation
without physical assistance from the staff shall be classified as Group R-3.

Sec. 2.2.290. - Section 308.5.2 amended.

Section 308.5.2 of the Internationa Building Code, is amended to read as follows:

308.5.2 Child care facility. A facility that provides supervision and personal care on less
than a 24-hour basis for more than ten children 2v% years of age or less shall be classified as
Group 1-4.

Exception: A child day care facility that provides care for more than ten but no more than
100 children 22 years or less of age, when the rooms where such children are cared for are
located on the level of exit discharge and each of these child care rooms has an exit door
directly to the exterior, shall be classified as Group E.

Sec. 2.2.300. - Section 310.1 amended.

Section 310.1 of the International Building Code, is amended to read as follows:

310.1 Residential Group R. Residential Group R includes, among others, the use of a
building or structure, or a portion thereof, for sleeping purposes when not classified as an
Institution Group | or when not regulated by the International Residential Code in
accordance with Section 101.2. Residentia occupancies shall include the following:

R-1 Residentia occupancies containing sleeping units where the occupants are primarily
transient in nature, including:

Boarding houses (transient)
Hotels (transient)
Motels (transient)

R-2 Residential occupancies containing sleeping units or more than two dwelling units
where the occupancies are primarily permanent in nature, including:
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Apartment houses

Boarding houses (not transient)
Convents

Dormitories

Fraternities and sororities
Hotels (nontransient)

V acation timeshare properties

Congregate living facilities with 16 or fewer occupants are permitted to comply with the
construction requirements for Group R-3.

R-3 Residential occupancies where the occupants are primarily permanent in nature and not
classified as Group R-1, R-2, R-4 or 1, including:

Buildings that do not contain more than two dwelling units.

Adult facilities that provide accommodations for ten or fewer persons of any age for
less than 24 hours.

Child care facilities that provide accommodations for ten or fewer persons of any age
for less than 24 hours.

Congregate living facilities with 16 or fewer persons.

Adult and child care facilities that are within a single-family home are permitted to
comply with the International Residential Code.

R-4 Residential occupancies shall include buildings arranged for occupancy as residential
care/assisted living facilities including more than ten but not more than 16 occupants,
excluding staff.

Group R-4 occupancies shall meet the requirements for construction as defined for Group
R-3, except as otherwise provided for in this Code, or shall comply with the International
Residential Code.

Sec. 2.2.310. - Section 402.6.1 created.

Section 402.6.1 of the International Building Code, is hereby created to read as follows:

402.6.1 Reduced open space. The permanent open space of 60 feet shall be permitted to be
reduced to not less than 40 feet, provided the following requirements are met:

1. The reduced open space shal not be allowed for more than 75 percent of the
perimeter of the covered mall building and anchor buildings.

2. The exterior wall facing the reduced open space shall have a minimum fire-
resistance rating of 3 hours.
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3. Openings in the exterior wall facing the reduced open space shall have opening
protectives with a minimum fire protection rating of 3 hours.

4. Group E, H, I, or R occupancies are not within the covered mall building or
anchor stores.

Sec. 2.2.320. - Section 406.2.2 amended.

Section 406.2.2 of the Internationa Building Code, is amended to read as follows:

406.2.2 Clear height. The clear height of each floor level in vehicle and pedestrian traffic
areas shall not be less than 7 feet (2134 mm). Vehicle and pedestrian areas accommodating
van-accessible parking required by the guidelines of the Americans with Disabilities Act
(ADA) must have a minimum clear height of 98 inches to and on each level
accommodating van accessible parking and meet all provisons of Americans with
Disabilities Act Accessibility Guideline (ADAAG) 4.6.5.

Sec. 2.2.330. - Section 408.3.1 amended.

Section 408.3.1 of the Internationa Building Code, is amended to read as follows:

408.3.1 Door width. Doors to resident sleeping units shall have a clear width of not less
than 32 inches (813 mm).

Sec. 2.2.340. - Section 412.2.1 amended.

Section 412.2.1 of the Internationa Building Code, is amended to read as follows:

412.2.1 Exterior walls. Exterior walls located less than 25 feet (7692 mm) from property
lines, lot lines or a public way shall have afire-resistance rating not less than 2 hours.

Sec. 2.2.350. - Section 412.2.3 amended.

Section 412.2.3 of the Internationa Building Code, is amended to read as follows:

412.2.3 Floor surface. Floors shall be graded and drained to prevent water or fuel from
remaining on the floor. Floor drains shall discharge through an oil separator to the sanitary
sewer.

Exception: Aircraft hangars with individua lease spaces not exceeding 2,000 square feet
(186 m?) each in which servicing, repairing or washing in not conducted and fuel is not
dispensed shall have floors that are graded toward the door, but shall not require a
separator.

Sec. 2.2.360. - Section 4112.2.6 amended.

Section 412.2.6 of the Internationa Building Code, is amended to read as follows:

[F] 412.2.6 Fire suppression. Aircraft hangars shall be provided with fire suppression as
required by NFPA 409. Aircraft Maintenance Hangar shall be defined as any of following:
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major disassembling, inspection, and reassembling of aircraft; repair of aircraft;
modification of the aircraft, rebuilding of structura damage, correction of a system
malfunction or replacement of a mgor component; aircraft painting or paint removal,;
aircraft engine overhaul and maintenance; welding operations, and aircraft fuel tank or
system repair or cleaning. Aircraft Storage Hangar shall be defined as any of following:
Routine service checks, corrections of flight crew complaints, and minor repair and
maintenance preformed while the aircraft is routinely in out-of-flight status.

Exceptions: 1. Aircraft Maintenance Hangars, shall not require an automatic sprinkler
and foam-extinguishing system where the fire area does not exceed 17,500 square feet
(1626 m?) and the following conditions are met:

a.  The hangar access door height of 28 feet (8.5m) or less.

b. The building is protected by an approved Monitored Optical Fire Detection
System throughouit.

2. Aircraft Storage Hangars, shal not require an automatic sprinkler and foam-
extinguishing system where the fire area does not exceed 26,000 square feet (2416 m?) and
the following conditions are met:

a.  The hangar access door height of 28 feet (8.5m) or less.

b. The building is protected by an approved Monitored Optical Fire Detection
System throughouit.

3.  Group Il hangers as defined in NFPA 409 storing private aircraft are exempt from
foam suppression requirements.

Sec. 2.2.365. - Sections 421—421.3.4, 421.4—421.6.

Section 421, 421.1, 421.2, 421.3, 421.3.1, 421.3.2, 421.3.3, 421.3.4, 421.4, 421.5, 421.6, 421.7
and 421.8 of the International Building Code is hereby created to read as follows:

421 Occupancies. Live/work units shall be classified as a Group R-2 occupancy. Separation
requirements found in Section 508 shall not apply within the live/lwork unit when the
live/work unit is in compliance with Section 419. High hazard and storage occupancies
shal not be permitted in a livelwork unit. The aggregate area of storage in the
nonresidential portion of the live/work unit shall be limited to 10 percent of the space
dedicated to nonresidential activities. 421.1 General. A live/lwork unit is a dwelling unit or
sleeping unit in which a significant portion of the space includes a nonresidential use that is
operated by the tenant and shall comply with sections 419.1 through 419.8.

Exception: Dwelling or slegping units that include an office that is less than 10 percent of
the area of the dwelling unit shall not be classified as alive/work unit.

421.2 Limitations. The following shall apply to all live/lwork areas:
1. Thelivelwork unit is permitted to be a maximum of 3,000 square feet;

2. The nonresidential area is permitted to be a maximum 50 percent of the area of
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each livelwork unit;

3. Thenonresidential area function shall be limited to the first or main floor only of
the live/lwork unit; and

4. A maximum of five nonresidential workers or employees are allowed to occupy
the nonresidential area at any one time.

421.3 Means of Egress. Except as modified by this section, the provisions for Group R-2
occupancies in Chapter 10 shall apply to the entire live/work unit.

421.3.1 Egress Capacity. The egress capacity for each element of the live/work unit shall be
based on the occupant load for the function served in accordance with Table 1004.1.1.

421.3.2 Siding Doors. Where doors in a means of egress are of the horizontal sliding type,
the force to dide the door to its fully open position shall not exceed 50 pounds with a
perpendicular force against the door of 50 pounds.

421.3.3 Spiral Sairs. Spira stairs that conform to the requirements of Section 1009.8 shall
be permitted.

421.3.4 Locks. Egress doors shall be permitted to be locked in accordance with Exception 4
of Section 1008.1.8.3.

421.4 Vertical Openings. Floor openings between floor levels of a live/lwork unit are
permitted without enclosure.

421.5 Fire Protection. The live/lwork unit shall be provided with a monitored fire alarm
system where required by Section 907.2.9 and an automatic sprinkler system in accordance
with Section 903.2.7 as amended.

421.6 Sructural. Floor loading for the area within a live/lwork unit shall be designed to
conform to Table 1607.1 based on the function within the space.

421.7 Accessibility. Accessibility shall be designed in accordance with Chapter 11.

421.8 Ventilation. The applicable requirements of the International Mechanical Code shall
apply to each area within the live/lwork unit for the function within that space.

Sec. 2.2.370. - Section 507.3 amended.

Section 507.3 of the International Building Code, is amended to read as follows:

507.3 Sprinklered, one story. The area of a one-story, Group B, E, F, M, or S building or a
one-story Group A-1, A-2 or A-4 building of other than Type V construction shall not be
limited when the building is provided with an automatic sprinkler system throughout in
accordance with Section 903.3.1.1 and is surrounded and adjoined by public ways or yards
not less than 60 feet (18288 mm) in width.

Exceptions:
1. Buildings and structures of Type | and Il construction for rack storage facilities that do
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not have access by the public shall not be limited in height, provided that such buildings
conform to the requirements of Sections 507.2 and 903.3.1.1 and NFPA 230.

2. The automatic sprinkler system shall not be required in areas occupied for indoor
participant sports, such as tennis, skating, swimming and equestrian activities in
occupancies in Group A-4, provided that:

2.1 Exit doors directly to the outside are provided for occupants of the participant
sports areas; and

2.2 The building is equipped with a fire alarm system with manual fire alarm boxes
installed in accordance with Section 907.

3.  Group A-1 and A-2 occupancies of other than Type V construction shall be permitted,
provided:

3.1 All assembly and educational occupancies are separated from other spaces as
required for separated uses in Section 508.3.3.4 with no reduction allowed in the fire-
resistance rating of the separation based upon the installation of an automatic sprinkler
system.

3.2 Each Group A and E occupancy shall not exceed the maximum alowable area
permitted in Section 503.1; and

3.3 All required exists shall discharge directly to the exterior.

Sec. 2.2.380. - Section 507.6 amended.

Section 507.6 of the International Building Code, is amended to read as follows:

507.6 Group A-3 buildings. The area of a one-story, Group A-3 building of Type II
construction shall not be limited when al of the following criteria are met:

1. Thebuilding shall not have a stage other than platform.

2. The building shall be equipped throughout with an automatic sprinkler system in
accordance with Section 903.3.1.1.

3. The building shall be surrounded and adjoining by public ways or yards not less
than 60 feet (18288 mm) in width.

Sec. 2.2.390. - Table 508.2 amended.

Table 508.2 of the International Building Code, is amended to read as follows:
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TABLE 508.2 - INCIDENTAL USE AREAS

ROOM OR AREA

SEPARATION AND/OR PROTECTION

Furnace room where any piece of Equipment is
over 400,000 Btu Per hour input

1 hour or provide automatic fire-extinguishing
system

Rooms with boilers where the Largest piece of
equipment is Over 15 psi and 10 horsepower

1 hour or provide automatic fire-extinguishing
system

Refrigerant machinery rooms

1 hour or provide automatic sprinkler system

Parking garage (Section 406.2)

2 hours; or 1 hour and provide automatic fire-
extinguishing system

Hydrogen cut-off rooms, not Classified as Group
H

1-hour in Group B, F, M, Sand U occupancies. 2-
hour in Group A, E, | and R occupancies

Incinerator rooms

2 hours and automatic sprinkler system

Paint shops, not classified as Group H, located in
occupancies Other than Group F

2 hours; or 1 hour and provide automatic fire-
extinguishing system

Laboratories and vocational Shops, not classified
as Group H, located in Group E or 1-2
occupancies

1-hour or provide automatic fire-extinguishing
system

Laundry rooms over 100 square Feet

1 hour or provide automatic fire-extinguishing

system
Group 1-3 cells equipped with Padded surfaces 1 hour
Group I-2 waste and linen collection rooms 1 hour

Waste and linen collection rooms over 100 square
feet

1 hour or provide automatic fire-extinguishing
system

Stationary lead-acid battery systems having a
liquid capacity of more than 100 gallons used for
facility standby power, emergency power or
uninterrupted power supplies

1-hour in Group B, F, M, Sand U occupancies. 2-
hour in Group A, E, | and R occupancies.

For SI: 1 square foot + 0.0929 m?, 1 pound per square inch = 6.9kPa.
1 British thermal unit per hour = 0.293 watts, 1 horsepower = 746 watts.

1lgalon=8.79L.
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Sec. 2.2.400. - Table 601 amended.

Table 601 of the International Building Code, is amended to read as follows:

TABLE 601" - FIRE-RESISTANCE RATING REQUIREMENTS
FOR BUILDING ELEMENTS (hours)

BUILDING TYPE | TYPE I TYPE I TYPE IV TYPEV
ELEMENT

A B A° B A° B HT A° B
Primary Structural | 3° 2° 1 0 1 0 HT 1 0
Frame®
Bearing walls
Exterior? 3 2 1 0 2 2 2 1 0
Interior P 122 1 0 1 0 /HT 1 0
Nonbearing walls
and partitions

See Table 602
Exterior
Nonbearing Walls
And Partitions
Interior’ .

0 0 0 0 0 0 See Section | O 0

602.4.6
Floor construction
and secondary
members 2 2 1 0 1 0 HT 1 0
Roof construction
andsecondary C c,d c,d c, d cd c, d cd
members 11/2° | 1 1 0 1 0 HT 1 0
For SI: 1 foot = 304.8mm.
a The primary structural frame shall be considered to be the columns and the

girders, beams, trusses and spandrels having direct connections to the
column and bracing members designed to carry gravity loads. The
following structural members shall be considered secondary members and
not part of the primary structural frame:
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I Structural members not having direct connections to the
columns;

ii. Members of the floor construction not having direct
connections to the columns; and

iii. Bracing members other than those that are part of the primary
structural frame.

Roof supports. Fire-resistance ratings of structural frame and bearing
walls are  permitted to the reduced by 1 hour where supporting a roof
only.

Except in Group F-1, H, M, and S-1 occupancies, fire protection of
structural members shall not be required, including protection of roof
framing and decking where every part of the roof construction is 20 feet or
more above any floor immediately below. Fire—retardant-treated wood
members shall be allowed to be used for such unprotected members.

In all occupancies, heavy timber shall be alowed where 1-hour or less
fire-resistance rating is required.

An approved automatic sprinkler system in accordance with Section
903.3.1.1 shall be alowed to the substituted for 1-hour fire-resistance-
rated construction, provided such system is not otherwise required by
other provisions of this code or used for an allowable area increase in
accordance with Section 506.3 or an allowable height increase in
accordance with Section 504.2. The 1-hour substitution for the fire
resistance of exterior walls shall not be permitted.

Not less than the fire-resistance rating required by other sections of this

code.

Not less than the fire-resistance rating based on fire separation distance
(See Table 602).

Canopies under which temporary transactions occur or the loading and
unloading of passengers of private or pleasure-type motor vehicles may be
of non-combustible construction, subject to the following conditions:

I The canopy is open on three or more sides and is not more than
1500 square feet (139.4 m?).

ii. Canopy structures shall not be located in areas where building
openings are prohibited or openings are required to be protected by
Table 602.
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iii. Buildings or portions thereof with exits having canopy structures located
over the exit discharge shall be provided with an aternate means of egress
asrequired by Section 1015.2.1.

Sec. 2.2.410. - Chapter 5, Section 508.5.1 amended —Whererequired, Exception.

Section 2.2.410 applies only within the city limits of the City of Wichita.

Chapter 5, Section 508.5.1 of the International Fire Code, 2006 Edition, is amended to read as
follows:

Section 508.5.1 Where required. Where a portion of the facility or building hereafter
constructed or moved into or within the jurisdiction is more than 400 feet (122m) from a
hydrant on a fire apparatus access road, as measured by an approved route around the
exterior of the facility or building, on-site fire hydrants and mains shall be provided
where required by the fire code official.

Exceptions:

1. For Group R-3 and Group U occupancies, the distance requirement shall be 500 feet
(152,400 mm).

2. For buildings equipped throughout with an approved automatic sprinkler system
installed in accordance with Section 903.3.1.1 or 903.3.1.2, the distance requirement shall
be 500 feet (152,400 mm).

Sec. 2.2.420. - Section 704.2 amended.

Section 704.2 of the International Building Code, is amended to read as follows:

704.2 Projections. Cornices, eave overhangs, exterior balconies and similar projections
extending beyond the floor area shall conform to the requirements of this section and
Section 1406. Exterior egress balconies and exterior exit stairways shall also comply with
Sections 1014.5 and 1023.1, respectively. Projections shall be no closer than 5 ft. (1524
mm) to the property line or the assumed property line.

Sec. 2.2.430. - Section 704.5 amended.

Section 704.5 of the International Building Code, is amended to read as follows:

704.5 Fireresistance ratings. Exterior walls shall be fire-resistance rated in accordance
with Tables 601 and 602. The fire-resistance rating of exterior walls with a fire separation
distance of equal to or greater than 5 feet (1524 mm) shall be rated for exposure to fire from
the inside. The fire-resistance rating of exterior walls with a fire separation distance of less
than 5 feet (1524 mm) shall be rated for exposure to fire from both sides.

Sec. 2.2.440. - Table 704.8 amended.

Table 704.8 of the International Building Code, is amended to read as follows:
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TABLE 704.8- MAXIMUM AREA OF EXTERIOR WALL OPENINGS?

FIRE SEPARATION DISTANCE (feet)

CLASSIFIC
ATION OF
OPENINGS

3toless
than 59

5toless
than
10(:, egh

10to

less

than
15%©9

15to
less
than
209

20to
less
than
2519

25to
less
than
307

30o0r
greater

Unprotected

Not
Permitted

Not
Permitted®

10%'

15%'

25%

45%

70%

No
Limit®

Protected

Not
Permitted

15%

25%

45%

75%

No
Limit®

No
Limit®

No
Limit®

For SI: 1 foot = 304.8mm.

a

b.

Values given are percentage of the area of the exterior wall.
See Section 704.7 for unexposed surface temperature.

For occupancies in Group R-3, the maximum percentage of
unprotected and protected exterior wall openings shall be 25
percent.

The area of openings in an open parking structure with a fire
separation distance of equal or greater than 10 feet shall not be
limited.

For occupancies in Group H-2 or H-3, unprotected openings shall
not be permitted for openings with a fire separation distance of less
than 15 feet.

For requirements for fire walls for buildings with different heights,
see Section 705.6.1.

The area of unprotected and protected openings is not limited for
occupancies in Group R-3, with a fire separation distance equal to
and greater than 5 feet.

For specia requirements for Group U occupancies, see Section
406.1.2.
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i Buildings whose exterior bearing wall, exterior nonbearing wall
and exterior structural frame are not required to the fire-resistance
rated by Table No. 601 or 602 shall be permitted to have unlimited
unprotected openings.

J- Includes accessory buildings to Group R-3.
Sec. 2.2.450. - Section 704.11 amended.

Section 704.11 of the International Building Code, is amended to read as follows:
704.11 Parapets. Parapets shall be provided on exterior walls of buildings.

Exceptions: A parapet need not be provided on an exterior wall where any of the following
conditions exist:

1. The wall is not required to be fire-resistance rated in accordance with Table 602
because of fire separation distance.

2. Thebuilding has an area of not more than 1,000 square feet (93 m?) on any floor.

3.  Wallsthat terminate at roofs of not less than 2-hour fire-resistance-rated construction
or where the roof, including the deck and supporting construction, is constructed entirely of
noncombustible materials.

4. One-hour fire-resistance-rated exterior walls that terminate at the underside of the roof
sheathing, deck or slab, provided:

4.1. Where the roof/ceiling framing elements are parallel to the walls, such framing
and elements supporting such framing shall not be of less than 1-hour fire-resistance-
rated construction for a width of 4 feet (1220 mm) for Groups R and U and 10 feet
(3048 mm) for other occupancies, measured from the interior side of wall.

4.2. Where roof/ceiling framing elements are not parallel to the wall, the entire span
of such framing shall not be less than 1-hour fire-resistance-rated construction.

4.3. Openings in the roof shall not be located within 5 feet (1524 mm) of the 1-hour
fire-resistance-rated exterior wall for Group R and U and 10 feet (3048 mm) for other
occupancies, measured from the interior side of the wall.

4.4. Theentire building shall be provided with not less than a Class B roof covering.

5. In Group R-2 and R-3 where the entire building is provided with a Class C roof
covering, the exterior wall shall be permitted to terminate at the underside of the roof
sheathing or deck in Typel 1, IV and V construction, provided:

5.1. The roof sheathing or deck is constructed of approved noncombustible materias
or of fire-retardant-treated wood for a distance of 4 feet (1220 mm); or

5.2. The roof is protected with 0.625-inch (16 mm) Type X gypsum board directly
beneath the underside of the roof sheathing or deck, supported by a minimum of
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nomina 2-inch (51 mm) ledgers attached to the sides of the roof framing members for
aminimum distance of 4 feet (1220 mm).

6. Where the wall is located no closer than 5 feet (1524 mm) to the property line or
assumed property line.

Sec. 2.2.460. - Section 705.1 amended.

Section 705.1 of the International Building Code, is amended to read as follows:

705.1 General. Each portion of a building separated by one or more fire walls that comply
with the provisions of this section shall be considered a separate building. The extent and
location of such fire walls shall provide a complete separation. Where a fire wall also
separates occupancies that are required to be separated by a fire barrier wall, the most
restrictive requirements of each separation shall apply.

Exceptions:

1. Area separation walls constructed prior to the adoption of the 2000 Edition of the
International Building Code may be increased in length by not more than 25 percent of the
length of the existing wall, not to exceed 30 feet. The method of construction and fire rating
of the additional wall length shall be in general conformance to that of the existing wall.

2. Where building separation is required by the adopted electrical code to allow for
multiple electrical services, the firewall may be constructed in accordance with the
provisions of atwo-hour fire barrier per Section 706. If the fire wall coincides with that of a
required fire barrier, then the most restrictive requirement shall apply. For allowable area
purposes, the building is considered as one structure with no benefit from the fire wall.

Sec. 2.2.470. - Section 706.5 amended.

Section 706.5 of the International Building Code, is amended to read as follows:

706.5 Continuity. Fire barriers shall extend from the top of the floor/ceiling assembly below
to the underside of the floor or roof slab or deck above and shall be securely attached
thereto. Such fire barriers shall be continuous through concealed spaces, such as the space
above a suspended ceiling. The supporting construction for the fire barrier walls shall be
protected to afford the required fire-resistance rating of the fire barrier supported, except for
1-hour fire-resistance-rated incidental use area separations as required by Table 508.2 in
buildings of Type IIB, I1IB, and VB construction. Hollow vertical spaces within a fire
barrier shall be fireblocked in accordance with Section 717.2 at every floor level.

Exceptions:

1. The maximum required fire-resistance rating for assemblies supporting fire barriers
separating tank storage as provided for in Section 415.6.2.1 shall be 2 hours, but not less
than required by Table 601 for the building construction type.

2. Shaft enclosures shall be permitted to terminate at a top enclosure complying with
Section 707.12.
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3. Protection of supporting construction of a fire barrier required to extend through a
concealed space of an exterior architectural element is not required where the use below is
transient in nature and has little or no impact to fire loading.

Sec. 2.2.480. - Section 715.5.7.2 amended.

Section 715.5.7.2 of the International Building Code, is amended to read as follows:

715.5.7.2 Sze limitations. The total area of windows shall not exceed 25 percent of the area
of the area of acommon wall with any room.

Exception: Window openings of unlimited area may be glazed with approved fixed
laminated glass, subject to the following conditions:

1. The glass shal be protected by a sprinkler system served by a domestic line and
equipped with listed quick-response sprinklers approved by the Fire Department. The
sprinkler system shall completely wet the entire surface of the glass wall when activated.

2.  Thelaminated glass shall be in a gasketed non-combustible frame as installed that the
glazing system may deflect without breaking (loading) the glass before the sprinkler system
operates.

3. Obstructions such as curtain rods, drapery traverse rods, curtains, drapes or similar
materials shall not be installed between the sprinkler and the glass. For the purpose of this
section, non-combustible doors with approved fixed laminated glass may be considered as
window openings, when subjected to the above conditions. The above doors shall comply
with Section 715.4.7 and 715.4.7.1.

Sec. 2.2.485. - Section 803.10 and 803.10.1 created.

Section 803.10 and 803.10.1 of the International Building Code, is created to read as follows:

Ste-fabricated Sretch System. A system, fabricated on site and intended for acoustical,
tackable or aesthetic purposes, that is comprised of three elements; (a) a frame (constructed
of plastic, wood, metal or other material) used to hold fabric in place, (b) a core material
(infill, with the correct properties for the application) and (c) an outside layer, comprised of
a textile, fabric or vinyl, that is stretched taunt and held in place by tension or mechanical
fasteners viathe frame.

Section 803.10.1 Site fabricated stretched systems. Where used as interior wall or interior
ceiling finish materias, site-fabricated stretch systems shall be tested in the manner
intended for use, and shall comply with the requirements of Section 803.1.1 or 803.1.2. If
the materials are tested in accordance with ASTM E 84 or UL 723, specimen preparation
and mounting shall be in accordance with ASTM E 2573.

Sec. 2.2.490. - Section 901.1 amended.

Section 901.1 of the International Building Code, is amended to read as follows:

901.1 Scope. The provisions of this chapter shall specify where fire protection systems are
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required and shall apply to the design, installation and operation of fire protection systems.
Where buildings, or portions thereof, are divided into fire areas so as not to exceed the
limits established for requiring a fire protection system in accordance with this chapter,
such fire areas shall be separated by fire barriers having a fire-resistance rating of not less
than that determined in accordance with Table 508.3.3 and Section 706.

Exception: Buildings constructed prior to the adoption of the 2000 Edition of the
International Building Code may have a non-conforming fire area increased by not more
than 25 percent of the fire area limitation, for the occupancy classification, as specified
under Section 903.2. All additions to the fire area shall be considered as accumulative and
subject to the limitations of the construction type.

Sec. 2.2.500. — Chapter 9, Section 901.6 amended — I nspection, testing and maintenance.

In thejurisdiction of the City of Wichita:

Chapter 9, Section 901.6 of the International Fire Code, 2006 Edition, is amended to read as
follows:

Section 901.6 Inspection, testing and maintenance. Fire detection, aarm and
extinguishing systems shall be maintained in an operative condition at al times, and shall
be replaced or repaired where defective. Non-required fire protection systems and
equipment shall be inspected, tested and maintained or removed. Installation and
aterations to fire detection, alarm and extinguishing systems shall be done in accordance
with applicable standards and shall be performed by a NICET Il Wichita Licensed Fire
Protection Contractor.

In thejurisdiction of Sedgwick County:

Article 12, Section 901.6.3.of the International Fire Code, 2003 Edition, is added to read as
follows:

Authorized Inspectors, test and maintenance personnel. No person or business entity
shall inspect, test or maintain any system regulated by this section unless said person or
business entity is a licensed fire protection contractor who has passed an appropriate
examination. The International Code Council test for general contractors in the state of
Kansas (ICC address of 5360 S. Workman Mill Rd. Whittier, CA 90601) or the “Block
Test” administered by Experior (address of 2100 NW 53" Ave. Gainesville, FL 32653),
are designated as the standard examinations for determining the qualifications of person
seeking licensure.

Those persons who were licensed as required by the Department of Code Enforcement on
December 31, 2003, and whose license has not subsequently lapsed or been suspended or
revoked, shall not be required to pass any such examination. Those persons not so
licensed on that date, shall be at least aNICET Level Il Fire Protection Contractor.
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Sec. 2.2.510. - Section 903.2.1.1 amended.

Section 903.2.1.1 of the International Building Code, is amended to read as follows:

[F] 903.2.1.1 Group A-1. An automatic sprinkler system shall be provided for Group A-1
occupancies where one of the following conditions exists:

1. Thefire area exceeds 12,000 square feet (1115 m?) for TypeI-B, I11-B, V-A, and V-B
construction or the basic allowable area for the construction type per Table 503 for the
remaining construction types.

2. Thefireareaislocated on afloor other than the level of exit discharge.

3. Thefire area contains a multi-theater complex.

Sec. 2.2.520. - Section 903.2.1.2 amended.

Section 903.2.1.2 of the International Building Code, is amended to read as follows:

[F] 903.2.1.2 Group A-2. An automatic sprinkler system shall be provided for Group A-2
occupancies where one of the following conditions exists:

1. Thefire area exceeds 5,000 square feet (465 m?);
2. Thefire area has an occupant load of 300 or more; or

3. Thefireareaislocated on afloor other than the level of exit discharge.

Sec. 2.2.530. - Section 903.2.1.3 amended.

Section 903.2.1.3 of the International Building Code, is amended to read as follows:

[F] 903.2.1.3 Group A-3. An automatic sprinkler system shall be provided for Group A-3
occupancies where one of the following conditions exists:

1. Thefire area exceeds 12,000 square feet (1115 m?) for Type I1-B, Type I11-B, Type V-
A, and Type V-B construction or the basic alowable area for the construction type per
Table 503 for the remaining construction types.

2. Thefireareaislocated on afloor other than the level of exit discharge.

Exception: Areas used exclusively as participant sports areas where the main floor
areaislocated at the same level asthe level of exit discharge of the main entrance and
exit.

Sec. 2.2.540. - Section 903.2.1.4 amended.

Section 903.2.1.4 of the International Building Code, is amended to read as follows:

[F] 903.2.1.4 Group A-4. An automatic sprinkler system shall be provided for Group A-4
occupancies where one of the following conditions exists:
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1. Thefire area exceeds 12,000 square feet (1115 m?) for Type I1-B, Typell-B, Type V-
A, and Type V-B construction or the basic allowable area for the construction type per
Table 503 for the remaining construction types.

2. Thefireareaislocated on afloor other than the level of exit discharge.

Exception: Areas used exclusively as participant sports areas where the main floor
areaislocated at the same level asthe level of exit discharge of the main entrance and
exit.

Sec. 2.2.550. - Section 903.2.3 deleted.

Section 903.2.3 of the International Building Code, is deleted as applicable within the city limits
of the City of Wichita. In Sedgwick County only, Section 903.2.3 reads as follows: An
automatic sprinkler system shall be provided throughout al building where a Group F-1
occupancy exceeds the basic allowable area for the construction type per Table 503 for the
remaining construction types,; or where more than three stories in height; or where the combined
fire area on all floors, including mezzanines, exceed double the basic alowable areas for the
construction type per Table 503.

Sec. 2.2.555. - Section 903.2.3.1 created.

Section 903.2.3.1 of the International Building Code, is amended to read as follows:

903.2.3.1 Woodworking operations. An automatic sprinkler system shall be provided
throughout all Group F-1 occupancy fire areas that contain woodworking operations which
generate finely divided combustible waste or use finely divided combustible materials.

EXCEPTION: A room or the aggregate area of rooms containing woodworking operations
within afire area where the area is 2,500 square foot (232 m?) or less. Walls that define the
rooms that contain the wood working operations shall be of non-combustible construction.

Sec. 2.2.560. - Section 903.2.7 amended.

Section 903.2.7 of the International Building Code, is amended to read as follows:

[F] 903.2.7 Group R. An automatic sprinkler system installed in accordance with Section
903.3 shall be provided throughout all buildings with a Group R fire area.

Exceptions:
1. Apartment buildings of four unitsor less.

2. Group R-3 occupancies as regulated by this Code.

Sec. 2.2.570. - Section 903.2.8 deleted.

Section 903.2.8 of the International Building Code, is deleted.
In the unincorporated area of Sedgwick County, including the small cities under contract for
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inspection services Section 903.2.8 is amended to read as follows:

[F] 903.2.8 Group S-1. An automatic sprinkler system shall be provided throughout all
buildings where the fire area containing a Group S-1 occupancy exceeds the basic
allowable areafor the construction type per Table 503 for the remaining construction types,
or where more than three stories in height; or where the combined fire area on all floors,
including mezzanines, exceed double the basic allowable areas for the construction type per
Table 503.

Sec. 2.2.580. - Section 903.2.9 amended.

Section 903.2.9 of the Internationa Building Code, is amended to read as follows:

[F] 903.2.9 Group S2. An automatic sprinkler system shal be provided throughout
buildings having a fire area that exceeds 12,000 square feet (1115 m?) and classified as
enclosed parking garages in accordance with Section 406.4 or where located beneath other
groups.

Exception: Enclosed parking garages located beneath Group R-3 occupancies.

Sec. 2.2.590. - Section 903.2.9.1 amended.

Section 903.2.9.1 of the International Building Code, is amended to read as follows:

[F] 903.2.9.1 Commercial parking garages. An automatic sprinkler system shall be
provided throughout buildings used for storage of commercial trucks or buses where the fire
area exceeds 12,000 square feet (1115 m?).

Sec. 2.2.600. - Section 903.2.10.1.1 amended.

Section 903.2.10.1.1 of the International Building Code, is amended to read as follows:

[F] 903.2.10.1.1 Opening dimensions and access. Openings shall have a minimum
dimension of not less than 30 inches (762 mm) in width and 48 inches (1219 mm) in height.
Such openings shall be accessible to the fire department from the exterior and shall not be
obstructed in a manner that fire fighting or rescue cannot be accomplished from the
exterior.

Sec. 2.2.665. - Section 903.3.1.2.1 created.

Section 903.3.1.2.1 of the International Building Code, is amended to read as follows:

[F] 903.3.1.2.1 Balconies and decks. Sprinkler protection shall be provided for exterior
bal conies, decks and ground floor patios of dwelling units where the building is of Type V
construction, provided there is a roof or deck above. Sidewall sprinklers that are used to
protect such areas shall be permitted to be located such that their deflectors are within 1
inch (25 mm) to 6 inches (152 mm) below the structural members and a maximum distance
of 14 inches (356 mm) below the deck of the exterior balconies and decks that are
constructed of open wood construction.
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Sec. 2.2.670. - Chapter 9, Section 903.3.6 amended —Hose thread.

Section 903.3.6 of the International Building Code, is applicable within the city limits of the
City of Wichita.

Chapter 9, Section 903.3.6 of the International Fire Code, 2006 Edition, is amended to read as
follows:

Section 903.3.6. - Hose threads. Fire hose threads and fittings used in connection with
automatic sprinkler systems shall comply with NFPA 1963 or as otherwise approved, and
shall be compatible with fire department hose threads. Fire hose thread used in connection
with fire-extinguishing systems shall be national standard hose thread or as approved by the
fire code official.

Sec. 2.2.680.- Chapter 9, Section 903.3.7 amended — Fire department connections.

Section 903.3.7 of the I nternational Building Code, is applicable within the city limits of the
City of Wichita.

Chapter 9, Section 903.3.7 of the International Fire Code, 2006 Edition, is amended to read as
follows:

Section 903.3.7 - Fire department connections. The location of fire department hose
connections shall be approved by the fire code official. The maximum distance shall be
150 feet (45 720 mm) from afire hydrant. The required hydrant shall be no closer than 40
feet (12 192 mm) to the structure.

Sec. 2.2.690. - Section 907.2 created.

Section 907.2 of the International Building Code, is hereby amended to read as follows:

[F] 907.2 Where required—new buildings and structures. An approved fire alarm system
installed in accordance with the provisions of this Code and NFPA 72 shall be provided in
new buildings and structures in accordance with Sections 907.2.1 through 907.2.23 and
provide occupant notification in accordance with section 907.9 unless other requirements
are provided by another section of this Code. A minimum of one manual fire alarm box
shall be provided in an approved location to initiate a fire alarm signal for fire alarm
systems employing automatic fire detectors or waterflow detection devices. Where other
sections of this Code alow elimination of fire darm boxes due to sprinklers, a single fire
alarm box shall be installed.

Exceptions:

1. The manua fire darm box is not required for fire darm systems dedicated to
elevator recall control and supervisory service.

2. The manual fire alarm box is not required for Group R-2 occupancies unless
required by the fire code official to provide a means for fire watch personnel to initiate
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an alarm during a sprinkler system impairment event. Where provided, the manual fire
alarm box shall not be located in an areathat is accessible to the public.

Sec. 2.2.700. - Section 907.2.1 amended.

Section 907.2.1 of the Internationa Building Code, is amended to read as follows:

[F] 907.2.1 Group A. A manual fire alarm system shall be installed in rooms containing
Group A occupancies having an occupant load of 300 or more. Portions of Group E
occupancies occupied for assembly purposes shall be provided with a fire alarm system as
required for the Group E occupancy.

Exception: Manual fire adarm boxes are not required where the building is equipped
throughout with an automatic sprinkler system and the alarm notification appliances will
active upon sprinkler water flow.

Sec. 2.2.710. - Section 907.2.1.1 amended - System initiation in Group A occupancies
with an occupant load of 1,000 or more.

Section 907.2 of the International Building Code, is applicable only within the city
limits of the City of Wichita.

Chapter 9, Section 907.2.1.1 of the International Fire Code, 2006 Edition, is amended to
read as follows:

[B] Section 907.2.1.1 System initiation in rooms containing Group A
occupancies with an occupant load of 1,000 or more. Activation of the fire
alarm in rooms containing Group A occupancies with an occupant load of 1,000
or more shall initiate a signal using an emergency voice/alarm communications
system in accordance with NFPA 72.

Exception: Where approved, the prerecorded announcement is alowed to be
manually deactivated for a period of time, not to exceed 3 minutes, for the sole
purpose of alowing a live voice announcement from an approved, constantly
attended location.

Sec. 2.2.720. - Section 907.2.3 amended.

Section 907.2.3 of the International Building Code, is amended to read as follows:

[F] 907.2.3 Group E. An automatic fire alarm system with smoke detection in accordance
with provisions set forth in KAR 22-1.3 and (Current edition) NFPA 101 Life Safety Code
Section 16.3.4 shall beinstalled in Group E occupancies.

In the unincorporated area of Sedgwick County, including the small cities under contract for
inspection services Section 907.2.10.1.2 is amended to read as follows:

[F] 907.2.10.1.2 Groups R-2, R-3, R-4 and I-1. Single- or multiple-station smoke alarms
shall be installed and maintained in Groups R-2, R-3, R-4 and I-1, regardless of occupant
load at all of the following locations:
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1. Onthe celling or wall outside of each separate sleeping area in the immediate vicinity of
bedrooms.

2. In each room used for slegping purposes except in Group R-3 occupancies.

3. Ineach story within a dwelling unit, including basements but not including crawl spaces
and uninhabitable attics. In dwellings or dwelling units with split levels and without an
intervening door between the adjacent levels, a smoke aarm installed on the upper level
shall suffice for the adjacent lower level provided that the lower level is less than one full
story below the upper level.

In the unincorporated area of Sedgwick County, including the small cities under contract for
inspection services Section 907.2.10.1.4 is amended to read as follows:

Section 907.2.10.1.4. Additions, alterations or repairs to Group R shall be amended to read
asfollows:

Where an addition, alteration or repair to an individual dwelling unit or guestrooms in
Group R requires a permit, smoke alarms shall be installed within that individual dwelling
unit or guestrooms in accordance with this section. Where one or more sleeping rooms are
added to or created in an existing Group R, smoke alarms shall be installed in accordance
with this section.

Exception: Smoke alarms located in an existing individual dwelling unit, sleeping room or
guestroom may remain as previously approved unless the addition, alteration or repair
results in the removal of interior wall or ceiling finishes exposing the structure within the
sleeping area. In al cases, smoke alarms shall comply with Section 907.2.10.2.

Sec. 2.2.730. - Group |-4 created.

Group 1-4. Group -4 occupancies shall be equipped with an automatic fire darm system with
smoke detection in accordance with provisions set forth in KAR 22-1.3 and (Current edition)
NFPA 101 Life Safety Code Section 16.3.4.

Sec. 2.2.740. - Section 910.2.1 amended.

Section 910.2.1 of the Internationa Building Code, is amended to read as follows:

[F] 910.2.1 Group F-1 or S1. Buildings and portions thereof used as Group F-1 or S-1
occupancy having more than 50,000 square feet (4645 m?) in undivided area.

Exceptions:
1. Group S-1 aircraft repair hangars.

2. Areas completely separated by non-combustible partitions so that no one area exceeds
50,000 square feet (4645 m?). Openings shall be provided with approved automatic or self-
closing devices to ensure closure of the opening.
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Sec. 2.2.750. - Section 910.3.5 amended.

Section 910.3.5 of the International Building Code, is amended to read as follows:

910.3.5 Draft curtains. Where required by Table 910.3, draft curtains shall be provided in
accordance with this section. The requirement for curtain boards in buildings designed to
accommodate high-piled stock, as defined by the International Fire Code, shal be in
accordance with IFC Table 2306.2.

Exception: Where areas of buildings are equipped with ESFR sprinklers, draft curtains shall
not be provided within these areas. Draft curtains shall only be provided at the separation
between the ESFR sprinklers and the conventional sprinklers.

Sec. 2.2.760. - Section 1003.5 amended.

Section 1003.5 of the International Building Code, is amended to read as follows:

1003.5 Elevation change. Where changes in elevation of less than 12 inches (305 mm) exist
in the means of egress, sloped surfaces shall be used. Where the slope is greater than one
unit vertical in 20 units horizontal (5-percent slope), ramps complying with Section 1010
shall be used. Where the difference in elevation is 6 inches (152 mm) or less, the ramp shall
meet the requirements of the Americans with Disability Act ("ADA").

Exceptions:

1. A single step with a maximum riser height of 7 inches (178 mm) is permitted for
buildings with occupancies in Groups F, H, R-2 and R-3 and Group S and U at exterior
doors not required to be accessible by the Americans with Disabilities Act ("ADA") or
locations served by aramp meeting the requirements of the Americans with Disabilities Act
("ADA").

2. A stair with a single riser or with two risers and a tread is permitted at |ocations not
required to the accessible by the Americans with Disabilities Act ("ADA"), provided that
the risers and treads comply with Section 1009.3, the minimum depth of the tread is 13
inches (330 mm) and at least one handrail complying with Section 1012 is provided within
30 inches (762 mm) of the centerline of the normal path of egresstravel on the stair.

3. A stepispermitted in aisles serving seating that has a difference in elevation less than
12 inches (305 mm) at locations not required to the accessible by the Americans with
Disabilities Act ("ADA"), provided that the risers and treads comply with Section 1025.11
and aisle is provided with ahandrail complying Section 1025.13.

Any change in elevation in a corridor serving nonambulatory persons in Group 1-2
occupancy shall be by means of aramp or sloped walkway.

Sec. 2.2.770. -Chapter 10, Section 1004.1 amended - Design occupant load.
Chapter 10, Section 1004.1 of the International Fire Code, 2006 Edition, is amended to read as
follows:
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[B] Section 1004.1 Design occupant load. In determining means of egress
requirements, the number of occupants for whom means of egress facilities shall be
provided shall be determined in accordance with this section. Where occupants from
accessory areas egress through a primary space, the calculated occupant load for the
primary space shall include the total occupant load of the primary space plus the number
of occupants aggressing though it from the accessory area. See Chapter 1, Section 107.6
— Overcrowding for exceeding the designed.

Sec. 2.2.780. - Section 1006.3 amended.

Section 1006.3 of the International Building Code, is amended to read as follows:

1006.3 Illumination emergency power. The power supply for means of egress illumination
shall normally be provided by the premises' electrical supply.

In event of power supply failure, an emergency electrical system shall automaticaly
illuminate the following areas.

1. Aides and enclosed egress stairways in rooms and spaces that require two or more
means of egress.

2. Corridors, exit enclosures and exit passageways in buildings required to have two or
more exits.

3. Exterior egress components at other than the level of exit discharge until exit
discharge is accomplished for buildings required to have two or more exits.

4. Interior exit discharge elements, as permitted in Section 1024.2, in buildings required
to have two or more exits.

Sec. 2.2.790. - Section 1006.4 amended.

Section 1006.4 of the International Building Code, is amended to read as follows:

1006.4 Performance of system. Emergency lighting facilities shall be arranged to provide
initial illumination that is at least an average of 1 foot-candle (11 lux) and a minimum at
any point of 0.1 foot-candle (1 lux) measured along the path of egress at floor level. A
licensed Electrical Engineer shall certify such system.

Exception: Emergency lighting facilities shall be placed at intervals not to exceed 50 feet
(15240 mm) on center or 25 feet (7620 mm) in any one direction along the path of egress.
Obstructions or changes in direction or exit travel shall be considered the conclusion of the
emergency light facility.

Sec. 2.2.800. - Section 1007.1 amended.

Section 1007.1 of the International Building Code, is amended to read as follows:

1007.1 Accessible means of egress required. Accessible means of egress shall comply with
this section. Accessible spaces shall be provided with not less than one accessible means of
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egress. Where more than one means of egress is required by Section 1015.1 or 1019.1 from
any accessible space, each accessible portion of the space shall be served by not less than
two accessible means of egress. Accessible means of egress for alterations shall comply
with the Americans with Disabilities Act.

Sec. 2.2.810. - Section 1007.3 created.

Section 1007.3 of the International Building Code is hereby amended to read as follows:

1007.3. Exit Stairways. In order to be considered part of an accessible means of egress, an
exit stairway shall have a clear width of 48 inches minimum between handrails and shall
either incorporate an area of refuge within an enlarged floor-level landing or shall be
accessed from either an area of refuge complying with Section 1007.6 or a horizontal exit.

Exceptions:

1. Unenclosed exit stairways as permitted by Section 1020.1 are permitted to be
considered part of an accessible means of egress.

2. The area of refuge is not required at unenclosed exit stairways as permitted by
Section 1020.1 in buildings or facilities equipped throughout with an automatic
sprinkler system installed in accordance with Section 903.3.1.1 or 903.3.1.2.

3. Theclear width of 48 inches between handrailsis not required at exit stairwaysin
buildings or facilities equipped throughout with an automatic sprinkler system
installed in accordance with Section 903.3.1.1 or 903.3.1.2.

4. The clear width of 48 inches between handrailsis not required for exit stairways
accessed from a horizontal exit.

5. Areasof refuge are not required at exit stairways serving open parking garages.

6. Areas of refuge are not required at exit stairways in buildings equipped
throughout by an automatic sprinkler system instaled in accordance with Section
903.3.1.1 or 903.3.1.2.

7. Areas of refuge are not required for smoke-protected seating areas complying
with Section 1025.6.2.

8. Theareas of refuge are not required in Group R-2 occupancies.

Sec. 2.2.820. - Section 1007.4 created.

Section 1007.4 of the International Building Code, is hereby amended to read as follows:

1007.4 Elevators. In order to be considered part of an accessible means of egress, an
elevator shall comply with the emergency operation and signaling device regquirements of
Section 2.27 of ASME A17.1. Standby power shall be provided in accordance with
Sections 2702 and 3003. The elevator shall be accessed from either an area of refuge
complying with Section 1007.6 or a horizontal exit.
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Exceptions:

1. Elevators are not required to be accessed from an area of refuge or horizontal exit
in open parking garages.

2. Elevatorsare not required to be accessed from an area of refuge or horizontal exit
in buildings and facilities equipped throughout by an automatic sprinkler system
installed in accordance with Section 903.3.1.1 or 903.3.1.2.

3. Elevators not required to be located in a shaft in accordance with Section 707.2
are not required to be accessed from an area of refuge or horizontal exit.

4. Elevatorsare not required to be accessed from an area of refuge or horizontal exit
for smoke protected seating areas complying with Section 1025.6.2.

Sec. 2.2.830. - Section 1008.1.1 amended.

Section 1008.1.1 of the International Building Code, is amended to read as follows:

1008.1.1 Sze of doors. The minimum width of each door opening shall be sufficient for the
occupant load thereof and shall provide a clear width of not less than 32 inches (813 mm).
Clear openings of doorways with swinging doors shall be measured between the face of the
door and the stop, with the door open 90 degrees (1.57 rad). Where this section requires a
minimum clear width of 32 inches (813 mm) and a door opening includes two door leaves
without a mullion, one leaf shall provide a clear opening width of 32 inches (813 mm). The
maximum width of a swinging door leaf shall be 48 inches (1219 mm) nominal. Means of
egress doors in a Group 1-2 occupancy used for the movement of beds shall provide a clear
width not less than 41.5 inches (1054 mm). The height of doors shall not be less than 80
inches (2032 mm).

Exceptions:

1. The minimum and maximum width shall not apply to door openings that are not part
of the required means of egressin Group R-2 and R-3 occupancies.

2. Door opening to resident sleeping unit in Group 1-3 occupancies shall have a clear
width of not less 32 inches (711 mm).

3. Door openings to storage closets less than 10 square feet (0.93 m?) in area shall not be
limited by the minimum width.

4.  Width of door leafs in revolving doors that comply with Section 1008.1.3.1 shall not
be limited.

5. Door openings within a dwelling unit or sleeping unit shall not be less than 78 inches
(1981 mm) in height.

6. Exterior door openings in dwelling units and sleeping units, other than the required
exit door, shall not be less than 76 inches (1930 mm) in height.

7. In other than Group R-1 occupancies, the minimum widths shall not apply to interior
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egress doors within a dwelling unit or sleeping unit that is not required to be an Accessible
unit, Type A unit or Type B unit.

8. Door openings required to be accessible within Type B units shall have a minimum
clear width of 32 inches (813 mm).

Sec. 2.2.840. - Section 1008.1.2 created.

Section 1008.1.2 of the International building Code, is amended to read as follows:
1008.1.2 Door swing. Egress doors shall be side-hinged or pivot hinged swinging.
Exceptions:

1. Private garages, office areas, factory and storage areas with an occupant load of
10 or less.

2. Group I-3 occupancies used as a place of detention.
3. Critica or intensive care patient rooms within suites of health care facilities.
4. Doorswithin or serving asingle dwelling unit in groups R-2 and R-3.

5. In other than group H occupancies, revolving doors complying with Section
1008.1.3.1.

6. In other than Group H occupancies, horizontal sliding doors complying with
Section 1008.1.3.3 are permitted in a means of egress.

7. Power-operated doorsin accordance with Section 1008.1.3.2.
8. Doors serving a bathroom within an individual sleeping unit in Group R-1.

9. In other than Group H occupancies, manually operated horizontal sliding doors
are permitted in ameans of egress from spaces with an occupant load of 10 or less.

Sec. 2.2.850. - Section 1008.1.4 amended.

Section 1008.1.4 of the International Building Code, is amended to read as follows:

1008.1.4 Floor Elevation. There shall be floor or landing on each side of a door. Such floor
or landing shall be at the same elevation on each side of the door. Landings shall be level
except for exterior landings, which are permitted to have a slope not to exceed 1 vertical to
50 horizontal (2-percent slope).

Exceptions:

1. Doorsserving individua dwelling units Groups R-2 and R-3 where the following
apply:

1.1 A door is permitted to open at the top step of an interior flight of stairs,
provided the door does not swing over the top step.
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1.2 Screen doors and storm doors are permitted to swing over stairs or landings.

1.3 A door is permitted to open at the top step of aflight of interior stairsin an
attached garage, provided the door does not swing over the top step.

1.4 A door is permitted to open at the top step of aflight of exterior stairs from
apatio, provided there are no more than four risers.

2. Exterior doors as provided for in Section 1003.5, Exception 1, and Section
1018.2, which are not on an accessible route.

3. In Group R-3 occupancies not required to be Accessible units, Type A units or
Type B units, the landing at an exterior doorway shall not be more than 8 inches
(203.2 mm) below the top of the threshold, provided the door, other than an exterior
storm or screen door, does not swing over the landing.

4, Vaiations in eevation due to differences in finish materials, but not more than
0.5inch (12.7 mm).

5. Exterior decks, patios or balconies that are part of Type B dwelling units, have
impervious surfaces and that are not more than 4 inches (102 mm) below the finished
floor level of the adjacent interior space of the dwelling unit.

6. Doors, gates and panels that serve as access points to building equipment rooms
that are not normally occupied, except where serving the following:

a.  Electrical rooms with equipment rated 1,200 amperes or more and over 6
feet (1829 mm) wide that contain overcurrent devices, switching devices or
control devices (See IBC Section 1008.1.10).

b. Rooms or spaces having a floor area larger than 1,000 square feet (93 m?),
containing a refrigerant evaporator and maintained at a temperature below 680°F
(200°C) (see IBC Section 1015.5).

Sec. 2.2.860. - Section 1008.1.5 amended.

Section 1008.1.5 of the International Building Code, is amended to read as follows:

1008.1.5 Landings at doors. Landings shall have a width not less than the width of the
stairway or the door, whichever is greater. Doors in the fully open position shall not reduce
arequired dimension by more than 7 inches (178 mm). When a landing serves an occupant
load of 50 or more, doors in any position shall not reduce the landing to less than one-half
its required width. Landings shall have a length measured in the direction of travel of not
less than 48 inches (1219 mm) and shall comply with the Americans with Disabilities Act.

Exception: Landings length in the direction of travel in Groups R-3 and U and within
individua units of Group R-2 need not exceed 36 inches (914 mm).
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Sec. 2.2.870. - Section 1008.1.8.4 amended.

Section 1008.1.8.4 of the International Building Code, is amended to read as follows:
1008.1.8.4 Bolt locks. Manually operated flush bolts or surface bolts are not permitted.
Exceptions:

1.  Ondoors not required for egressin individual dwelling units or sleeping units.

2.  Where a pair of doors serves a storage or equipment room, manually operated
edge- or surface- mounted bolts are permitted on the inactive |eaf.

3.  Where apair of doors serves an occupant load of less than 50 personsin a Group
B, F, or S occupancy, manually operated edge- or surface-mounted bolts are permitted
on the inactive leaf. The inactive leaf shal contain no doorknobs, panic bars, or
similar operating hardware.

4. Where a pair of doors serves a Group B, F, or S occupancy, manually operated
edge- or surface-mounted bolts are permitted on the inactive leaf provided such
inactive leaf is not needed to meet egress width requirements and the building is
equipped throughout with an automatic sprinkler system in accordance with Section
903.3.1.1. The inactive leaf shall contain no doorknobs, panic bars or similar operating
hardware.

5.  Where a pair of doors serves patient care rooms in Group I-2 occupancies, self-
latching edge- or surface-mounted bolts are permitted on the inactive leaf provided
that the inactive leaf is not needed to meet egress width requirements and the inactive
leaf contains no doorknobs, panic bars, or similar operating hardware.

Sec. 2.2.880. - Section 1008.1.8.8 amended.

Section 1008.1.8.8 of the International Building Code is hereby amended to read as follows:

1008.1.8.8 Special Locking Arrangements in Group I-2. Approved delayed egress locks
shall be permitted in a Group I-2 occupancy where the clinical needs of persons receiving
care require such locking. Delayed egress locks shall be permitted in such occupancies
where the building is equipped throughout with an automatic sprinkler system in
accordance with Section 903.3.1.1 or an approved automatic smoke or heat detection
system installed in accordance with Section 907, provided that the doors unlock in
accordance with items 1 thru 6 below. A building occupant shall not be required to pass
through more than one door equipped with a delayed egress lock before entering an exit.

1. Thedoors unlock upon activation of the automatic sprinkler system or automatic
fire detection system.

2. Thedoors unlock upon the loss of power controlling the lock or lock mechanism.
3. The door locks shall have the capability of being unlocked by a signal from the
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fire command center, a nursing station or other approved location.

4. The procedures for the operation(s) of the unlocking system shall be described
and approved as part of the emergency planning and preparedness required by the
International Fire Code.

5. All clinical staff shall have the keys, codes, or other means necessary to operate
the locking devices.

6. Emergency lighting shall be provided at the door.

Exception: Items 1 through 3 shall not apply to doors to areas where persons, because
of clinical needs, require restraint or containment as part of the function of a mental
hospital.

Sec. 2.2.890. - Section 1008.1.8.9 amended.

Section 1008.1.8.9 of the International Building Code is hereby amended to read as follows:

1008.1.8.9 Electromagnetically Locked Egress Doors. Doors in the means of egress that are
not otherwise required to have panic doors in buildings with an occupancy in Group A, B,
E, M, R-1, or R-2 and doors to tenant spaces in Group A, B, E, M, R-1 or R-2 shall be
permitted to be electromagnetically locked if equipped with listed hardware that
incorporates a built-in switch and meets the requirements listed bel ow:

1. The listed hardware that is affixed to the door leaf has an obvious method of
operation that is readily operated under al lighting conditions.

2. Thelisted hardware is capable of being operated with one hand.

3. Operation of the listed hardware releases to the electromagnetic lock and unlocks
the door immediately.

4. Lossof power to the listed hardware automatically unlocks the door.

Sec. 2.2.900. - Section 1009.2 amended.

Section 1009.2 of the International Building Code, is amended to read as follows:

1009.2 Headroom. Stairways shall have a minimum headroom clearance of 80 inches (2032
mm) measured vertically from a line connecting the edge of the nosings. Such headroom
shall be continuous above the stairway to the point where the line intersects the landing
below, one tread depth beyond the bottom riser. The minimum clearance shal be
maintained the full width of the stairway and landing.

Exceptions:

1. Spira stairways complying with Section 1009.8 are permitted a 78-inch (1981 mm)
headroom clearance.

2. Stairways within an individua dwelling unit of Group R-2 and R-3 are permitted an
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80-inch (2032 mm) headroom clearance.

Sec. 2.2.910. - Section 1009.5.1 amended.

Section 1009.5.1 of the International Building Code, is amended to read as follows:

1009.5.1 Sairway walking surface. The walking surface of treads and landings of a
stairway shall not be sloped steeper than one unit vertical in 48 units horizontal (2-percent
slope) in any direction. Stairway treads and landings shall have a solid surface. Finish floor
surfaces shall be securely attached.

Exceptions:

1. Perforated openings for drainage on exterior stairs shall not be prohibited provided a
sphere with diameter of 0.1875 inches (3/16 inch; 5 mm) cannot pass through the opening.

2. In Group F, H and S occupancies, other than areas of parking structures accessible to
the public, openings in treads and landings shall not be prohibited provided a sphere with a
diameter of 1.125 inches (29 mm) cannot pass through the opening.

Sec. 2.2.920. - Section 1009.10 amended.

Section 1009.10 of the International Building Code, is amended to read as follows:

1009.10 Handrails. Stairways shall have handrails on each side and shall comply with
Section 1012. Where glass is used to provide the handrail, the handrail shall also comply
with Section 2407.

Exceptions:

1. Aide stairs complying with Section 1025 provided with a center handrail need not
have additional handrails.

2. Stairways within dwelling units, spiral stairways and aisle stairs serving seating only
on one side are permitted to have a handrail on one side only.

3. Decks, patios and walkways that have a single change in elevation where the landing
depth on each side of the change of elevation is greater than what is required for a landing
do not require handrails.

4. In Group R-3 occupancies, a change in elevation consisting of a single riser at an
entrance or egress door does not require handrails.

5. Changesin room elevations of only one riser do not require handrails.

Sec. 2.2.930. - Section 1009.12 created.

Section 1009.12 of the International Building Code, is created to read as follows:

1009.12 Access to equipment rooms and areas. Room and areas containing equipment that
must be accessed for maintenance are not required to be accessed by a stairway. Access
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compliance to equipment rooms and areas is subject to provisions of other adopted
standards of the Metropolitan Area Building Code Department and that of OSHA.

Sec. 2.2.940. - Section 1010.6.5 amended.

Section 1010.6.5 of the International Building Code, is amended to read as follows:

1010.6.5 Doorways. Where doorways are located adjacent to a ramp landing, maneuvering
clearances required by the Americans with Disabilities Act ("ADA") are permitted to
overlap the required landing area.

Sec. 2.2.950. - Section 1011.1 amended.

Section 1011.1 of the International Building Code, is amended to read as follows:

1011.1 Where required. Exits and exit access doors shall be marked by an approved exit
sign readily visible from any direction of egress travel. Access to exits shall be marked by
readily visible exit signs in cases where the exit or the path of egress travel is not
immediately visible to the occupants. Exit sign placement shall be such that no point in a
corridor is more than 100 feet (30480 mm) or the listed viewing distance for the sign,
whichever is less, from the nearest visible exit sign. Exit signs required at doors shall not be
located more than 12 feet (3,658 mm) above the finish floor, nor more than 2 feet (610 mm)
from either edge of door.

Exceptions:
1. Exitsignsare not required in rooms or areas that require only one exit or exit access.

2.  Main exterior exit doors or gates that are obviously and clearly identifiable as exits
need not have exit signs where approved by the building official.

3. Exitsignsare not required in sleeping areas in occupancies in Group U and individual
sleeping units or dwelling unitsin Group R-1, R-2 or R-3.

4. Exitsignsarenot required in slegping areas in occupanciesin Group | -3.

5. In occupanciesin Groups A-4 and A-5, exit signs are not required on the seating side
of vomitories or openings into seating areas where exit signs are provided in the concourse
that are readily apparent from the vomitories. Egress lighting is provided to identify each
vomitory or opening within the seating areain an emergency.

Sec. 2.2.960. - Section 1012.3 amended.

Section 1012.3 of the International Building Code, is amended to read as follows:

1012.3 Handrail graspability. The diameter or width of the gripping surfaces of a handrail
shall be 1.25 inches (32 mm) to 1.5 inches (38 mm) or the shape shall provide an equivalent
gripping surface.

Exceptions:
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1. Handrails within a dwelling unit and stairways serving multi-family occupancies
subject to the provisions of the Fair Housing Act, but excluding common areas subject to
the provisions of the Americans with Disabilities Act ("ADA") shall meet one of the below
requirements:

1.1. Handrails with a circular cross section shall have an outside diameter of at |east
1.25 inches (32 mm) and not greater than 2 inches (51 mm) or shall provide equivalent

graspability.

1.2. If the handrail is not circular, it shall have a perimeter dimension of at least 4
inches (102 mm) and not greater than 6.25 inches (160 mm) with a maximum cross-
section dimension of 2.25 inches (57 mm). Edges shall have a minimum radius of 0.01
inch (0.25 mm).

2. In buildings served by an accessible ramp or elevator, the handrails shall meet one of
the following requirements:

2.1. Handrails with a circular cross section shall have an outside diameter of at least
1.25 inches (32 mm) and not greater than 2 inches (51 mm) or shall provide equivalent

graspability.

2.2. If the handrail is not circular, it shall have a perimeter dimension of at least 4
inches (102 mm) and not greater than 6.25 inches (160 mm) with a maximum cross-
section dimension of 2.25 inches (57 mm). Edges shall have a minimum radius of 0.01
inch (0.25 mm).

Sec. 2.2.970. - Section 1012.5 amended.

Section 1012.5 of the International Building Code, is amended to read as follows:

1012.5 Handrail extensions. Handrails shall return to a wall, guard or the walking surface
or shall be continuous to the handrail of an adjacent stair flight or ramp run. At stairways
where handrails are not continuous between flights, the handrails shall extend horizontally
a least 12 inches (305 mm) beyond the top riser. At ramps where handrails are not
continuous between runs, the handrail shall extend horizontally above the landing 12 inches
(305 mm) minimum beyond the top and bottom ramps.

Exceptions:

1. Handrails within a dwelling unit and stairways serving multi-family occupancies that
are not subject to the provisions of the Americans with Disabilities Act ("ADA") need
extend only from the top riser to the bottom riser.

2. Aidehandrailsin Group occupancies in accordance with Section 1025.13.

3. In buildings served by an accessible ramp or elevator, the handrails need to extend
only from the top riser to the bottom riser.
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Sec. 2.2.980. - Section 1013.1 amended.

Section 1013.1 of the International Building Code, is amended to read as follows:

1013.1 Where required. Guards shall be located along open-sided walking surfaces,
mezzanines, industrial equipment platforms, stairways, ramps and landings that are located
more than 30 inches (762 mm) above the floor or grade below. Guards shall be adequate in
strength and attachment in accordance with Section 1607.7. Where glass is used to provide
aguard or as a portion of the guard system, the guard shall also comply with Section 2407.
Guards shall also be located along glazed sides of stairways, ramps and landings that are
located more than 30 inches (762 mm) above the floor or grade below where the glazing
provided does not meet the strength and attachment requirements in Section 1607.7.

Exception: Guards are not required for the following locations:
1. Ontheloading side of loading docks or piers.

2. On the audience side of stages and raised platforms, including steps leading up to the
stage and raised platforms.

3. Onraised stage and platforms floor areas, such as runways, ramps and side stages used
for entertainment or presentations.

4. At vertical openingsin the performance area of stages and platforms.

5. At eevated walking surfaces appurtenant to stages and platforms for access to and
utilization of special lighting or equipment.

6. Along vehicle service pits not accessible to the public.

7. In assembly seating where guards in accordance with Section 1025.14 are permitted
and provided.

8. At window wells a protective cover designed to a minimum of 20 pounds per square
foot (0.96 KN/m?) uniformly distributed live load may be substituted for guards. The
window well covers shall be provided with an emergency egress hatch located above the
ladder or stairway, with the minimum egress opening maintained. The force required to
open the egress hatched shall not exceed 30 pounds (133.45 N). Window well covers and
grates shall be constructed of materials approved for exterior use.

Sec. 2.2.990. - Section 1014.3 created.

Section 1014.3 of the International Building Code, is amended to read as follows:

1014.3 Common path of egress travel. In occupancies other than Group H-1, H-2 and H-3,
the common path of egresstravel shall not exceed 75 feet (22,806 mm). In Groups H-1, H-2
and H-3 occupancies, the common path of egress travel shall not exceed 25 feet (7620 mm).
For common path of egress travel in Group A occupancies and assembly occupancies in
Group E occupancies having fixed seating, see Section 1025.8.
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Exceptions:

1. Thelength of a common path of egress travel in Group B, F and S occupancies
shall not be more than 100 feet (30,480 mm), provided that the building is equipped
throughout with an automatic sprinkler system installed in accordance with Section
903.3.1.1.

2. Where a tenant space in Group B, S and U occupancies has an occupant load of
not more than 30, the length of a common path of egress travel shall not be more than
100 feet (30,480 mm).

3. Thelength of acommon path of egress travel in a Group I-3 occupancy shall not
be more than 100 feet (30,480 mm).

4. Thelength of acommon path of egresstravel in a Group R-2 occupancy shall not
be more than 125 feet (38,100 mm), provided that the building is protected throughout
with an approved automatic system in accordance with Section 903.3.1.1 or 903.3.1.2.

Sec. 2.2.1000. - Section 1017.1 amended.

Section 1017.1 of the International Building Code, is amended to read as follows:

1017.1 Construction. Corridors shall be fire-resistance rated in accordance with Table
1017.1. The corridor walls required to be fire-resistance rated shall comply with Section
708 for fire partitions.

Exceptions:

1. A fireresistance rating is not required for corridorsin an occupancy in Group E where
each room that is used for instruction has at least one door directly to the exterior and rooms
for assembly purposes have at least one-half of the required means of egress doors opening
directly to the exterior. Exterior doors specified in this exception are required to be at
ground level.

2. A fireresistance rating is not required for corridors contained within a dwelling or
sleeping unit in and occupancy in Group R.

3. Afireresistancerating is not required for corridorsin open parking garages.

4. A fireresistance rating is not required for corridors in an occupancy in Group B which
is a space requiring only a single means of egress complying with Section 1015.1.

5. A fireresistance rating is not required for corridors not exceeding 20 feet (6096 mm)
in length, when they provide direct, obvious and unobstructed means of travel to an exit or
until egressis provided from the building, provided that all openings, except the entrance to
the corridor, are protected with self-closing doors of non-combustible construction or solid
wood core, not less than 1 inch (35 mm) in thickness or fixed glazing. Use of rolling or
dliding doors shall not be permitted, unless equipped with a closing device which operates
with the actuation of an approved listed smoke detector.
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Sec. 2.2.1010. - Section 1017.3 amended.

Section 1017.3 of the International Building Code, is amended to read as follows:

1017.3 Dead ends. Where more than one exit or exit access doorway is required, the exit
access shall be arranged such that there are no dead ends in corridors more than 20 feet
(6096 mm) in length.

Exceptions:

1. In occupancies in Group I-3 of Occupancy Condition 2, 3 or 4 (see section
308.4), the dead end in a corridor shall not exceed 50 feet (15,240 mm).

2. In occupancies in Groups B, E, F, I-1, M, R-1, R-2, R-4, S, and U, where the
building is equipped throughout with an automatic sprinkler system in accordance
with 903.3.1.1, the length of the dead-end corridors shall not exceed 50 feet (15,240
mm).

3. A dead-end corridor shall not be limited in length where the length of the dead-
end corridor isless than 2.5 times the least width of the dead-end corridor.

Sec. 2.2.1020. - Section 1019.1 amended.

Section 1019.1 of the International Building Code, is amended to read as follows:

1019.1 Minimum number of exits. All rooms and spaces within each story shall be provided
with and have access to the minimum number of approved independent exits required by
Table 1019.1 based on the occupant load of the story, except as modified in Section 1015.1
or 1019.2. For the purpose of this chapter, occupied roofs shall be provided with exits as
required for stories. The required number of exits from any story, basement or individual
space shall be maintained until arrival at grade or grade or the public way.

Exception: Floors and basements used exclusively for the service of the building or
equipment and not normally occupied, may have access to only one exit, unless classified
as an H occupancy or required due to the type or size of equipment utilized. For purpose of
this exception, storage rooms, maintenance offices and similar uses shall not be considered
as providing service to the building.

TABLE 1019.1 - MINIMUM NUMBER OF EXITSFOR OCCUPANT LOAD

OCCUPANT LOAD MINIMUM NUMBER OF EXITS
(persons per story) (per story)
1-500 2
501-1,000 3
More than 1,000 4
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Sec. 2.2.1030. - Section 1019.2 amended.

Section 1019.2 of the International Building Code, is amended to read as follows:

1019.2 Single exits. Only one exit shall be required from Group R-3 occupancy buildings or
from stories of other buildings as indicated in Table 1019.2. Occupancies shall be permitted
to have a single exit in buildings otherwise required to have more than one exit if the areas
served by the single exit do not exceed the limitations of Table 1019.2. Mixed occupancies
shall be permitted to be served by single exits provided each individual occupancy complies
with the applicable requirements of Table 1019.2 for that occupancy. Where applicable,
cumulative occupant loads from adjacent occupancies shall be considered in accordance
with the provisions of Section 1004.1. Basements with a single exit shall not be located
more than one story below grade plane.

TABLE 1019.2 - STORIESWITH ONE EXIT

STORY OCCUPANCY MAXIMUM OCCUPANTS (OR DWELLING UNITYS)
PER FLOOR AND TRAVEL DISTANCE
A,B% E® F M, U, 49 occupants and 75 feet travel distance
g
H-2, H-3 3 occupants and 25 feet travel distance
First Story
or Basement H-4,H-5,1, R 10 occupants and 75 feet travel distance
s 29 occupants and 100 feet travel distance
Second B° F,M, S 29 occupants and 75 feet travel distance
Story
R-2 4 dwelling units and 50 feet travel distance
Third Story R-2° 4 dwelling units and 50 feet travel distance

For Sl: 1 foot = 304.8 mm.

a

For the required number of exits for parking structures, see Section 1019.1.1.
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b.  For the required number of exitsfor air traffic control towers, see Section 412.1.

c. Buildings classified as Group R-2 equipped throughout with an automatic
sprinkler system in accordance with Section 903.3.1.1 or 903.1.2 and provided with
emergency escape and rescue openings in accordance with Section 1026.

d. Group B, F and S occupancies in buildings equipped throughout with an
automatic sprinkler system in accordance with Section 903.3.1.1 shall have a
maximum travel distance of 100 feet.

e. Day care maximum occupant load is 10.

Sec. 2.2.1040. - Section 1020.1 amended.

Section 1020.1 of the International Building Code, is amended to read as follows:

1020.1 Enclosures required. Interior exit stairways and interior exit ramps shall be enclosed
with fire barriers constructed in accordance with Section 706 or horizontal assemblies
constructed in accordance with Section 711, or both. Exit enclosures shall have a fire-
resistance rating of not less than 2 hours where connecting four stories or more and not less
than 1 hour where connecting less than four stories. The number of stories connected by the
exit enclosure shall include any basements but not any mezzanines. An exit enclosure shall
not be used for any purpose other than means of egress.

Exceptions:

1. Inall occupancies, other than Group H and | occupancies, a stairway is not required to
be enclosed when the stairway serves an occupant load of less than 10 or serving a space
that qualifies under the exception to Section 2.2.850 and the stairway complies with either
Item 1.1 or 1.2. In al cases, the maximum number of connecting open stories shall not
exceed two.

1.1. The stairway is open to not more than one story above the story at the level of
exit discharge; or

1.2. The stairway is open to not more than one story below the story at the level of
exit discharge.

2. Exits in buildings of Group A-5 where all portions of the means of egress are
essentially open to the outside need not be enclosed.

3. Stairways serving and contained within a single residential dwelling unit or sleeping
unit in Group R-1, R-2 or R-3 occupancies are not required to be enclosed.

4. Stairways that are not required means of egress element are not required to be
enclosed where such stairways comply with Section 707.2.

5. Stairways in open parking structures that serve only the parking structure are not
required to be enclosed.

6. Stairways in Group I-3 occupancies, as provided for in Section 408.3.6, are not
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required to be enclosed.

7. Means of egress stairways as required by Section 410.5.3 are not required to be
enclosed.

8. In other than Group H and | occupancies, a maximum of 50 percent of egress
stairways serving one adjacent floor are not required to be enclosed, provided at least two
means of egress are provided from both floors served by the unenclosed stairways. Any two
such interconnected floors shall not be open to other floors. Unclosed exit stairways shall be
remotely located as required in Section 1015.2.

9. In other than Group H and | occupancies, interior egress stairways serving only the
first and second stories of a building equipped throughout with an automatic sprinkler
system in accordance with Section 903.3.1.1 are not required to be enclosed, provided at
least two means of egress are provided from both floors served by the unenclosed stairways.
Such interconnected stories shall not be open to other stories. Unenclosed exit stairways
shall be remotely located as required in Section 1015.2.

Sec. 2.2.1050. - Section 1025.9.1 amended.

Section 1025.9.1 of the International Building Code, is amended to read as follows:

1025.9.1 Minimum aisle width. The minimum clear width of aisles shall be as follows,
unless greater widths are required by the provisions of the Americans with Disabilities Act
("ADA"):

1. Forty-eight inches (1219 mm) for aisle stairs having seating on each side.
Exception: Thirty-six inches (914 mm) where the aisle serves less than 50 seats.
2. Thirty-six inches (914 mm) for aisle stairs having seating on only one side.

3. Twenty-three inches (584 mm) between an aisle stair handrail or guard and seating
where the aideis subdivided by a handrail.

4.  Forty-two inches (1067 mm) for level or ramped aisles having seating on both sides.
Exceptions:
1.  Thirty-six inches (914 mm) where the aisle serves less than 50 seats.
2. Thirty inches (762 mm) where the aisle does not serve more than 14 seats.

5. Thirty-six inches (914 mm) for level or ramped aisles having seating on only one side.
Exceptions:
1. Thirty inches (762 mm) where the aisle does not serve more than 14 seats.

2. Twenty-three inches (584 mm) between an aisle stair handrail and seating where
an aisle does not serve more than five rows on one side.
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Sec. 2.2.1060. - Section 1025.13 amended.

Section 1025.13 of the International Building Code, is amended to read as follows:

1025.13 Handrails. Ramped aisles having a slope exceeding one unit vertical 20 units
horizontal (5-percent slope) and aisle stairs shall be provided with handrails located either
at the side or within the aisle width.

Exceptions:

1. Handrails are not required for ramped aisles having a gradient no greater than one unit
vertical to eight units horizontal (12.5-percent slope) and seating on both sides where
accessible seating is not required aong either side of the aisle by Americans with
Disabilities Act ("ADA").

2. Handrailsare not required if, at the side of the aisle, there is a guard that complies with
the graspability requirements of handrails.

Sec. 2.2.1070. - Section 1101.2 amended.

Section 1101.2 of the International Building Code, is amended to read as follows:

1101.2 Design. Buildings and facilities shall be designed and constructed to be accessible in
accordance with the current guidelines of the Americans with Disabilities Act ("ADA"),
except as modified by this chapter. The exclusion of private clubs and religious entities
from accessibility requirements referenced in ADA does not apply. Accessible routes shall
coincide with or be located in the same area as a general circulation path. Where the
circulation path is interior, the accessible route shall also be interior. The provisions of this
section are not intended to substitute or aleviate greater levels of accessibility that may be
required on projects involving governmental funding or which require approva by other
governmental agencies. Nor are the provisions of this section intended to reduce or
eliminate any of the provisions of the Americans with Disabilities Act as established by
federal law.

Exceptions:

1. Foors or portions not customarily occupied, including, but not limited to, elevator
pits, observation galleries used primarily for security purposes, elevator penthouses;
nonoccupiable spaces accessed only by ladders, catwalks, crawl spaces or freight elevators;
and equipment catwalks; and machinery, mechanical and electrical equipment rooms.

2.  Subject to the approval of the building official, areas where work cannot reasonably be
performed by persons having severe impairment (mobility, sight or hearing) need not
provide accessibility to such persons. Approval is contingent upon receipt of a letter from
the employer's Personnel Department, along with a job description and qualifications
statement from the employer, adequate to show that the employer has specified that the
work cannot be reasonably performed by a person having a severe impairment (mobility,
sight or hearing).
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3. Temporary structures, sites and equipment directly associated with the construction
process such as construction site trailers, scaffolding, bridging or material hoists are not
required to be accessible. This exception does not include wakways or pedestrian
protection required by Chapter 33.

4.  Subject to the approval of the building official, private clubs and religious entities may
appeal accessibility provisions under International Building Code Section 104.10 and
104.11.

5. Facilities for children may be designed in accordance with the Accessibility
Guidelines for Children's Facilities; Proposed Rule dated July 22, 1996 in lieu of ADA
guidelines. Specific elements, such as restroom stals, will require full compliance with
whichever guideline is selected by the designer.

Side reach range. If the clear space allows for a parallel approach by a person in a
wheelchair, the maximum high side reach allowed shall be 48 inches (1220 mm) and the
low side reach shall be no less than 15 inches (380 mm) above the floor.

Water closet flush controls. Flush controls for water closets shall be automatic or mounted
on the wide side of toilet areas no more 44 inches (1120 mm) above the floor.

Sec. 2.2.1080. - Accessible unisex toilet room in Group A.

In Group A occupancies, an accessible unisex toilet room shall be provided where an aggregate
of six or more male and female water closets are required. This accessible unisex toilet room is
in addition to all other accessible restrooms required by the Americans with Disabilities Act
("ADA"). In buildings of mixed occupancy, only those water closets required for the Group
occupancy shall be used to determine the accessible unisex toilet room requirement.

(@) Location. The accessible unisex toilet room shall be located on an accessible route and
not located more than one story above or below separate sex toilet facilities. The accessible
route from any separate sex toilet facilities to an accessible unisex toilet room shall not
exceed 500 feet. Additionally, in passenger transportation facilities and airports, the
accessible route from separate sex toilet facilities to an accessible unisex toilet room shall
not pass through security checkpoints.

(b) Clear floor space. When doors swing into a accessible unisex toilet room, a clear floor
space not less than 30 inches by 48 inches shall be provided, within the room, beyond the
area of the door swing. The wheelchair turning space as required by Section 4.2.3 of the
Americans with Disabilities Act ("ADA") shall be maintained without reduction.

(©) Required fixtures. The accessible unisex toilet room shall include only one water
closet and one lavatory.

Sec. 2.2.1090. - Group R occupancies. Hotels, motels, lodging houses, congr egate residences
and other transient lodging facilities.

Hotels, motels, lodging houses, congregate residences and other transient lodging facilities shall
be designed in accordance with the requirements of the Americans with Disabilities Act ("ADA"
or "the Act").
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Exception: Lodging houses, congregate residences and other transient lodging containing less
than six guest rooms; or multi-bed rooms or spaces for less than six occupants.

(& Multi-unit dwellings. In Group R, Division 2 apartment buildings and Group R,
Division 3 Occupancies where there are four or more dwelling unitsin a single structure, all
dwelling units shall comply with the current Accessibility Guidelines of the Fair Housing
Act and shall be here-in-after referenced as "adaptable" dwelling units.

Exceptions:

1. Where no elevator service is provided in a building, only ground floor dwellings
need comply.

2  Where no elevator serviceis provided in abuilding and the ground floor does not
contain dwelling units, only those dwelling units located on the first floor containing
either Group R, Divison 2 apartment occupancies or Group R, Divison 3
Occupancies need comply.

3. A multi-story dwelling unit not provided with elevator service is not required to
comply. Where a multi-story dwelling unit is provided with elevator service to only
one floor, the floor provided with elevator service shall comply with the requirements,
and atoilet facility shall be provided on that floor.

4. The number of adaptable dwelling units provided in multiple non-elevator
buildings on a single site may be reduced to a percentage of the ground floor units that
is equal to the percentage of the entire site having grades, prior to development, that
are 10 percent or less; but in no case shall the number of adaptable units be less than
20 percent of the ground floor dwelling units on the entire site.

5.  The required number of adaptable dwelling units shall not apply to a site where
the lowest floor or the lowest structural building members are required to be at or
above the base flood elevation resulting in:

5.1. A difference in elevation between the minimum required floor elevation at
the primary entrances and all vehicular and pedestrian arrival points within 50
feet (15,240 mm) exceeding 30 inches (762 mm); or

5.2. A dope exceeding 10 percent between the minimum required floor
elevations at the primary entrances and all vehicular and pedestrian arrival points
within 50 feet (15,240 mm).

Where no such arrival points are within 50 feet (15,240 mm) of the primary entrances,
the closet arrival point shall be used.

(b) Public and Common Use Areas and Facilities. When accessible or adaptable
dwellings units, guest and slegping rooms are required, public and common use areas and
facilities available for use by people other than residents and their guests, such as
recreational facilities, laundry facilities, garage and recycling collection areas, mailbox
locations, lobbies, foyers and management offices, shall be accessible. These public and
common use areas shall be designed per the requirements of Americans with Disabilities
("ADA").

81
Draft 11/14/12

202



Exception: When recreational facilities are provided accessory to accessible or
adaptable dwelling units, only 25 percent of the recreational facilities need be
accessible, provided not less than one of each type in each group of such facilities
shall be accessible. All recreational facilities of each type on a site shall be considered
in determining the total number of each type, which are required to be accessible.

(c) Group U Occupancies. Group U, Divison 1 Occupancies shall be accessible as
follows:

Design and Construction.

1. Private garages and carports that contain required accessible parking shall be
designed with a minimum width of 14 feet 2 inches and a vehicular door, if provided,
shall be at least 10 feet wide.

2. In Group U, Division 1 agricultural buildings, access need be provided only to
paved work areas and areas open to the genera public and should be designed and
constructed per the requirements of Americans with Disabilities Act ("ADA").

Sec. 2.2.1100. - Self-service storage facilities.

Self-service storage facilities shall provide accessible self-storage spaces in accordance with the
Table A below:

TABLE A - ACCESSIBLE SELF-SERVICE STORAGE FACILITIES

TOTAL SPACESIN FACILITY MINIMUM NUMBER OF REQUIRED
ACCESSIBLE SPACES

1t0 200 5%, but not lessthan 1

Over 200 10, plus 2% of total number of units over 200

a.  Accessible individual self-service storage spaces. Accessible individual self-storage spaces
shall be dispersed throughout the various classes of spaces provided. Where more classes of
spaces are provided than the number of required accessible spaces, the number of accessible
spaces shall not be required to exceed that required by Table A. Accessible spaces are permitted
to be dispersed in asingle building or a multi-building facility.

b. Accessible units. Accessible units shall be provided with doors that meet the provisions of
Section 404 of the Americans with Disabilities Act ("ADA").

Sec. 2.2.1110. - Signage.

(@ Sgnage: International symbol of accessibility. The following elements and spaces of
accessible facilities shall be identified by the international symbol of accessihility:

1. Accessible parking spaces.

2. Accessible areas of refuge.
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3. Accessible passenger |oading zones.

4. Accessible toilet and bathing facilities. In addition, signage shall indicate the location
of the nearest unisex toilet room where provided in accordance with Section 2.2.870 of this
Code. In no case shall the provisions of Section 4.1.3, item 16 "Building Signage" of the
Americans with Disabilities Act ("ADA") be reduced or eliminated.

(b) Other signs. Inaccessible building entrances, inaccessible public toilets and bathing
facilities, and elevators not on an accessible route shal be provided with directional signage
indicating the route to the nearest similar accessible element. In assembly areas, a sign notifying
the general public of the availability of assistive listening systems shall be provided at ticket
offices or similar locations. Each door to an exit stairway shall have a tactile sign, including
raised letters and Braille, stating EXIT. At exits and elevators serving a required accessible
space, but not providing an approved accessible means of egress, signs shall be instaled
indicating the location of accessible means of egress.”

Sec. 2.2.1120. - Parking: L ocation.

Accessible parking spaces shall be located on the shortest possible accessible route of travel from
adjacent parking to an accessible building entrance. In parking facilities that do not serve a
particular building, accessible parking spaces shall be located on the shortest accessible route to
an accessible pedestrian entrance to the parking facility. Where buildings have multiple
accessible entrances with adjacent parking, accessible parking spaces shall be dispersed and
located near the accessible entrances. In no case shall the provisions of Section 4.1.2, item 5 of
the Americans with Disabilities Act ("ADA™) be reduced or eliminated.

Sec. 2.2.1130. - Countersand bars.

Counters and bars. Where food or acoholic beverages are served or consumed at a counter or
bar exceeding 34 inches (865 mm) in height for consumption by customers seated on stools or
standing at the counter or bar, a portion of the main counter or bar which is 60 inches (1525 mm)
in length minimum shall be provided in compliance with the requirements for fixed or built-in
seating and tables in accordance with the Americans with Disabilities Act ("ADA" or "the Act").

Exception: A counter or bar with a design occupant load of 10 or less and where service is
available at accessible tables within the same room or area.

Sec. 2.2.1140. - Parking space design.

Parking Space Design. Effective on or after January 1, 2006 for building permits reviewed and
issued for new construction projects/development that require or provide new parking; new,
expanded or re-constructed parking lots; or parking lots that are being restriped as part of a
building permit, all accessible parking spaces shall be designed and installed in accordance with
the "Universal Parking Design" standards of Appendix Section A4.6.3 of the Americans with
Disabilities Act Accessibility Guidelines, as amended.
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Sec. 2.2.1150. - Section 1208. amended.

Section 1208.2 of the International Building Code, is amended to read as follows:

1208.2 Minimum ceiling heights. Occupiable spaces, habitable spaces and corridors shall
have ceiling height of not less than 7 feet 6 inches (2286 mm). Bathrooms, toilet rooms,
kitchens, storage rooms and laundry rooms shall be permitted to have a ceiling height of not
less than 7 feet (2134 mm).

Exceptions:

1. Beams or girders spaced not less than 4 feet (1219 mm) on center and projecting not
more than 6 inches (152 mm) below the required ceiling height.

2. Basement rooms ceilings and other obstructions shall have clear height of not Iess than
6 feet 8 inches (2033 mm).

3. If any room in a building has a sloped ceiling, the prescribed ceiling height for the
room isrequired in one-half the area thereof. Any portion of the room measuring less than 5
feet (1524 mm) from the finish floor to the ceiling shall not be included in any computation
of the minimum area thereof.

4. Mezzanines constructed in accordance with Section 505.1.

Sec. 2.2.1160. - Section 1210.1 amended.

Section 1210.1 of the International Building Code, is amended to read as follows:

1210.1 Floors. Toilet and bathing room floors shall have a smooth, hard, nonabsorbent
surface that extends upward onto the walls at least 4 inches (102 mm).

Exceptions:
1. Dwedling units.

2. Toilet rooms which are not accessible to the public and which have not more than one
water closet.

3. Toiletsrooms within an office space and are not accessible to the public.

Sec. 2.2.1170. - Section 1210.2 amended.

Section 1210.2 of the International Building Code, is amended to read as follows:

1210.2 Walls. Walls within 2 feet (610 mm) of urinas and water closets shall have a
smooth, hard, nonabsorbent surface, to a height of 4 feet (1219 mm) above the floor, and
except for structural elements, the materials used in such wall shall be of atype that is not
adversely affected by moisture.

Exceptions:
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1. Dweéling units and sleeping units.

2. Toilet rooms which are not accessible to the public and which have not more than one
water closet.

3. Toilet rooms within an office space and not accessible to the public.

Sec. 2.2.1180. - Section 1503.4 amended.

Section 1503.4 of the International Building Code, is amended to read as follows:

1503.4 Roof drainage, condensate drainage and waste water. Design and installation of
roof drainage systems shall comply with Article 3 of this Code and the provisions of this
Section. Roofs shall be sloped a minimum of 1 unit vertical in 48 units horizontal (2-
percent slope) for drainage unless designed by a licensed engineer for water accumulation.
Unless roofs are sloped to drain over roof edges, primary piped roof drains or wall scuppers
shall be installed a each low point of the roof. Roof drains (including primary and
secondary piped drains and primary and secondary wall scuppers) shall be sized and
discharged in accordance with Article 3 of this Code. The storm drainage 60-minute
duration rate, based on a 100-year return (maximum rate of rainfall), for Wichita has been
determined by the building official to 3.9 inches (99 mm). Roof drainage water from a
building shall not be allowed to flow over public or private property, unless permitted by an
approved drainage agreement or easement. Discharge from mechanical equipment
condensate drains and any other waste water and roof down spouts shall not discharge onto
a pedestrian walking surface. A Storm Water Quality Compliance Statement is required to
be filed with the MABCD for discharges, other than storm water, that flow to storm water
drainage systems.

Sec. 2.2.1190. - Section 1503.4.1 created.

Section 1503.4.1 of the International Building Code, is created to read as follows:

1503.4.1 Secondary drainage required. Secondary (emergency overflow) piped roof drains
or secondary scuppers shall be provided where the roof perimeter construction extends
above the roof in such a manner that water will be entrapped if the primary drains allow
buildup for any reason. Secondary piped drains and scuppers shall be sized and located to
prevent the depth of ponding water from exceeding that for which the roof was designed.
The secondary drainage system shal be separate from the primary system and shall
discharge independently at grade or other approved point of discharge. Secondary piped
roof drains shall be installed with the inlet flow line 2 inches (51 mm) above the roof low
point.

Sec. 2.2.1200. - Section 1503.4.2 created.

Section 1503.4.2 of the International Building Code, is created to read as follows:

1503.4.2 Secondary scuppers. Secondary scuppers shal be installed with the flow line 2
inches (51 mm) maximum above the low point of the roof and shall not have an opening
dimension of less than 4 inches (102 mm). Secondary scuppers shall be located minimum 4

85
Draft 11/14/12

206



feet (1219 mm) horizontaly from primary scuppers and primary piped roof drains.
Conductor heads installed at secondary wall scuppers shall include an unobstructed opening
in the face of the conductor head at least equal in area to the secondary wall scupper
opening and shall not have an opening dimension of less than 4 inches (102 mm), or the top
of the conductor head shall be installed 2 inches (51 mm) above the low point of the roof.
The flow through the primary system shall not be considered when locating and sizing
scuppers.

Sec. 2.2.1210. - Section 1603.1.8 amended.

Section 1603.1.8 of the International Building Code, is amended to read as follows:

1603.1.8 General special inspections requirements. Items requiring specia inspection and
observations in accordance with Chapter 17 of the Code of the City of Wichita shall be
shown or noted on the structural plan sheets of the construction documents.

Sec. 2.2.1220. - Section 1607.11.2.1 amended.

Section 1607.11.2.1 of the International Building Code, is amended to read as follows:

1607.11.2.1 Flat, pitched and curved roofs. Ordinary flat, pitched and curved roofs shall be
designed for the minimum live loads of 20 pounds per square foot or other controlling
combinations of loads in Section 1605, which ever produces the greater load. In structures,
where specia scaffolding is used as a work surface for workers and materials during
maintenance and repair operations, alower roof load than specified above shall not be used
unless approved by the building official. Greenhouses shall be designed for a minimum roof
live load of 12 psf (0.58 kN/m?).

Sec. 2.2.1230. - Section 1608.2 amended.

Section 1608.2 of the International Building Code, is amended to read as follows:

1608.2 Ground snow loads. The ground snow load for Wichita has been determined by the
building official to be 15 psf (0.72 kN/m?).

Sec. 2.2.1240. - Section 1609.3 amended.

Section 1609.3 of the International Building Code, is amended to read as follows:

1609.3 Basic wind speed. The basic wind speed (3-second gust wind speed) for Wichita has
been determined by the building officia to be 90 mph (40 m/s).

Sec. 2.2.1250. - Section 1609.3.1 amended.

Section 1609.3.1 of the International Building Code, is amended to read as follows:

1609.3.1 Wind speed conversion. The fastest mile wind velocities for Wichita have been
determined by the building officia to be 76 mph (34 m/s).
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Sec. 2.2.1260. - Storm shelters: Scope.

Sorm shelters: Scope. When a room or area is represented by a manufacturer or builder as a
storm shelter, or is a designated location of refuge by an owner/user of a structure, the shelter
shall meet the following requirements:

1. For a shelter with less than 12 occupants, the shelter may be constructed using the
provisions of the current addition of FEMA 320 "Taking Shelter From The Storm".

2. For a shelter with 12 or more occupants, the shelter shall be designed by a licensed
design professional in accordance with FEMA 361 "Design And Construction Guidance Of
Community Shelters,” editions 1 or 2. A licensed engineer shall seal a certificate to be
posted on the inside of each shelter stating it was designed in accordance with FEMA 361.

3. Storm shelters shall comply with the provisions of the Americans with Disabilities Act
("ADA").
Sec. 2.2.1270. - Wind zone.
The Windstorm Zone for Wichita has been determined by the building officia to the Zone IV
(250 mph wind speed).

Sec. 2.2.1280. - Section 1612.1 amended.

Section 1612.1 of the International Building Code, is amended to read as follows:

1612.1 General. Within any areas as established in Chapter 27.04 of the Code of the City of
Wichita (Known as the "Wichita Flood Damage Prevention Code"), al new construction of
buildings, structures and portions of buildings and structures, including substantial
improvements and restoration of substantial damage to buildings and structures, shall
comply with the Wichita Flood Damage Prevention Code.

In the unincorporated area of Sedgwick County, including the small cities under contract for
inspection services Section 1612.1 is amended to read as follows:

The provisions of this chapter shall apply to all areas of specia flood hazard within the
unincorporated areas of Sedgwick County, Kansas.

Sec. 2.2.1290. — Section 1612.2 deleted.

Section 1612.2 of the International Building Code, is deleted.

Sec. 2.2.1300. — Section 1612.3 deleted.

Section 1612.3 of the International Building Code, is deleted.
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Sec. 2.2.1310. — Section 1612.4 deleted.

Section 1612.4 of the International Building Code, is deleted.

Sec. 2.2.1320. — Section 1612.5 deleted.

Section 1612.5 of the International Building Code, is deleted.

Sec. 2.2.1330. - Section 1613.5.3 amended.

1613.5.3 Ste coefficients and adjusted maximum considered earthquake spectral response
acceleration parameters. The maximum considered earthquake spectral response acceleration for
short periods, Sy and at 1-second period, Sy, for Wichita has been determined by the building
official to be 0.14 and 0.056 respectively.

Sec. 2.2.1340. - Section 1701.1 amended.

Section 1701.1 of the International Building Code, is amended to read as follows:

1701.1 Scope. The provisions of this chapter shall govern the quality, workmanship and
requirements for materials covered. Materials of construction and tests shall conform to the
applicable standards listed in this Code. No provision in this chapter shall relieve the
material suppliers, material fabricators, erectors, or contractors of any responsibility to
manufacture, fabricate, or construct the structure in accordance with code provisions and
the construction documents.

Sec. 2.2.1350. - Section 1702.1 amended.

Section 1702.1 of the International Building Code, is amended to read as follows:

1702.1 General. The following words and terms shall, for the purposes of this chapter and as
used elsewhere in this Code, have the meanings shown herein.

APPROVED AGENCY. An established and recognized agency regularly engaged in
conducting tests or furnishing inspection services, when such agency has been approved.

APPROVED FABRICATOR. An established and qualified person, firm or corporation
approved by the building officia pursuant to Chapter 17 of the Code of the City of Wichita.

CERTIFICATE OF COMPLIANCE. A certificate stating that materials and products meet
specified standards or that work was done in compliance with approved construction
documents.

DESIGNATED SEISMIC SYSTEM. Those architectural, electrical and mechanical systems
and their components that require design in accordance with Chapter 13 of ASCE 7 and for
which component importance factor, |, is greater than 1 in accordance with Section 13.1.3
of ASCE 7.

88
Draft 11/14/12

209



FABRICATED ITEM. Structural, load-bearing or lateral load-resisting assemblies
consisting of materials assembled prior to installation in building or structure or subjected
to operations such as heat treatment, thermal cutting, cold working or reforming after
manufacture and prior to installation in a building or structure. Materials produced in
accordance with standard specifications referenced by this Code, such as rolled structural
stedl shapes, steel-reinforcing bars, masonry units and wood structural panels shall not be
considered "fabricated items."

INSPECTION CERTIFICATE. An identification applied on a product by an approved
agency containing the name of the manufacturer, the function and performance
characteristics, and the name and identification of an approved agency that indicates that
the product or material has been inspected and evaluated by an approved agency (see
Section 1703.5 and "Label," "Manufacturer's designation” and "Mark").

LABEL. An identification applied on a product by the manufacturer that contains the name
of the manufacturer, the function and performance characteristics of the product or material,
and the name and identification of an approved agency and that indicates that the
representative sample of the product or material has been tested and evaluated by an
approved agency (see Section 1703.5 and "Inspection certificate,” "Manufacturer's
designation” and "Mark").

MAIN WIND-FORCE-RESSTING SYSTEM. An assemblage of structura elements
assigned to provide support and stability for the overall structure. The system generally
receives wind loading from more than one surface.

MANUFACTURER'S DESIGNATION. An identification applied on a product by the
manufacturer indicating that a product by the manufacturer indicating that a product or
material complies with a specified standard or set of rules (see also "Inspection certificate,"
"Label" and "Mark").

MARK. An identification applied on a product by the manufacturer indicating the name of
the manufacturer and the function of a product or material (See also "Inspection certificate,"
"Label" and "Manufacturer's designation™).

SPECIAL INSPECTION. Inspection as herein required of the materials, installation,
fabrication, erection or placement of components and connections requiring special
expertise to ensure compliance with approved construction documents and referenced
standards (see Section 1704).

SPECIAL INSPECTION, CONTINUOUS The full-time observation of work requiring
specia inspection by an approved special inspector who is present in the area where the
work is being performed.

SPECIAL INSPECTION, PERIODIC. The part-time or intermittent observation of work
requiring specia inspection by an approved special inspector who is present in the area
where the work has been or is being performed and at the completion of the work.

SPECIAL INSPECTOR. The owner, building official, and the licensed design engineer shall
approve the specia inspector. The inspector shall also show competent knowledge to the
building official, licensed design engineer, licensed design architect, and owner for those
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items to receive specia inspection. The specia inspector shall prevent a conflict of interest
by not performing testing of construction materials for which the special inspector is
engaged to observe compliance.

SPRAYED FIRE-RESSTANT MATERIALS Cementations or fibrous materials that are
spray applied to provide fire-resistant protection of the substrates.

STRUCTURAL OBSERVATION. The visua observation of the structural system by a
registered design professional for general conformance to the approved construction
documents at significant construction stages and at completion of the structural system.
Structural observation does not include or waive the responsibility for the inspection
required by Section 109, 1704 or other sections of this code.

Sec. 2.2.1360. - Section 1704.1 amended.

Section 1704.1 of the International Building Code, is amended to read as follows:

1704.1 General. Where application is made for construction as described in this section, the
owner or the registered design professiona in responsible charge acting as the owner's agent
shall employ one or more specia inspectors to provide inspections during construction on the
types of work listed under Section 1704. The special inspector shall be a qualified person who
shall demonstrate competence, to the satisfaction of the building official, for inspection of the
particular type of construction or operation requiring special inspection. These inspections arein
addition to the inspections specified in Section 109.

The specia inspector shall be a qualified person who shall demonstrate competence, to the
satisfaction of the building official, for inspection of the particular type of construction or
operation requiring special inspection. The registered design professional in responsible charge
and engineers of record involved in the design of the project are permitted to act as the approved
agency and their personnel are permitted to act as the special inspector for the work designed by
them, provided those personnel meet the qualification requirements of this section to the
satisfaction of the building official. The special inspector shall provide written documentation to
the building official demonstrating his or her competence and relevant experience or training.
Experience or training shall be considered relevant when the documented experience or training
is related in complexity to the same type of special inspection activities for projects of similar
complexity and material qualities. These qualifications are in addition to the qualifications
specified in other sections of this Code.

Exceptions:

1. Specia inspections are not required for work of a minor nature or as warranted by
conditions in the jurisdiction as approved by the building official, or as described in items
1.1 thru 1.4 listed below.

1.1 Buildings and other structures, or additions to existing buildings or structures,
where there is a design occupant load of less 500 persons in any one area or room of
the new construction or where the total design occupant load of the new construction
isless 1,000 persons, as calculated under Section 1004.1.

1.2 New hospitals and other health care facilities, or additions thereto, having surgery
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or emergency treatment facilities or capacity for less than 100 residential patients for
the new construction area.

1.3 Buildings or structures, or additions to existing buildings or structures, where the
floor area of the new construction is less than 50,000 square feet, or where the height
of the exterior building walls are less than 22 feet as measured from the grade plane.

1.4 Conventional construction for the Wichita, Kansas, area, such as foundations not
supported on reinforced concrete piers into weathered shale, etc., or required to obtain
some desired or specified ksf allowable bearing.

2. Specia inspections are not required for building components unless the design
involves the practice of professional engineering or architecture as defined by applicable
state statutes and regulations governing the professional registration and certification of
engineers or architects or the building components are fabricated at an AISC Certified
Fabricator.

3. Unless otherwise required by the building official, special inspections are not required
for occupancies in Group R-3 as applicable in Section 101.2 and occupancies in Group U
that are accessory to a residential occupancy including, but not limited to, those listed in
Section 312.1.

Sec. 2.2.1370. - Section 1704.1.1 amended.

Section 1704.1.1 of the International Building Code, is amended to read as follows:

1704.1.1 Statement of special inspection. The permit applicant shall submit a statement of
special inspections prepared by the registered design professiona in responsible charge in
accordance with Section 106.1 as a condition for permit issuance. This statement shall
include a complete list of materials and work requiring specia inspections by this section,
the inspections to be performed and list of the individuas, approved agencies or firms
intended to be retained for conducting such inspections. A building permit shall not be
issued without a special inspection certificate filed. At the time of filing, al specia
inspections and inspections shall be identified on the special inspection certificate. A
Certificate of Occupancy shal not be issued without a specia inspection certificate
completed by the licensed design professional and approved by the building official.

Exceptions:

1. A statement of specia inspections is not required for structures designed and
constructed in accordance with the conventiona construction provisions of Section 2308.

2. The statement of special inspections is permitted to be prepared by a qualified person
approved by the building official for construction not designed by a registered design
professional.

Sec. 2.2.1380. - Duties and responsibilities of the special inspector.

The special inspector shall observe the work assigned for conformance to approved design
drawings, specifications and code provisions. The specia inspector shall observe the material
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testing by representatives of commercial laboratories and determine if the testing is being
performed in accordance with applicable testing standards, procedures and frequencies.
Additionally, the special inspector shall observe the installation/erection of construction material
and collect all material certifications and assemble observations into a report. All deficiencies
shall be reported to the contractor for correction. Defective material or assemblies, if
uncorrected, shall be brought to the attention of the licensed design professional and to the
building official. The special inspector shall submit a final signed report stating whether work
requiring special inspection was, to the best of the inspector's knowledge, in conformance to the
approved plans and specifications and the applicable workmanship provisions of this Code.

Sec. 2.2.1390. - Section 1704.3 amended.

Section 1704.3 of the International Building Code, is amended to read as follows:

1704.3 Seel construction. The specia inspections for sted elements of buildings and
structures shall be as required by Section 1704.3 and Table 1704.3.

Exceptions:

1. Speciad inspection of the steel fabrication process shall not be required where the
fabricator does not perform any welding, thermal cutting or heating operation of any kind as
part of the fabrication process. In such cases, the fabricator shall be required to submit a
detailed procedure for material control that demonstrates the fabricator's ability to maintain
suitable records and procedures such that, at any time during the fabrication process, the
material specification, grade and mill test reports for the main stress-carrying elements are
capable of being determined.

2. The speciad inspector need not be continuously present during welding of the
following items, provided the materials, welding procedures and qualifications of welders
are verified prior to the start of the work; periodic inspections are made of the work in
progress, and a visual inspections of all welds is made prior to completion or prior to
shipment of shop welding.

2.1. Single-passfilet welds not exceeding 5/16 inch (7.9 mm) in size.
2.2. Floor and roof deck welding.
2.3. Welded studs when used for structural diaphragm.

2.4. Welded sheet steel for cold-formed steel framing members such as studs and
joists.

2.5. Welding of stairs and railing systems.
3. Specia inspections are not required for Tension Indicating Bolts/Washers.

Sec. 2.2.1400. - Section 1805.2.1 amended.

Section 1805.2.1 of the International Building Code, is amended to read as follows:

92
Draft 11/14/12

213



1805.2.1 Frost protection. Except where otherwise protected from frost, foundations walls,
piers and other permanent supports of buildings and structures shall be protected by one or
more of the following methods:

1. Extending below the frost line of the locality. The frost line for the jurisdiction of the
MABCD shall be 24 inches (610 mm) below the finish grade;

2. Construction in accordance with ASCE 32;
3. Erecting on solid rock.
Exceptions:

1. Freestanding buildings meeting al of the following conditions shall not be
required to the protected:

1.1. Classified in Occupancy Category I, in accordance with Section 1604.5;

1.2. Area of 600 square feet (56 m?) or less for light-frame construction or 400
square feet (37 m) or less for other than light-frame construction; and

1.3. Eaveheight of 10 feet (3048 mm) or less.

2. For other than Group R-2 and R-3 occupanm& a one-story prefabricated
building not over 150 square feet (13.94 m? in floor area and supported in an
approved manner may be attached to a building having a permanent foundation
extending below the frost line. The roof and exterior walls of the prefabricated
building shall be flashed in an approved manner to form a weather-tight seal between
structures.

Footings shall not bear on frozen soil unless such frozen condition is of a permanent
character.

Sec. 2.2.1410. — Section 3001.3 amended.

Section 3001.3 of the International Building Code, is amended to read as follows:

3001.3 Accessibility. Passenger elevators required to be accessible by the Americans with
Disabilities Act ("ADA" or "the Act") shall be accessible.

Sec. 2.2.1420 - Section 3002.3 amended.

Section 3002.3 of the International Building Code, is amended to read as follows:

3002.3 Emergency signs. An approved pictorial sign of a standardized design shall be
posted adjacent to each elevator call station on all floors instructing occupants to use the
exit stairways and not to use the elevators in case of fire. The sign shall read: IN FIRE
EMERGENCY, DO NOT USE ELEVATOR. USE EXIT STAIRS. The emergency sign
shall not be required for elevators that are part of an accessible means of egress complying
with Section 1003.2.13.3. Any signs required by the Americans with Disabilities Act
Accessibility Guidelines (ADAAG) shall comply with ADAAG 4.30.4 relating to raised
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and Braille characters and pictorial symbol signs.

Sec. 2.2.1430. - Section 3002.6 amended.

Section 3002.6 of the International Building Code, is amended to read as follows:

3002.6 Prohibited doors. Doors, other than hoistway doors and the elevator car door, shall
be prohibited at the point of access to an elevator car. Exception: Doors may be located at
the point of access to an elevator car in lieu of an elevator lobby based on the below
conditions:

1. Doors shal be readily openable from the car side without a key, tool, or special
knowledge or effort.

2. Doors into the corridor shall be protected with not less than an automatic-closing, 20-
minute door assembly in accordance with Section 715.1, except that:

2.1. The automatic-closing device shall be limited to an approved magnetic hold-open
device released by actuation of a smoke detector or when the elevator's Firefighters
Service is activated.

2.2. The automatic-closing device is provided with a closing or reclosing electrical
time delay of not less than 20 seconds nor more than 30 seconds.

Sec. 2.2.1440. - Section J103.2 amended.

Section J103.2 of the International Building Code, is amended to read as follows:
J103.2 Exemptions. A grading permit shall not be required for the following:

1. A fill lessthan 1 foot (305 mm) in depth and placed on natural terrain with a slope
flatter than 1 unit vertical in 5 units horizontal (20% slope), or less than 3 feet (914 mm) in
depth that does not exceed 50 cubic yards (38.3 m®) on any one lot and does not obstruct a
drainage course.

2. Excavation for construction of a structure permitted under this Code.
Cemetery graves.

3.
4. Refuse disposal site controlled by other regulations.
5. Excavationsfor wells, or trenchesfor utilities.

6.

Mining, quarrying, excavating, processing or stockpiling rock, sand, gravel, aggregate
or clay controlled by other regulations, provided such operations do not affect the lateral
support of, or significantly increase stressesin, soil on adjoining properties.

7. Exploratory excavations performed under direction of aregistered design professional.
Exemption from the permit requirements of this appendix shall not be deemed to grant
authorization for any work to be done in any manner in violation of the provisions of this
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Code or any other laws or ordinances of this jurisdiction.
Article 2, Section 3- INTERNATIONAL EXISTING BUILDING CODE

Sec. 2.3.010. - Adoption of the International Existing Building Code.

The International Existing Building Code, as published by the International Codes Council, Inc.,
2006 Edition, including the appendices, is hereby adopted and incorporated herein by reference,
subject to such amendments thereto as are set forth in this chapter.

Sec. 2.3.020. - Section 105.3 amended.

Section 105.3 of the International Existing Building Code, is amended to read as follows:

105.3 Application for permit. To obtain a permit, the applicant shall first file an application
therefore in writing on a form (Plan Information Sheet) furnished by the MABCD for that
purpose. Such application and/or notes on the drawings shall:

1. Identify and describe the work in accordance with Chapter 4 of the International
Existing Building Code to be covered by the permit for which application is made.

2. Describe the land on which the proposed work is to be done by legal description, street
address, or similar description that will readily identify and definitely locate the proposed
building or work.

3. Indicate the use and occupancy for which the proposed work is intended.

4. Be accompanied by construction documents and other information as required by
Section 106.3.

5. State the valuation of the proposed work.
6. Besigned by the applicant or the applicant's authorized agent.

7. Provide a statement indicating the percentage of building area, by floor, of the work
area (see Chapter 2 Definitions: WORK AREA) covered by the permit application.

8. Give such other data and information as required by the code official.

Sec. 2.3.030. - Section 105.3.2 amended.

Section 105.3.2 of the Internationa Existing Building Code, is amended to read as follows:

105.3.2 Time limitation of application. An Application for a permit for any proposed work
shall be deemed to have been abandoned 180 days after the date of project activity, unless
such application has been pursued in good faith or a permit has been issued; except that the
code official is authorized to grant one or more extensions of time for additional periods not
exceeding 90 days each. The extension shall be requested in writing and justifiable cause
demonstrated.
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Sec. 2.3.040. - Section 105.5 amended.

Section 105.5 of the International Existing Building Code, is amended to read as follows:

105.5 Expiration. Every permit issued shall become invalid unless the work on the site
authorized by such permit is commenced within 180 days after its issuance, or if the work
authorized on the site by such permit is suspended or abandoned for a period of 180 days
after the time the work is commenced. Work shall be considered to have been suspended or
abandoned if it has been more than 180 days since the last required inspection. Before work
can be recommenced, a new permit must be obtained to do so, and the fee shall be one half
the amount required for a new permit for such work, provided no changes have been made
or will be made in the original plans and specifications for such work; and that such
suspension or abandonment has not exceeded one year. The code official is authorized to
grant, in writing, one or more extensions of time for periods not more than 180 days each.
The extensions shall be requested in writing and justifiable cause demonstrated.

Sec. 2.3.050. - Section 107.3 amended.

Section 107.3 of the International Existing Building Code, is amended to read as follows:

107.3 Temporary power. The code official is authorized to give permission to temporarily
supply and use power in part of an electrical installation before such installation has been
fully completed and the final certificate of completion has been issued. The part covered by
the temporary certificate shall comply with the requirements specified for temporary
lighting, heat, or power in Article 4 of this Code.

Sec. 2.3.060. - Section 109.3.9 amended.

Section 109.3.9 of the Internationa Existing Building Code, is amended to read as follows:

109.3.9 Final inspection. The final inspection shall be made after all work required by the
building permit is completed. If landscaping is required by the building permit, the
landscaping shall be installed by the holder of the building permit, their duly authorized
agent, or property owner. A letter of credit or bond in the amount of 125% of the cost of the
landscaping shall be submitted to the MABCD before a final inspection approval will be
issued to the general contractor. The building shall not be occupied prior to obtaining final
inspection approval.

Sec. 2.3.065. - Section 110.2 amended.

Section 110.2 of the International Existing Building Code, is amended to read as follows:

110.2 Certificate issued. After the code officia inspects the building and finds no violations
of the provisions of this Code or other laws that are enforced by the MABCD, the code
official shall issue a certificate of occupancy that shall contain the following:

1. Thebuilding permit number.
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2.  Theaddress of the structure.
3. Thename of the owner.
4. A description of that portion of the structure for which the certificate isissued.

5. A statement that the described portion of the structure has been inspected for
compliance with all adopted codes of the City of Wichita and/or the resolutions of
Sedgwick County regulating building construction or use.

Sec. 2.3.070. - Section 112.1 amended.

Section 112.1 of the International Existing Building Code, is amended to read as follows:

112.1 General. In order to hear and decide appeals of orders, decisions, or determinations
made by the code official relative to the application and interpretation of this Code, there
shall be and is hereby created a board of code standards and appeals. The board of code
standards and appeals shall be appointed by the governing body and shall hold office at its
pleasure. The board shall adopt rules of procedure for conducting business.

Sec. 2.3.080. - Section 401.2 amended.

Section 401.2 of the International Existing Building Code, is amended to read as follows:

401.2 Work area. The work area, as defined in Chapter 2 of the International Existing
Building Code, shall be identified on the construction documents. The architect of record
shall specify the percentage of area, by floor, that constitutes work area. Reconfiguration of
floor area shall be the removal, relocation or construction of new walls or building elements
within a tenant area or building. Work area calculations shall include the rooms or spaces
and areas directly adjacent to where reconfiguration is planned.

Exception: The area of the entire room or space does not need to be included within the
work area cal culation where the following conditions are met:

1. The area within ten feet of the reconfiguration (perimeter calculation) is less than 25
percent of the room or space, and

2. The occupancy of the area has not changed, and

3. Thereconfiguration does not affect the existing exits from the room or space.

Sec. 2.3.090. - Section 501.4 amended.

Section 501.4 of the International Existing Building Code, is amended to read as follows:

501.4 Flood hazard areas. In flood hazard areas, repairs that constitute substantia
improvement shall require that the building comply with Chapter 27.04 of the Code of the
City of Wichita and Chapter 13 of the Sedgwick County Code.
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Sec. 2.3.100. - Section 506.2.5 amended.

Section 506.2.5 of the International Existing Building Code, is amended to read as follows:

506.2.5 Flood hazard areas. In flood hazard areas, damaged buildings that sustain
substantial damage shall be brought into compliance with Chapter 27.04 of the Code of the
City of Wichitaand Chapter 13 of the Sedgwick County Code.

Sec. 2.3.110. - Section 602.3 amended.

Section 602.3 of the International Existing Building Code, is amended to read as follows:

602.3 Materials and methods. All new work shall comply with materials and methods
requirements in the National Electrical Code, International Building Code, Article 3
(Plumbing) and Article 5 (Mechanical) of this Code, as applicable, that specify materia
standards, detail of installation and connection, joints, penetrations, fire protection, and
continuity of any element, component, or system in the building.

Exception: Where building separation is required by the adopted electrical code to allow
for multiple electrical services, a fire wall may be constructed in accordance with the
provisions of a two-hour fire barrier per the International Building Code. If the fire wall
coincides with that of a required fire barrier, then the most restrictive requirement shall
apply. For alowable area purposes, the building is considered as one structure with no
benefit derived from the fire wall.

Sec. 2.3.120. - Section 605.1 amended.

Section 605.1 of the International Existing Building Code, is amended to read as follows:

605.1 General. A building, facility, or element that is atered shall comply with the
applicable provisions in Section 605.1.1 through 605.1.12, Chapter 11, as amended, of the
International Building Code, unless technically infeasible, the ateration shal provide
access to the maximum extent technically feasible.

Exceptions: The atered element or space is not required to be on an accessible route unless
required by Section 506.2.

Sec. 2.3.130. - Section 605.1.1 amended.

Section 605.1.1 of the Internationa Existing Building Code, is amended to read as follows:

605.1.1 Entrances. Where an alteration includes alterations to an entrance, and the building
or facility has an accessible entrance on an accessible route, the altered entrance is not
required to be accessible unless required by Section 605.2. Signs complying with Section
2.2.1110 of this Code shall be provided.
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Sec. 2.3.140. - Section 605.1.2 amended.

Section 605.1.2 of the Internationa Existing Building Code, is amended to read as follows:

605.1.2 Elevators. Altered elements of existing elevators shall comply with ASME A17.1
and International Building Code Chapter 11, as amended. Such elements shall also be
atered in elevators programmed to respond to the same hall call control as the altered
elevator.

Sec. 2.3.150. - Section 605.1.3 amended.

Section 605.1.3 of the Internationa Existing Building Code, is amended to read as follows:

605.1.3 Platform lifts. Platform (wheelchair) lifts complying with International Building
Code Chapter 11, as amended, and installed in accordance with ASME A18.1 shal be
permitted as a component of an accessible route.

Sec. 2.3.160. - Section 605.1.8 amended.

Section 605.1.8 of the Internationa Existing Building Code, is amended to read as follows:

605.1.8 Dwelling or sleeping units. Where Group I-1, 1-2, 1-3, R-1, R-2, or R-4 dwelling or
sleeping units are being atered, the requirements for accessible alarms apply only to the
guantity of the spaces being altered.

Sec. 2.3.170. - Section 607 deleted.

Section 607 of the International Existing Building Code, is deleted.

Sec. 2.3.180. - Section 705.3.1.2.1 amended.

Section 705.3.1.2.1 of the International Existing Building Code, is amended to read as follows:

705.3.1.2.1 Fire escape access and details. Fire escapes shall comply with all of the
following requirements:

1.  Occupants shall have unobstructed access to the fire escape without having to pass
through a room subject to locking.

2. Access to a new fire escape shall be through a door, except that windows shall be
permitted to provide access from single dwelling units or sleeping unitsin Group R-1, R-2,
and 1-1 occupancies or to provide access from spaces having a maximum of 10 in other
occupancy classifications.

3. Newly constructed fire escapes shall be permitted only where exterior stairs cannot be
utilized because of lot lines limiting the stair size or because of the sidewalks, alleys, or
roads at grade level.

4. Openings within 10 feet (3048 mm) of fire escape stairs shall be protected by fire
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assemblies having % hour fire-resistance ratings. When located within a recess or vestibule,
adjacent enclosure walls shall not be less than one-hour fire-resistance rated construction.

Exception: Opening protection shall not be required in buildings equipped throughout
with an approved automatic sprinkler system.

5. Inal buildings of Group E occupancy, up to and including the 12th grade, buildings
of Group | occupancy, rooming houses, and childcare centers, ladders of any type are
prohibited on fire escapes used as a required means of egress.

6. Fire escape balconies shall not be less than 44 inches (1118 mm) in width with no
floor opening greater than 5/8 inch (15.9 mm) in width except the stairway opening.
Stairway openings in such balconies shall not be less than 22 inches by 44 inches (559 mm
by 1118 mm). The guard of each balcony shall not be less than 36 inches (914 mm) high
with not more than 9 inches (229 mm) between intermediate rails.

7. Fireescapes shall extend to the roof or provide an approved gooseneck ladder between
the top floor landing and the roof in buildings four or more stories in height having roofs
with a slope not exceeding 4 units vertical in 12 units horizontal (33.3 percent slope). Such
ladders shall be designed and connected to the building to withstand a horizontal force of
100 pounds per lineal foot (1459 N/m). Each rung shall support a concentrated load of 500
pounds (2224 N/m) placed anywhere on the rung to produce the maximum stress
conditions. All ladders shall be at least 15 inches (381 mm) in clear width, be located within
12 inches (305 mm) of the building and shall be placed flatwise to the face of the building.
Ladder rungs shall be at least 3% inch (19.1 mm) in diameter and shall be located 10 inches
to 12 inches (254 mm to 305 mm) on center. Openings for roof access ladders through
cornices and similar projections shall have minimum dimensions of 30 inches by 33 inches
(762 mm by 838 mm).

8. The lowest balcony shall not be more than 18 feet (5486 mm) from the ground. Fire
escapes shall extend to the ground or be provided with counterbalanced stairs reaching to
the ground.

9. The fire escape shall have a clearance from electrical service conductors as required
by Article 4 of this Code.

Sec. 2.3.190. - Section 705.4.4 amended.

Section 705.4.4 of the Internationa Existing Building Code, is amended to read as follows:

705.4.4 Panic hardware. In any work area, and in the egress path from any work areato the
exit discharge, in buildings or portions thereof of Group A assembly occupancies with an
occupant load greater than 49, al required exit doors equipped with latching devices shall
be equipped with approved panic hardware.

Sec. 2.3.200. - Section 705.6 amended.
Section 705.6 of the International Existing Building Code, is amended to read as follows:
705.6 Dead-end corridors. Dead-end corridors in any work area shall not exceed 35 feet
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(20 670 mm).
Exceptions:

1. Where dead-end corridors of greater length are permitted by the International Building
Code.

2. In other than Group A and H occupancies, the maximum length of an existing dead-
end corridor shall be 50 feet (15 240 mm) in buildings equipped throughout with an
automatic fire alarm system installed in accordance with the International Building Code.

3. In other than Group A and H occupancies, the maximum length of an existing dead-
end corridor shall be 70 feet (21 356 mm) in building equipped throughout with an
automatic sprinkler system installed in accordance with the International Building Code.

4. In other than Group A and H occupancies, the maximum length of newly constructed,
or extended dead-end corridor shall not exceed 50 feet (15 240 mm) on floors equipped
with an automatic sprinkler system installed in accordance with the International Building
Code.

Sec. 2.3.210. - Section 705.9 amended.

Section 705.9 of the International Existing Building Code, is amended to read as follows:
705.9 Sairs and handrails. Stairs shall comply with all of the following requirements:

1. Newly constructed stairs shall comply with the provisions of the International
Building Code.

2. Existing winding or spiral stairways in any work area may serve as part of the means
of egress from a building, including single exit buildings complying with 705.3.1.1, for a
maximum occupant load of 10, provided that a complying handrail is located at the stair's
outside perimeter. A winding or spiral stairway may not be the principal means of egress
when used in conjunction with a fire escape as a second means of egress. Means of egress
width shall comply with the building code. Circular stairways complying with the building
code shall be acceptable as a means of egress.

3. An dteration or the replacement of an existing stairway shall not be required to
comply with the requirements of a new stairway as outlined in the building code where the
existing space and construction will not allow areduction in pitch or slope.

4. The largest tread run within any flight of stairs shall not exceed the smallest by more
than 3/8 inch (9.5 mm), nor be less than 10 inches (254 mm) in width. The greatest riser
height within any flight of stairs shall not exceed the smallest by more than 3/8 inch (9.5
mm), nor be less than 4 inches (102 mm) in height. The maximum riser height shall not
exceed 7 ¥2inches (191 mm) in height.

Exceptions:

1.  In Group R-3 occupancies, stairs may have a minimum tread run of 9 inches (229
mm) and a maximum riser of 8 inches (203 mm) in height.
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2. Existing stairs serving an occupant load of 10 or less may have a minimum tread
run of 9 inches (229 mm) in width and a maximum riser of 8 inches (203 mm) in
height.

3. Existing stairs serving an occupant load of 10 or less may have a minimum width
of 30 inches (763 mm). Stairs serving an occupant load of 11 or more, but not more
than 50, may be 36 inches (915 mm) in width. Stairs serving occupant load of over 50
shall comply with the building code.

The requirements of Section 705.9.1 and 705.9.2 shall apply to handrails from
the work areafloor to the level of exit discharge.

Sec. 2.3.220. - Section 706.2 amended.

Section 706.2 of the International Existing Building Code, is amended to read as follows:

706.2 Sairs and escalatorsin existing buildings. In alterations where an escalator or stair is
added where none existed previously, an accessible route shall be provided in accordance
with Chapter 11, as amended, of the International Building Code.

Sec. 2.3.230. - Section 706.3 amended.

Section 706.3 of the International Existing Building Code, is amended to read as follows:

706.3 Dwelling units and sleeping units. Where Group 1-1, 1-2, I-3, R-1, R-2, or R-4
dwelling units or sleeping units are being added, the requirements of Chapter 11, as
amended, of the International Building Code for accessible units and Chapter 9 of the
International Building Code for accessible alarms apply only to the quantity of spaces being
added.

Sec. 2.3.240. - Section 708.3.1 amended.

Section 708.3.1 of the Internationa Existing Building Code, is amended to read as follows:

708.3.1 Enclosed areas. All enclosed areas, other than closets, kitchens, basements, garages,
hallways, laundry areas, utility areas, storage areas, and bathrooms shall have a minimum of
two duplex receptacle outlets and one light fixture.

Sec. 2.3.250. - Section 708.3.7 amended.

Section 708.3.7 of the Internationa Existing Building Code, is amended to read as follows:

708.3.7 Clearances for equipment. Clearance for electrica service equipment shall be
provided in accordance with Article 4 of this Code.

Sec. 2.3.260. - Section 710.1 amended.

Section 710.1 of the International Existing Building Code, is amended to read as follows:
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710.1 Minimum fixtures. Where the occupant load of the story isincreased by more than 20
percent, plumbing fixtures for the story shall be provided in quantities specified in the
International Building Code.

Sec. 2.3.270. - Section 711 deleted.

Section 711 of the International Existing Building Codeis deleted.

Sec. 2.3.280. - Section 803.2 amended.
Section 803.2 of the International Existing Building Code, is amended to read as follows:

803.2 Fire partitionsin Group R-3 and fire barrier separations in mixed occupancy uses
involving a Group R-3. Fire separation in Group R-3 occupancies shall be in accordance
with Section 803.2.1.

Sec. 2.3.290. - Section 803.2.1 amended.

Section 803.2.1 of the Internationa Existing Building Code, is amended to read as follows:

803.2.1 Separation required. Where the work areaisin any attached dwelling unit in Group
R-3 or any multiple single family dwelling (townhouse), walls separating the dwelling-units
that are not continuous from the foundation to the underside of the roof sheathing shall be
constructed to provide a continuous fire separation using construction materials consistent
with the existing wall or complying with the requirements for new structures. All work shall
be preformed on the side of the dwelling unit wall that is part of the work area.

Exception: Where aterations or repairs do not result in the removal of wall or ceiling
finishes exposing the structure, walls are not required to be continuous through conceal ed
floor spaces.

Where the work area is adjacent to a different occupancy group, then separation of the
occupancy groups by means of an approved fire barrier shall be in accordance with the
International Building Code.

Exceptions:

1. Therequired separation between a Group R-3 and an accessory garage for the storage
of private or pleasure-type motor vehicles where no repair work is done or fuel dispensed
may be built in conformance Section 406.1.4(1), of the International Building Code.

2. Therequired separation between a Group R-3 and a Group B, M or S-2 parking garage
of 5,000 square feet (464 m?) or less shall be protected with a fire barrier of not less than
one-hour fire-resistant construction.

Sec. 2.3.300. - Section 808 is deleted.

Section 808 of the International Existing Building Code, is deleted.
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Sec. 2.3.310. - Section 908.1 amended.

Section 908.1 of the International Existing Building Code, is amended to read as follows:

908.1 Special occupancies. Where the occupancy of an existing building or part of an
existing building is changed to one of the following special occupancies as described in
Article 4 of this Code, the electrical wiring and equipment of the building or portion thereof
that contains the proposed occupancy shall comply with the applicable requirements of
Article 4 of this Code whether or not a change of occupancy group isinvolved:

1. Hazardouslocations.
Commercial garages, repair, and storage.
Aircraft hangers.

Gasoline dispensing and service stations.

2

3

4

5.  Bulk storage plants.
6. Spray application, dipping, and coating processes.
7. Hedlth carefacilities.

8. Places of assembly.

9

. Theaters, audience areas of motion picture and television studios, and similar
locations.

10. Agricultural buildings.

Sec. 2.3.320. - Section 908.2 amended.

Section 908.2 of the International Existing Building Code, is amended to read as follows:

908.2 Unsafe conditions. Where the occupancy of an existing building or part of an existing
building is changed, all unsafe conditions shall be corrected without requiring that all parts
of the electrical system be brought up to the current requirements of Article 4 of this Code.

Sec. 2.3.330. - Section 908.3 amended.

Section 908.3 of the International Existing Building Code, is amended to read as follows:

908.3 Service upgrade. Where the occupancy of an existing building or part of an existing
building is changed, electrical service shall be upgraded to meet the requirements of Article
4 of this Code for the new occupancy.

Sec. 2.3.340. - Section 908.4 amended.

Section 908.4 of the International Existing Building Code, is amended to read as follows:
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908.4 Number of electrical outlets. Where the occupancy of an existing building or part of
an existing building changed, the number of electrical outlets shall comply with Article 4 of
this Code for the new occupancy.

Sec. 2.3.350. - Section 910.1 amended.

Section 910.1 of the International Existing Building Code, is amended to read as follows:

910.1 Increased demand. Where the occupancy of an existing building or part of an existing
building is changed such that the new occupancy is subject to increased or different
plumbing fixture requirements or to increased water supply requirements in accordance
with the International Building Code and Article 3 (Plumbing) of this Code, the new
occupancy shall comply with the intent of the respective code provisions.

Sec. 2.3.360. - Section 910.2 amended.

Section 910.2 of the International Existing Building Code, is amended to read as follows:

910.2 Food handling occupancies. If the new occupancy is a food handling establishment,
all existing sanitary waste lines above the food or drink preparation or storage areas shall be
panned or otherwise protected to prevent leaking pipes or condensation on pipes from
contaminating food or drink. New drainage lines shall not be installed above such areas and
shall be protected in accordance with Article 3 (Plumbing) of this Code.

Sec. 2.3.370. - Section 910.3 amended.

Section 910.3 of the International Existing Building Code, is amended to read as follows:

910.3 Interceptor required. If the new occupancy will produce grease or oil-laden wastes,
interceptors shall be provided as required by the Water & Sewer Department and installed
in accordance with Article 3 (Plumbing) of this Code.

Sec. 2.3.380. - Section 910.5 amended.

Section 910.5 of the International Existing Building Code, is amended to read as follows:

910.5 Group 1-2. If the occupancy group is changed to Group 1-2, the plumbing system
shall comply with the applicable requirements of Article 3 (Plumbing) of this Code.

Sec. 2.3.390. - Section 912.8 amended.

Section 912.8 of the International Existing Building Code, isto read asfollows:

912.8 Accessihility. Existing buildings or portions thereof that undergo a change of group or
occupancy classification shall have al of the following accessible features:

1. At least one accessible building entrance.
2. At least one accessible route from an accessible building entrance to primary function
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aress.
3. Signage complying with Chapter 11, as amended, of the International Building Code.
4. Accessible parking, where parking is provided.

5. At least one accessible passenger |oading zone, where loading zones are provided.

6. At least one accessible route connecting accessible parking and accessible passenger
loading zones to an accessible entrance.

Where it is technically infeasible to comply with the new construction standards for any of
these requirements for a change of group or occupancy, the above items shall conform to
the requirements to the maximum extent technically feasible. Change of group or
occupancy that incorporate any alterations or additions shall comply with this section and
Sections 605.1 and 1005.1 as applicable.

Exception: Type B dwelling or sleeping units required by Chapter 11, as amended, of the
International Building Code are not required to be provided in existing buildings and
facilities.

Sec. 2.3.400. - Section 1001.2 amended.

Section 1001.2 of the International Existing Building Code, is amended to read as follows:

1001.2 Creation or extension of nonconformity. An addition shall not create or extend any
nonconformity in the existing building to which the addition is being made with regard to
accessibility, structural strength, fire safety, means of egress, or the capacity of mechanical,
plumbing, or electrical systems.

Exception: Area separation walls constructed prior to the adoption of the 2000
International Building Code (April 2, 2002) may be increased in length by not more than 25
percent of the length of the existing wall, not to exceed thirty feet. The method of
construction and fire rating of the additional wall length shall be in general conformance to
that of the existing wall. The materials used in the area separation wall construction shall
comply with the building construction type, but may be any approved assembly that
provides the same level of protection.

Sec. 2.3.410. - Section 1002.2 amended.

Section 1002.2 of the International Existing Building Code, is amended to read as follows:

1002.2 Area limitations. No addition shall increase the area of an existing building beyond
that permitted under the applicable provisions of Chapter 5 of the International Building
Code for new buildings unless fire separation as required by the International Building
Codeis provided.

Exceptions:
1. In-filling of floor openings and nonoccupiable appendages such as elevator and exit
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stair shafts shall be permitted beyond that permitted by the International Building Code.

2. Allowable area expansion rights up to and including an additional 10% (percent) area
increase which would have been alowed under the Code when the building was
constructed, will be permissible without approval from the Director of the MABCD, subject
to the fire area limitations of Sections 1002.3 of this Code.

Sec. 2.3.420. - Section 1002.3 amended.

Section 1002.3 of the International Existing Building Code, is amended to read as follows:

1002.3 Fire protection systems. Existing fire areas increased by the addition shall comply
with Chapter 9 of the International Building Code.

Exception: Buildings constructed prior to the adoption of the 2000 International Building
Code (April 2, 2002) may have a nonconforming fire area increase by not more than 25
percent of the fire area limitation, for the occupancy classification, as specified under
Section 903.2 of the International Building Code. All additions to the fire area shall be
considered as accumulative and subject to the limitations of the construction type.

Sec. 2.3.430. - Section 1003.5 amended.

Section 1003.5 of the International Existing Building Code, is amended to read as follows:

1003.5 Flood hazard areas. Additions and foundations in flood hazard areas shall comply
with Chapter 27.04 of the Code of the City of Wichita and Chapter 13 of the Sedgwick
County Code.

Sec. 2.3.440. - Section 1101.4 amended.

Section 1101.4 of the International Existing Building Code, isto read as follows:

1101.4 Flood hazard areas. In flood hazard areas, if al proposed work, including repairs,
work required because of a change of occupancy, and alterations, constitutes substantial
improvement, then the existing building shall comply with Chapter 27.04 of the Code of the
City of Wichitaand Chapter 13 of the Sedgwick County Code.

Sec. 2.3.450. - Section 1201.2 amended.

Section 1201.2 of the International Existing Building Code, is amended to read as follows:

1201.2 Conformance. The building shall be safe for human occupancy as determined by the
International Fire Code and the International Building Code. Any repair, ateration, or
change of occupancy undertaken within the moved structure shall comply with the
requirements of this Code applicable to the work being performed. Any field-fabricated
elements shall comply with the requirements of the International Building Code or the
International Residential Code as applicable.
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Sec. 2.3.460. - Section 1301.2 amended.

Section 1301.2 of the International Existing Building Code, is amended to read as follows:

1301.2 Applicability. Structures existing prior to April 2, 2002, in which there is work
involving additions, alterations, or changes of occupancy shall be made to conform to the
requirements of this chapter or the provisions of Chapter 4 through 12. The provisions of
Section 1301.2.1 through 1301.2.5 shall apply to existing occupancies that will continue to
be, or are proposed to be, in Groups A, B, E, F, M, R, and S. These provisions shall not
apply to buildings with occupanciesin Group H or Group I.

Sec. 2.3.470. - Section 1301.2.5 amended.

Section 1301.2.5 of the International Existing Building Code, is amended to read as follows:

1301.2.5 Accessibility requirements. All portions of the buildings proposed for change of
occupancy shall conform to the accessibility provisions of Chapter 11, as amended, of the
International Building Code.

Sec. 2.3.480. - Section 1301.3.2 amended.

Section 1301.3.2 of the International Existing Building Code, is amended to read as follows:

1301.3.2 Compliance with other codes. Buildings that are evaluated in accordance with this
section shall comply with the International Fire Code in accordance with the respective
Codes of the City and County.

Sec. 2.3.490. - Section 1301.3.3 amended.

Section 1301.3.3 of the International Existing Building Code, is amended to read as follows:

1301.3.3 Compliance with flood hazard provisions. In flood hazard areas, buildings that are
evauated in accordance with this section shall comply with Chapter 27.04 of the Code of
the City of Wichita and Chapter 13 of the Sedgwick County Code if the work covered by
this section constitutes substantial improvement.

Sec. 2.3.500. - Section 1401.5 amended.

Section 1401.5 of the International Existing Building Code, is amended to read as follows:

1401.5 Facilities required. Sanitary facilities for building occupants shall be provided
during construction or demolition activities, where occupancy of the structure will till
occur.

Sec. 2.3.510. - Section 1401.5.1 amended.
Section 1401.6.1 of the International Existing Building Code, is amended to read as follows:
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1401.6.1 Walkways. A walkway shall be provided for pedestrian travel in front of every
construction and demoalition site unless the authority having jurisdiction authorizes the
sidewalk to be fenced or closed. Wakways shall be of sufficient width to accommodate the
pedestrian traffic, but in no case shal they be less than 4 feet (1219 mm) in width.
Walkways shall be provided with a durable walking surface. Walkways shall be accessible
in accordance with Chapter 11, as amended, of the International Building Code and shall be
designed to support all imposed loads and in no case shall the design live load be less than
150 psf (7.2 kNm?).

Exception: The walkway is not required when there is not an existing sidewak or one
planned for that location.

Article 2, Section 4 - INTERNATIONAL RESIDENTIAL CODE

Sec. 2.4.010. - Adoption of the International Residential Code.

The International Residential Code, as published by International Codes Council, Inc., 2006
Edition, is hereby adopted, subject to such amendments as set forth hereinafter.

Sec. 2.4.020. - Permit required.
Section R105.1 of the International Residential Code is amended to read as follows;

R105.1 Required. Any owner or authorized agent who intends to construct, enlarge, alter,
repair, move, demolish, or change the occupancy of a building or structure, or to erect,
install, enlarge, alter, repair, remove, convert or replace any electrical, gas, mechanical or
plumbing system, or to cause any such work to be done, shall first make application to the
building official and obtain the required permit.

Whenever any work for which a permit is required by this Code has commenced without
first obtaining said permit, a special investigation fee equal to the amount of the permit fee
shall be collected in addition to the permit fee.

Sec. 2.4.030. - Work exempt from per mit.

Section R105.2 of the International Residential Code is amended to read as follows;

R105.2 Work exempt from permit: Exemption from permit requirements of this Code shall
not be deemed to grant authorization for any work to be done in any manner in violation of
the provisions of this Code or any other laws or ordinances of this jurisdiction. Permits shall
not be required for the following:

BUILDING:

1. Onestory detached accessory structures, provided the floor area does not exceed
200 square feet (18.58 m?) and alocation permit is obtained from the MABCD prior to
installation.

Exception: Non-fixed and movable storage cabinets equipped with doors that conceal
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the contents within and having a footprint not exceeding 25 square feet (2.32 m?), shall
not require the issuance of alocation permit.

All detached accessory structures greater than 25 (2.32 m?) but equal to or less than
400 (37.16 m?) square feet shall be tied down to the earth using anchoring methods
described in "Non Vehicular Storage Structure Anchoring Standards® of the City of
Wichita; or be attached to a permanent concrete foundation per R403.1.6.

1.1 Playhouses or tree houses having single or multi-level floors with or without
roofs.

2. Concrete or masonry fences not over 4 feet (1219 mm) in height measured from
the bottom of the footing to the top of the wall and other fences not over 8 feet (2438
mm) high.

2.1 Concrete or masonry monument sign bases not 4 feet (1219 mm) in height
measured from the lowest point of the adjoining grade. The sign size and content
requires separate approval and permit.

3. Retaining walls that are not over 4 feet (1219 mm) in height measured from the
bottom of the footing to the top of the wall, unless supporting a surcharge.

4. Water tanks supported directly upon grade if the capacity does not exceed 5,000
galons (18,925 L) and the ratio of height to diameter or width does not exceed 2 to 1.

5. Sidewalks and driveways not more than 30 inches (762 mm) above adjacent
grade and not over any basement or story below.

6. Decks, stoops, and porches not more than 30 inches (762 mm) above adjacent
grade without overhead structures and not over any basement or story below.

7. Replacement of floor covering, painting, papering, tiling, carpeting, cabinets,
counter tops, paneling and similar finish work.

8. Prefabricated swimming pools that are less than 24 inches (610 mm) deep and the
capacity does not exceed 5,000 gallons (18,925 L) in which the pool walls are entirely
above ground.

9. Swings and other playground equipment accessory to a one- or two-family
dwelling.

10. Window awnings supported by an exterior wall which do not project more than
54 inches (1372 mm) from the exterior wall and do not require additional support.

11. Emergency board-up, or securing temporary bracing of a building after a fire,
storm, vehicle damage or other disaster which caused the building to be open or
unsafe. The building owner or his’her agent may cause such work to be done provided
that the MABCD is notified the following business day.

12. Repair or replacement of roofing and/or siding materials not exceeding 400
square feet (37.16 m? ) within any 12 month period.
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13. Repair or replacement of interior gypsum wallboard on non-fire rated walls or
ceilings when the total area does not exceed 100 square feet (9.29 m? ) within any 12-
month period and provided that no framing electrical, mechanical or plumbing
changes are made.

14. Replacement of windows or doors or replacement of roof skylights or equipment
with the same size or smaller unit(s) that does not involve the removal, cutting,
alteration or replacement of any building structural member; including but not limited
to studs, headers, girders, beams, joists, rafters, cripples, jacks or other supporting
framing member(s). The framing used to infill existing openings for the purpose of
installing smaller unit(s) shall be exempt from permit requirements. Placement of
smaller windows or doors shall not reduce the minimum size requirements of escape
and rescue openings, or egress door(s) required in Sections R310 and R311 of this
Code. The replacement door or window shal not be of a lower fire rating than
required by this Code for any rated wall or assembly.

ELECTRICAL:
Exemptions for electrical permits shall be governed by Article 4 of this Code.
GAS

1. Portable heating, cooking or clothes drying appliances.

2.  Replacement of any minor part that does not alter approval of equipment or make
such equipment unsafe.

3. Portable-fuel-cell appliances that are not connected to a fixed piping system and
are not interconnected to a power grid.

MECHANICAL:
1. Portable heating appliances.
2. Portable ventilation appliances.
3. Portable cooling units.

4. Steam, hot or chilled water piping within any heating or cooling equipment
regul ated by this Code.

5.  Replacement of any minor part that does not alter approval of equipment or make
such equipment unsafe.

6. Portable evaporative coolers.

7.  Sdf-contained refrigeration systems containing 10 pounds (4.54 kg) or less of
refrigerant or that are actuated by motors of 1 horsepower (746 W) or less.

8. Portable-fuel-cell appliances that are not connected to a fixed piping system and
are not interconnected to a power grid.
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The stopping of leaks in drains, water, soil, waste or vent pipe; provided, however, that if
any concealed trap, drainpipe, water, soil, water or vent pipe becomes defective and it
becomes necessary to remove and replace the same with new material, such work shall be
considered as new work and a permit shall be obtained and inspection made as provided in
this Code.

The clearing of stoppages or the repairing of leaks in pipes, valves or fixtures, and the
removal and reinstallation of water closets, provided such repairs do not involve or require
the replacement or rearrangement of valves, pipes or fixtures.

Sec. 2.4.040. - Emergency repairs.

Section R105.2.1 of the International Residential Code, is amended as follows;

R105.2.1 Emergency repairs. Where repairs must be performed in an emergency situation,
the permit application shall be submitted within the next working business day to the
building official.

Sec. 2.4.050. - Repairs.

Section R105.2.2 of the International Residential Code, is amended to read as follows:

R105.2.2 Repairs. Application or notice to the building official is not required for ordinary
repairs to structures. Such repairs shall not include the cutting away of any wall, partition or
portion thereof, the removal or cutting away of any structural beam or load-bearing support,
or the removal or change of any required means of egress, or rearrangement of parts of a
structure affecting the egress requirements; nor shall ordinary repairs include addition to,
ateration of, replacement or relocation of any gas, mechanical or other work affecting
public health or general safety.

Sec. 2.4.060. - Section R105.2.3 deleted.

Section R105.2.3 of the International Residential Code is deleted.

Sec. 2.4.070. - Permit expiration.

Section R105.5 of the International Residential Code is amended to read as follows;

R105.5 Expiration. Every permit issued shall expire unless the work on the site authorized
by such permit is commenced within 180 days after its issuance, or if the work authorized
on the site by such permit is suspended or abandoned for a period of 180 days after the time
the work is commenced. Work shall be considered to have been suspended or abandoned if
it has been more than 180 days since the last requested inspection. Before work can be
recommenced, the permit must be re-instated. The fee for re-instatement shall be one-half
the amount required for a new permit for such work, provided no changes have been made
or will be made in the original plans and specifications for